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Table 4-3: Applicability of tests and additional information for testing for test cases in TS 37.571-1 [5] for E-UTRA
	Clause
	TC Title
	Release
	Applicability
	
	Additional Information 
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT

	7
	A-GNSS minimum performance requirements
	
	
	
	
	

	7.1.1-1
	Sensitivity Course Time Assistance: Sub-Test 1
	Rel-9
	C01er
	All UEs supporting A-GPS L1C/A only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.1-2
	Sensitivity Course Time Assistance: Sub-Test 2
	Rel-9
	C02er
	All UEs supporting A-GLONASS only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.1-3
	Sensitivity Course Time Assistance: Sub-Test 3
	Rel-9
	C03er
	All UEs supporting A-Galileo only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.1-4
	Sensitivity Course Time Assistance: Sub-Test 4
	Rel-9
	C04er
	All UEs supporting A-GPS and Modernized GPS only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.1-5
	Sensitivity Course Time Assistance: Sub-Test 5
	Rel-9
	C05er
	All UEs supporting A-GPS and A-GLONASS only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.2-1
	Sensitivity Fine Time Assistance: Sub-Test 1
	Rel-9
	C06er
	All UEs supporting A-GPS L1C/A only, and Fine Time Assistance
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.2-2
	Sensitivity Fine Time Assistance: Sub-Test 2
	Rel-9
	C07er
	All UEs supporting A-GLONASS only, and Fine Time Assistance
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.2-3
	Sensitivity Fine Time Assistance: Sub-Test 3
	Rel-9
	C08er
	All UEs supporting A-Galileo only, and Fine Time Assistance
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.2-4
	Sensitivity Fine Time Assistance: Sub-Test 4
	Rel-9
	C09er
	All UEs supporting A-GPS and Modernized GPS only, and Fine Time Assistance
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.1.2-5
	Sensitivity Fine Time Assistance: Sub-Test 5
	Rel-9
	C10er
	All UEs supporting A-GPS and A-GLONASS only, and Fine Time Assistance
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2-1
	Nominal Accuracy: Sub-Test 1
	Rel-9
	C01er
	All UEs supporting A-GPS L1C/A only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2-2
	Nominal Accuracy: Sub-Test 2
	Rel-9
	C02er
	All UEs supporting A-GLONASS only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2-3
	Nominal Accuracy: Sub-Test 3
	Rel-9
	C03er
	All UEs supporting A-Galileo only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2-4
	Nominal Accuracy: Sub-Test 4
	Rel-9
	C04er
	All UEs supporting A-GPS and Modernized GPS only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.2-5
	Nominal Accuracy: Sub-Test 5
	Rel-9
	C05er
	All UEs supporting A-GPS and A-GLONASS only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.3-1
	Dynamic Range: Sub-Test 1
	Rel-9
	C01er
	All UEs supporting A-GPS L1C/A only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.3-2
	Dynamic Range: Sub-Test 2
	Rel-9
	C02er
	All UEs supporting A-GLONASS only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.3-3
	Dynamic Range: Sub-Test 3
	Rel-9
	C03er
	All UEs supporting A-Galileo only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.3-4
	Dynamic Range: Sub-Test 4
	Rel-9
	C04er
	All UEs supporting A-GPS and Modernized GPS only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.3-5
	Dynamic Range: Sub-Test 5
	Rel-9
	C05er
	All UEs supporting A-GPS and A-GLONASS only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.4-1
	Multi-path scenario: Sub-Test 1
	Rel-9
	C01er
	All UEs supporting A-GPS L1C/A only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.4-2
	Multi-path scenario: Sub-Test 2
	Rel-9
	C02er
	All UEs supporting A-GLONASS only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.4-3
	Multi-path scenario: Sub-Test 3
	Rel-9
	C03er
	All UEs supporting A-Galileo only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.4-4
	Multi-path scenario: Sub-Test 4
	Rel-9
	C04er
	All UEs supporting A-GPS and Modernized GPS only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.4-5
	Multi-path scenario: Sub-Test 5
	Rel-9
	C05er
	All UEs supporting A-GPS and A-GLONASS only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.5-1
	Moving scenario and periodic update: Sub-Test 1
	Rel-9
	C01er
	All UEs supporting A-GPS L1C/A only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.5-2
	Moving scenario and periodic update: Sub-Test 2
	Rel-9
	C02er
	All UEs supporting A-GLONASS only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.5-3
	Moving scenario and periodic update: Sub-Test 3
	Rel-9
	C03er
	All UEs supporting A-Galileo only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.5-4
	Moving scenario and periodic update: Sub-Test 4
	Rel-9
	C04er
	All UEs supporting A-GPS and Modernized GPS only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	7.5-5
	Moving scenario and periodic update: Sub-Test 5
	Rel-9
	C05er
	All UEs supporting A-GPS and A-GLONASS only
	pc_eFDD
	

	
	
	
	
	
	pc_eTDD
	

	8
	E-CID measurement requirements
	
	
	
	
	

	8.1.1
	FDD UE Rx-Tx time difference case
	Rel-9
	C11er
	All FDD UEs supporting E-CID with Rx-Tx time difference
	pc_eFDD
	

	8.1.2
	TDD UE Rx-Tx time difference case
	Rel-9
	C12er
	All TDD UEs supporting E-CID with Rx-Tx time difference
	pc_eTDD
	

	9
	OTDOA measurement requirements
	
	
	
	
	

	9.1.1
	FDD RSTD Measurement Reporting Delay
	Rel-9
	C13er
	All FDD UEs supporting UE-assisted OTDOA
	pc_eFDD
	

	9.1.2
	TDD RSTD Measurement Reporting Delay
	Rel-9
	C14er
	All TDD UEs supporting UE-assisted OTDOA
	pc_eTDD
	

	9.1.3
	FDD RSTD Measurement Accuracy
	Rel-9
	C13er
	All FDD UEs supporting UE-assisted OTDOA
	pc_eFDD
	

	9.1.4
	TDD RSTD Measurement Accuracy
	Rel-9
	C14er
	All TDD UEs supporting UE-assisted OTDOA
	pc_eTDD
	

	9.2.1
	FDD-FDD Inter-Frequency RSTD Measurement Reporting Delay
	Rel-10
	FFS
	FFS
	pc_eFDD
	Note 1

	9.2.2
	TDD-TDD inter-frequency RSTD measurement reporting delay
	Rel-10
	FFS
	FFS
	pc_eTDD
	Note 1

	9.2.4
	FDD-FDD Inter-frequency RSTD Accuracy 
	Rel-10
	FFS
	FFS
	pc_eFDD
	Note 1

	9.2.5
	TDD-TDD inter frequency RSTD Accuracy
	Rel-10
	FFS
	FFS
	pc_eTDD
	Note 1

	10
	OTDOA measurement requirements for Carrier Aggregation
	
	
	
	
	

	10.1
	FDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	

	10.1A
	FDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20MHz
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	

	10.2
	TDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	

	10.2A
	TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20MHz
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	

	10.3
	FDD RSTD Measurement Accuracy for Carrier Aggregation
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	

	10.3A
	FDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz
	Rel-10
	C15er
	All FDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eFDD
	

	10.4
	TDD RSTD Measurement Accuracy for Carrier Aggregation
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	

	10.4A
	TDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz
	Rel-10
	C16er
	All TDD UEs supporting UE-assisted OTDOA for Carrier Aggregation
	pc_eTDD
	

	Note 1:
This test case can be optionally tested for Rel-9 UEs supporting inter-frequency RSTD measurements that do not require measurement gaps.


Table 4-4: Applicability of tests Conditions for test cases in TS 37.571-1 [5] for E-UTRA
	C01er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/6 AND NOT (A.4.3-2/7 OR A.4.3-2/8 OR A.4.3-2/9 ) THEN R ELSE N/A

	C02er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/7 AND NOT (A.4.3-2/6 OR A.4.3-2/8 OR A.4.3-2/9 ) THEN R ELSE N/A

	C03er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/9 AND NOT (A.4.3-2/6 OR A.4.3-2/7 OR A.4.3-2/8 ) THEN R ELSE N/A

	C04er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/8 AND NOT (A.4.3-2/7 OR A.4.3-2/9 ) THEN R ELSE N/A

	C05er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/6 AND A.4.3-2/7 AND NOT (A.4.3-2/8 OR A.4.3-2/9 ) THEN R ELSE N/A

	C06er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/6 AND NOT (A.4.3-2/7 OR A.4.3-2/8 OR A.4.3-2/9 ) AND A.4.3-2/3 THEN R ELSE N/A

	C07er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/7 AND NOT (A.4.3-2/6 OR A.4.3-2/8 OR A.4.3-2/9 ) AND A.4.3-2/3 THEN R ELSE N/A

	C08er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/9 AND NOT (A.4.3-2/6 OR A.4.3-2/7 OR A.4.3-2/8 ) AND A.4.3-2/3 THEN R ELSE N/A

	C09er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/8 AND NOT (A.4.3-2/7 OR A.4.3-2/9 ) AND A.4.3-2/3 THEN R ELSE N/A

	C10er
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.3-2/1 OR A.4.3-2/2) AND A.4.3-2/6 AND A.4.3-2/7 AND NOT (A.4.3-2/8 OR A.4.3-2/9 ) AND A.4.3-2/3 THEN R ELSE N/A

	C11er
IF A.4.1-1/1 AND A.4.3-2/5 AND A.4.3-4/3 THEN R ELSE N/A

	C12er
IF A.4.1-1/2 AND A.4.3-2/5 AND A.4.3-4/3 THEN R ELSE N/A

	C13er
IF A.4.1-1/1 AND A.4.3-2/4 THEN R ELSE N/A

	C14er
IF A.4.1-1/2 AND A.4.3-2/4 THEN R ELSE N/A

	C15er
IF A.4.1-1/1 AND A.4.3-2/15 THEN R ELSE N/A

	C16er
IF A.4.1-1/2 AND A.4.3-2/15 THEN R ELSE N/A


