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	Other comments:
	


8.6.6.5
Handover Failure logging / Logging and reporting / Reporting at RRC connection establishment / PLMN list
<text skipped here>
Table 8.6.6.5.3.3-12: UEInformationResponse (step 29, Table 8.6.6.5.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-23B

	Information Element
	Value/remark
	Comment
	Condition

	UEInformationResponse-r9 ::=SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ueInformationResponse-r9 SEQUENCE {
	
	
	

	        rlf-Report-r9 SEQUENCE {
	
	
	

	          measResultLastServCell-r9 SEQUENCE {
	
	Cell 1
	

	            rsrpResult-r9
	(0..97)
	
	

	            rsrqResult-r9
	Not present or (0..34)
	
	

	          }
	
	
	

	          measResultNeighCells-r9 SEQUENCE {
	
	
	

	            measResultListEUTRA-r9 SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	1 entry
	
	

	              carrierFreq-r9[1]
	Same downlink EARFCN as used for Cell 2
	
	

	              measResultList-r9[1] SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	                physCellId[1]
	PhysicalCellIdentity of Cell 2
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  rsrpResult
	(0..97)
	
	

	                  rsrqResult
	(0..34)
	
	

	                  additionalSI-Info-r9
	Not present
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	            measResultListUTRA-r9
	Not present
	
	

	            measResultListGERAN-r9
	Not present
	
	

	            measResultsCDMA2000-r9
	Not present
	
	

	          }
	
	
	

	          locationInfo-r10
	Not present or any allowed value
	
	

	          failedPCellId-r10 CHOICE {
	cellGlobalId-r10 or pci-arfcn-r10
	If the UE has the global cell identity depending on UE implementation, the UE sets the global cell identity; otherwise the UE sets the physical cell identity and the carrier frequency.
	

	            cellGlobalId-r10 SEQUENCE {
	
	
	

	              plmn-Identity
	plmn-Identity within SystemInformationBlockType1 broadcasted in Cell 2
	
	

	              cellIdentity
	cellIdentity within SystemInformationBlockType1 broadcasted in Cell 2
	
	

	            }
	
	
	

	            pci-arfcn-r10 SEQUENCE {
	
	
	

	              physCellId-r10
	PhysicalCellIdentity of Cell 2
	
	

	              carrierFreq-r10
	Same downlink EARFCN as used for Cell 2
	
	

	            }
	
	
	

	          }
	
	
	

	          reestablishmentCellId-r10 SEQUENCE {
	
	
	

	            plmn-Identity
	plmn-Identity within SystemInformationBlockType1 broadcasted in Cell 2
	
	

	            cellIdentity
	cellIdentity within SystemInformationBlockType1 broadcasted in Cell 2
	
	

	          }
	
	
	

	          timeConnFailure-r10
	Any allowed value
	Time from UE receive HO command to the failure
	

	          connectionFailureType-r10
	hof
	
	

	          previousPCellId-r10 SEQUENCE {
	
	
	

	            plmn-Identity
	plmn-Identity within SystemInformationBlockType1 broadcasted in Cell 1
	
	

	            cellIdentity
	cellIdentity within SystemInformationBlockType1 broadcasted in Cell 1
	
	

	          }
	
	
	

	          basicFields-r11 SEQUENCE {
	
	
	

	            c-RNTI-r11
	C-RNTI used in Cell 1
	
	

	            rlf-Cause-r11
	Any allowed value
	
	

	            timeSinceFailure-r11
	Any allowed value
	Time elapsed from connection failure
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.6.5.3.3-13: ATTACH ACCEPT for Cell 1 (preamble)

	Derivation path: 36.508 Table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	Equivalent PLMNs
	PLMN2
	
	


8.6.6.6
Handover Failure logging / Logging and reporting / Reporting at intra LTE handover / PLMN list
<text skipped here>
Table 8.6.6.6.3.3-13: UEInformationResponse (step 16, Table 8.6.6.6.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-23B

	Information Element
	Value/remark
	Comment
	Condition

	UEInformationResponse-r9 ::=SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ueInformationResponse-r9 SEQUENCE {
	
	
	

	        rlf-Report-r9 SEQUENCE {
	
	
	

	          measResultLastServCell-r9 SEQUENCE {
	
	Cell 1
	

	            rsrpResult-r9
	(0..97)
	
	

	            rsrqResult-r9
	Not present or (0..34)
	
	

	          }
	
	
	

	          measResultNeighCells-r9 SEQUENCE {
	
	
	

	            measResultListEUTRA-r9 SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	1 entry
	
	

	              carrierFreq-r9[1]
	Same downlink EARFCN as used for Cell 2
	
	

	              measResultList-r9[1] SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	                physCellId[1]
	PhysicalCellIdentity of Cell 2
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  rsrpResult
	(0..97)
	
	

	                  rsrqResult
	(0..34)
	
	

	                  additionalSI-Info-r9
	Not present
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	            measResultListUTRA-r9
	Not present
	
	

	            measResultListGERAN-r9
	Not present
	
	

	            measResultsCDMA2000-r9
	Not present
	
	

	          }
	
	
	

	          locationInfo-r10
	Not present or any allowed value
	
	

	          failedPCellId-r10 CHOICE {
	cellGlobalId-r10 or pci-arfcn-r10
	If the UE has the global cell identity depending on UE implementation, the UE sets the global cell identity; otherwise the UE sets the physical cell identity and the carrier frequency.
	

	            cellGlobalId-r10 SEQUENCE {
	
	
	

	              plmn-Identity
	plmn-Identity within SystemInformationBlockType1 broadcasted in Cell 2
	
	

	              cellIdentity
	cellIdentity within SystemInformationBlockType1 broadcasted in Cell 2
	
	

	            }
	
	
	

	            pci-arfcn-r10 SEQUENCE {
	
	
	

	              physCellId-r10
	PhysicalCellIdentity of Cell 2
	
	

	              carrierFreq-r10
	Same downlink EARFCN as used for Cell 2
	
	

	            }
	
	
	

	          }
	
	
	

	          reestablishmentCellId-r10 SEQUENCE {
	
	
	

	            plmn-Identity
	plmn-Identity within SystemInformationBlockType1 broadcasted in Cell 2
	
	

	            cellIdentity
	cellIdentity within SystemInformationBlockType1 broadcasted in Cell 2
	
	

	          }
	
	
	

	          timeConnFailure-r10
	Any allowed value
	Time from UE receive HO command to the failure
	

	          connectionFailureType-r10
	hof
	
	

	          previousPCellId-r10 SEQUENCE {
	
	
	

	            plmn-Identity
	plmn-Identity within SystemInformationBlockType1 broadcasted in Cell 1
	
	

	            cellIdentity
	cellIdentity within SystemInformationBlockType1 broadcasted in Cell 1
	
	

	          }
	
	
	

	          basicFields-r11 SEQUENCE {
	
	
	

	            c-RNTI-r11
	C-RNTI used in Cell 1
	
	

	            rlf-Cause-r11
	Any value
	
	

	            timeSinceFailure-r11
	Any allowed value
	Time elapsed from connection failure
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.6.6.3.3-14: ATTACH ACCEPT for Cell 1 (preamble)

	Derivation path: 36.508 Table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	Equivalent PLMNs
	PLMN2
	
	


8.6.6.7
Handover Failure logging / Logging and reporting / Reporting at RRC connection re-establishment / PLMN list
<text skipped here>
Table 8.6.6.7.3.3-11: UEInformationResponse (step 12, Table 8.6.6.7.3.2-2)

	Derivation Path: 36.508, Table 4.6.1-23B

	Information Element
	Value/remark
	Comment
	Condition

	UEInformationResponse-r9 ::=SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ueInformationResponse-r9 SEQUENCE {
	
	
	

	        rlf-Report-r9 SEQUENCE {
	
	
	

	          measResultLastServCell-r9 SEQUENCE {
	
	
	

	            rsrpResult-r9
	(0..97)
	Cell 1
	

	            rsrqResult-r9
	Not present or (0..34)
	
	

	          }
	
	
	

	          measResultNeighCells-r9 SEQUENCE {
	
	
	

	            measResultListEUTRA-r9 SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	1 entry
	
	

	              carrierFreq-r9[1]
	Same downlink EARFCN as used for Cell 12
	
	

	              measResultList-r9[1] SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	1 entry
	
	

	                physCellId[1]
	PhysicalCellIdentity of Cell 12
	
	

	                cgi-Info[1]
	Not present
	
	

	                measResult[1] SEQUENCE {
	
	
	

	                  rsrpResult
	(0..97)
	
	

	                  rsrqResult
	(0..34)
	
	

	                  additionalSI-Info-r9
	Not present
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	            measResultListUTRA-r9
	Not present
	
	

	            measResultListGERAN-r9
	Not present
	
	

	            measResultsCDMA2000-r9
	Not present
	
	

	          }
	
	
	

	          locationInfo-r10
	Not present or any allowed value
	
	

	          failedPCellId-r10 CHOICE {
	cellGlobalId-r10 or pci-arfcn-r10
	If the UE has the global cell identity depending on UE implementation, the UE sets the global cell identity; otherwise the UE sets the physical cell identity and the carrier frequency.
	

	            cellGlobalId-r10 SEQUENCE {
	
	
	

	              plmn-Identity
	plmn-Identity within SystemInformationBlockType1 broadcasted in Cell 12
	
	

	              cellIdentity
	cellIdentity within SystemInformationBlockType1 broadcasted in Cell 12
	
	

	            }
	
	
	

	            pci-arfcn-r10 SEQUENCE {
	
	
	

	              physCellId-r10
	PhysicalCellIdentity of Cell 12
	
	

	              carrierFreq-r10
	Same downlink EARFCN as used for Cell 12
	
	

	            }
	
	
	

	          }
	
	
	

	          reestablishmentCellId-r10 SEQUENCE {
	
	
	

	            plmn-Identity
	plmn-Identity within SystemInformationBlockType1 broadcasted in Cell 12
	
	

	            cellIdentity
	cellIdentity within SystemInformationBlockType1 broadcasted in Cell 12
	
	

	          }
	
	
	

	          timeConnFailure-r10
	Any allowed value
	Time from UE receive HO command to the failure
	

	          connectionFailureType-r10
	hof
	
	

	          previousPCellId-r10 SEQUENCE {
	
	
	

	            plmn-Identity
	plmn-Identity within SystemInformationBlockType1 broadcasted in Cell 1
	
	

	            cellIdentity
	cellIdentity within SystemInformationBlockType1 broadcasted in Cell 1
	
	

	          }
	
	
	

	          basicFields-r11 SEQUENCE {
	
	
	

	            c-RNTI-r11
	C-RNTI used in Cell 1
	
	

	            rlf-Cause-r11
	Any allowed value
	
	

	            timeSinceFailure-r11
	Any allowed value
	Time elapsed from connection failure
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.6.6.7.3.3-12: ATTACH ACCEPT for Cell 1 (preamble)

	Derivation path: 36.508 Table 4.7.2-1

	Information Element
	Value/Remark
	Comment
	Condition

	Equivalent PLMNs
	PLMN2
	
	


