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4.3.1.4
E-UTRAN FDD - UTRAN FDD cell re-selection: UTRA FDD is of lower priority for 5MHz bandwidth
4.3.1.4.1
Test purpose

Same test purpose as in clause 4.3.1.2.1.

4.3.1.4.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support only E-UTRA Band 31 and UTRA FDD.
4.3.1.4.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 4.3.1.2 with the following exceptions:

-
Instead of A.4.3.1.2 ( use A.4.3.1.4.

4.3.1.4.4
Test description

4.3.1.4.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 5MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.22.

2.
The general test parameter settings are set up according to Table 4.3.1.4.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are as defined in clause 4.3.1.4.4.3.

5.
There is one E-UTRA FDD cell and one UTRA FDD cell specified in the test. Cell 1 is the cell used for registration according to TS 36.508 [7] clause 7.2A.2 with the power level set according to Annex C.0 and C.1. 
Table 4.3.1.4.4.1-1: General test parameters for EUTRA FDD- lower priority UTRA FDD inter RAT cell re-selection test case for 5MHz bandwidth
Same as Table 4.3.1.2.4.1-1.
4.3.1.4.4.2
Test procedure

Same test procedure as in clause 4.3.1.2.4.2 with the following exceptions:

-
Instead of Table 4.3.1.2.5-1 ( use Table 4.3.1.4.5-1.
4.3.1.4.4.3
Message contents

Same message contents as 4.3.1.2.4.3 with the following exceptions: 

Table 4.3.1.4.4.3-1: System Information Block type 19: Inter-RAT E-UTRAN FDD - UTRA FDD is of lower priority cell re-selection for 5MHz bandwidth
	Derivation Path: 36.508 [7] clause 4.4.4.1 Table 4.4.4.1-1: System Information Block type 19

	Information Element
	Value/remark
	Comment
	Condition

	SysInfoType19 ::= SEQUENCE {
	
	
	

	    utra-PriorityInfoList SEQUENCE {
	
	
	

	      utra-ServingCell SEQUENCE {
	
	
	

	        priority
	3
	
	

	        s-PrioritySearch1
	21 (42dB)
	
	

	        s-PrioritySearch2
	0
	default value is 0
	

	        threshServingLow
	0 (0dB)
	
	

	      }
	
	
	

	    eutra-FrequencyAndPriorityInfoList SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF SEQUENCE
	
	n denotes the index of the entry
	

	      earfcn
	
	Downlink EARFCN of Cell 1
	

	      measurementBandwidth
	25
	Enumerated(6, 15, 25, 50, 75, 100)
	

	      priority
	4
	
	

	      qRxLevMinEUTRA
	-70 (-140 dBm)
	
	

	      threshXhigh
	24 (48 dB)
	
	

	      threshXlow
	1 (2 dB)
	Default value
	

	      eutra-blackListedCellList
	Not present
	
	

	      eutraDetection
	TRUE
	
	

	    }
	
	
	

	    nonCriticalExtensions SEQUENCE {}
	Not present
	
	

	}
	
	
	


4.3.1.4.5
Test requirement

Same test requirement as in clause 4.3.1.2.5 with the following exceptions:

Tables 4.3.1.4.4.1-1, 4.3.1.4.5-1 and 4.3.1.4.5-2 define the primary level settings including test tolerances for E-UTRAN FDD- UTRAN FDD inter-RAT cell re-selection test case which UTRA is of lower priority.

Table 4.3.1.4.5-1: Cell specific test parameters for cell 1 (E-UTRA) for 5MHz bandwidth
	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	BWchannel
	MHz
	5

	OCNG Patterns defined in D.1.16 (OP.16 FDD)
	
	OP.16 FDD

	Note 1: 
See Table 4.3.1.2.5-1 for the other parameters.
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