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<Start of modified section>
4.3.1.1
FDD Mode Test frequencies

4.3.1.1.1
FDD reference test frequencies for operating band 1

Table 4.3.1.1.1-1: Test frequencies for E-UTRA channel bandwidth for operating band 1

	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	5
	18025
	1922.5
	25
	2112.5

	
	10
	18050
	1925
	50
	2115

	
	15
	18075
	1927.5
	75
	2117.5

	
	20
	18100
	1930
	100
	2120

	Mid Range
	5/10/15/20
	18300
	1950
	300
	2140

	High Range
	5
	18575
	1977.5
	575
	2167.5

	
	10
	18550
	1975
	550
	2165

	
	15
	18525
	1972.5
	525
	2162.5

	
	20
	18500
	1970
	500
	2160


4.3.1.1.1A
FDD reference test frequencies for CA in operating band 1

Table 4.3.1.1.1A-1: Test frequencies for CA_1C

	Test Frequency
	CC Combination / NRB_agg
	CC NRB
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	75 + 75
	PCC 75
	18075
	1927.5
	75
	2117.5

	
	
	SCC 75
	18225
	1942.5
	225
	2132.5

	
	100 + 100
	PCC 100
	18100
	1930
	100
	2120

	
	
	SCC 100
	18298
	1949.8
	298
	2139.8

	Mid Range
	75 + 75
	PCC 75
	18225
	1942.5
	225
	2132.5

	
	
	SCC 75
	18375
	1957.5
	375
	2147.5

	
	100 + 100
	PCC 100
	18200
	1940
	200
	2130

	
	
	SCC 100
	18398
	1959.8
	398
	2149.8

	High Range
	75 + 75
	PCC 75
	18375
	1957.5
	375
	2147.5

	
	
	SCC 75
	18525
	1972.5
	525
	2162.5

	
	100 + 100
	PCC 100
	18302
	1950.2
	302
	2140.2

	
	
	SCC 100
	18500
	1970
	500
	2160


4.3.1.1.2
FDD reference test frequencies for operating band 2

Table 4.3.1.1.2-1: Test frequencies for E-UTRA channel bandwidth for operating band 2

	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	18607
	1850.7
	607
	1930.7

	
	3
	18615
	1851.5
	615
	1931.5

	
	5
	18625
	1852.5
	625
	1932.5

	
	10
	18650
	1855
	650
	1935

	
	15 [1]
	18675
	1857.5
	675
	1937.5

	
	20 [1]
	18700
	1860
	700
	1940

	Mid Range
	1.4/3/5/10

15 [1]/20 [1]
	18900
	1880
	900
	1960

	High Range
	1.4 
	19193
	1909.3
	1193
	1989.3

	
	3 
	19185
	1908.5
	1185
	1988.5

	
	5 
	19175
	1907.5
	1175
	1987.5

	
	10 
	19150
	1905
	1150
	1985

	
	15 [1]
	19125
	1902.5
	1125
	1982.5

	
	20 [1]
	19100
	1900
	1100
	1980

	NOTE 1:
Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


4.3.1.1.3
FDD reference test frequencies for operating band 3

Table 4.3.1.1.3-1: Test frequencies for E-UTRA channel bandwidth for operating band 3

	Test Frequency ID
	Bandwidth

[MHz]
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	1.4
	19207
	1710.7
	1207
	1805.7

	
	3
	19215
	1711.5
	1215
	1806.5

	
	5
	19225
	1712.5
	1225
	1807.5

	
	10
	19250
	1715
	1250
	1810

	
	15 [1]
	19275
	1717.5
	1275
	1812.5

	
	20 [1]
	19300
	1720
	1300
	1815

	Mid Range
	1.4/3/5/10

15 [1]/20 [1]
	19575
	1747.5
	1575
	1842.5

	High Range
	1.4
	19943
	1784.3
	1943
	1879.3

	
	3
	19935
	1783.5
	1935
	1878.5

	
	5
	19925
	1782.5
	1925
	1877.5

	
	10
	19900
	1780
	1900
	1875

	
	15 [1]
	19875
	1777.5
	1875
	1872.5

	
	20 [1]
	19850
	1775
	1850
	1870

	NOTE 1:
Bandwidth for which a relaxation of the specified UE receiver sensitivity requirement (TS 36.101 [27] Clause 7.3) is allowed.


4.3.1.1.3A
FDD reference test frequencies for CA in operating band 3
Table 4.3.1.1.3A-1: Test frequencies for CA_3C

	Test Frequency
	CC Combination / NRB_agg
	CC NRB
	NUL
	Frequency of Uplink [MHz]
	NDL
	Frequency of Downlink [MHz]

	Low Range
	100 + 25
	PCC 100
	19300
	1720
	1300
	1815

	
	
	SCC 25
	19417
	1731.7
	1417
	1826.7

	
	25 + 100
	PCC 25
	19225
	1712.5
	1225
	1807.5

	
	
	SCC 100
	19337
	1724.2
	1342
	1819.2

	
	100 + 50
	PCC 100
	19300
	1720
	1300
	1815

	
	
	SCC 50
	19444
	1734.4
	1444
	1829.4

	
	50 + 100
	PCC 50
	19250
	1715
	1250
	1810

	
	
	SCC 100
	19394
	1729.4
	1394
	1824.4

	
	100 + 75
	PCC 100
	19300
	1720
	1300
	1815

	
	
	SCC 75
	19471
	1737.1
	1471
	1832.1

	
	75 + 100
	PCC 75
	19275
	1717.5
	1275
	1812.5

	
	
	SCC 100
	19446
	1734.6
	1446
	1829.6

	
	100 + 100
	PCC 100
	19300
	1720
	1300
	1815

	
	
	SCC 100
	19498
	1739.8
	1498
	1834.8

	Mid Range
	100 + 25
	PCC 100
	19550
	1745
	1550
	1840

	
	
	SCC 25
	19667
	1756.7
	1667
	1851.7

	
	25 + 100
	PCC 25
	19470
	1737
	1470
	1832

	
	
	SCC 100
	19587
	1748.7
	1587
	1843.7

	
	100 + 50
	PCC 100
	19520
	1742
	1520
	1837

	
	
	SCC 50
	19664
	1756.4
	1664
	1851.4

	
	50 + 100
	PCC 50
	19470
	1737
	1470
	1832

	
	
	SCC 100
	19614
	1751.4
	1614
	1846.4

	
	100 + 75
	PCC 100
	19500
	1740
	1500
	1835

	
	
	SCC 75
	19671
	1757.1
	1671
	1852.1

	
	75 + 100
	PCC 75
	19470
	1737
	1470
	1832

	
	
	SCC 100
	19641
	1754.1
	1641
	1849.1

	
	100 + 100
	PCC 100
	19475
	1737.5
	1475
	1832.5

	
	
	SCC 100
	19673
	1757.3
	1673
	1852.3

	High Range
	100 + 25
	PCC 100
	19808
	1770.8
	1808
	1865.8

	
	
	SCC 25
	19925
	1782.5
	1925
	1877.5

	
	25 + 100
	PCC 25
	19733
	1763.3
	1733
	1858.3

	
	
	SCC 100
	19850
	1775
	1850
	1870

	
	100 + 50
	PCC 100
	19756
	1765.6
	1756
	1860.6

	
	
	SCC 50
	19900
	1780
	1900
	1875

	
	50 + 100
	PCC 50
	19706
	1760.6
	1706
	1855.6

	
	
	SCC 100
	19850
	1775
	1850
	1870

	
	100 + 75
	PCC 100
	19704
	1760.4
	1704
	1855.4

	
	
	SCC 75
	19875
	1777.5
	1875
	1872.5

	
	75 + 100
	PCC 75
	19679
	1757.9
	1679
	1852.9

	
	
	SCC 100
	19850
	1775
	1850
	1870

	
	100 + 100
	PCC 100
	19652
	1755.2
	1652
	1850.2

	
	
	SCC 100
	19850
	1775
	1850
	1870


<End of modified section>
