Page 1



3GPP TSG-RAN WG3 Meeting #82 
R3-132287
San Francisco, USA, 11–15 November, 2013

	CR-Form-v11

	CHANGE REQUEST

	

	
	25.453
	CR
	0148
	rev
	-
	Current version:
	11.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Correction of when to include the GPS Positioning IE in the POSITION ACTIVATION REQUEST message

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R3

	
	

	Work item code:
	TEI12, LCS3-GNSS-UTRAN
	
	Date:
	2013-10-22

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	When GNSS was introduced in the RAN3 specifications it was addeded as a new collection of known/planned satellite based positioning system that also included GPS. As a result of this the rules for when to include som already existing IEs changed, but this was never clarified in the specifications. 
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	Summary of change:
	It has been clarified when to include the GPS Positioning IE in the POSITION ACTIVATION REQUEST message when GNSS positioning is used.

The reference to Selected Position Method is also corrected to use the actual code points defined in the IE. 
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9.1.16
position activation request
Table 17d

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2.24
	
	YES
	reject

	Transaction ID
	M
	
	9.2.2.28
	
	–
	

	Positioning Method
	M
	
	9.2.2.55
	
	YES
	reject

	RNC Response Time
	M
	
	Positioning Response Time

9.2.2.69
	Indicates the interval allowed for a RNC response, or the periodic reporting interval if Amount of Reporting IE is present. 
	YES
	ignore

	Positioning Priority
	O
	
	9.2.2.53
	
	YES
	ignore

	Environment Characterisation
	O
	
	9.2.2.62
	
	YES
	ignore

	U-TDOA Positioning
	
	0..1
	
	Only present if Selected Positioning Method indicates UTDOA
	YES
	reject

	>U-TDOA Bit Count
	M
	
	9.2.2.56
	Used if UE is in CELL_FACH mode
	–
	

	>U-TDOA Time Interval
	M
	
	9.2.2.57
	Used if UE is in CELL_FACH mode
	–
	

	GPS Positioning
	
	0..1
	
	Only present if Selected Positioning Method indicates GPS or GNSS when GPS is one of the allowed GNSS methods
	YES
	reject

	>GPS Positioning Instructions
	M
	
	9.2.2.101
	
	–
	

	>Requested Data Value
	O
	
	9.2.2.26
	
	–
	

	OTDOA Assistance Data
	
	0..1
	
	Only present if Selected Positioning Method indicates OTDOA
	YES 
	reject

	>UE Positioning OTDOA Assistance data
	M
	
	9.2.2.59
	
	–
	

	Include Velocity
	O
	
	9.2.2.97
	
	YES
	ignore

	Amount of Reporting
	O
	
	9.2.2.108
	Amount of reports for periodic reporting.
	YES
	ignore

	Cell-ID Positioning
	
	0..1
	
	Only present if Selected Positioning Method indicates Cell ID
	YES
	ignore

	>Requested Cell-ID Measurements
	M
	
	9.2.2.112
	
	–
	

	GANSS Positioning
	
	0..1
	
	Only present if Selected Positioning Method indicates GNSS 
	YES
	reject

	>GANSS Positioning Instructions
	M
	
	9.2.2.120
	
	–
	

	>Requested Data Value
	O
	
	9.2.2.26
	
	–
	


9.2.2.55
Positioning Method

This IE contains the Positioning Method used for SAS centric positioning method selection.

Table 98

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Additional Method Type
	M
	
	9.2.2.58
	
	–
	

	Selected Position Method
	M
	
	ENUMERATED(OTDOA, GPS, OTDOA or GPS, Cell ID, UTDOA, …, GNSS, OTDOA or GNSS)
	
	–
	

	GNSS Positioning Method
	C-GNSS
	
	BIT STRING(9)
	For each bit, if set to ‘1’, indicates that respective GNSS is allowed.

Bit 1 is the MSB and bit 9 is the LSB (see clause 9.2.1).

bit 1: GPS

bit 2: Galileo

bit 3: SBAS(WAAS, EGNOS,

MSAS, GAGAN)

bit 4: Modernized

GPS (L1C, L2C, L5)

bit 5: QZSS

bit 6: GLONASS

bits 7-9: reserved for future GNSSes

Note: Bit 1 cannot be the only one set to 1.
	YES
	ignore


Table 98A

	Condition
	Explanation

	GNSS
	This IE shall be present if the Selected Position Method IE value is set to "GNSS" or “OTDOA or GNSS”


