Page 1



3GPP TSG-RAN2 Meeting #84 
R2-134521
San Francisco, USA, 11th – 15th November 2013
	CR-Form-v11

	CHANGE REQUEST

	

	
	25.331
	CR
	5489
	rev
	-
	Current version:
	11.7.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:

	Clarification on handling for "EARFCN extension" IE in E-UTRA measurement for CELL_FACH

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R2

	
	

	Work item code:
	Cell_FACH_enh-Core, TEI11
	
	Date:
	2013-11-01

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	When the extended EARFCN was introduced in R2-130623, the procedural text in section 8.6.7.28 was not updated to describe that the UE should store the IE "EARFCN extension" in the UE variable EUTRA_FREQUENCY_INFO_LIST_FACH.

	
	

	Summary of change:
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8.6.7.28
E-UTRA measurement for CELL_FACH
The IE "E-UTRA measurement for CELL_FACH" is used to control the E-UTRA measurements and reporting in CELL_FACH state.

For FDD if the IE "E-UTRA measurement for CELL_FACH" is received by the UE in a MEASUREMENT CONTROL message, UE shall:

1>
if the IE "Measurement command" has the value "setup":

2>
if any of the IE’s "Report criteria", "Measurement quantity", "E-UTRA frequencies for measurement" or "Reporting Threshold" is not received, the UE shall:

3>
clear all stored measurement control information related associated to this measurement identity in variable MEASUREMENT_IDENTITY;

3>
set the variable CONFIGURATION_INCOMPLETE to TRUE.

2>
if the IE "Report criteria" is set to "Periodical reporting":

3>
the UE shall assume "Amount of reporting" is set to 1.

2>
for each occurrence of the IE "E-UTRA frequencies for measurement":

3>
create a new entry in the IE "E-UTRA Frequency Info List" in the variable EUTRA_FREQUENCY_INFO_LIST_FACH, and in that new entry:

4>
store the IE "EARFCN".
4> if the value of the IE "EARFCN" is 65535, the UE shall:

5>
store the IE "EARFCN extension" in the same entry in the IE "E-UTRA Frequency Info List" in the variable EUTRA_FREQUENCY_INFO_LIST_FACH:

2>
begin measurements according to the stored control information for this measurement identity.

1>
if the IE "Measurement command" has the value "modify":

2>
if the IE "Report criteria" is set to "Periodical reporting":

3>
the UE shall assume "Amount of reporting" is set to 1.

2>
replace the IEs "Report criteria" and "Measurement quantity" stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IEs "Report criteria" and "Measurement quantity" received in the MEASUREMENT CONTROL message.

2>
for each of the IEs "Measurement quantity",  "E-UTRA frequencies for measurement" and "Reporting Threshold", the UE shall:

3>
replace all instances of the IEs listed above (and all their children) stored in variable MEASUREMENT_IDENTITY associated to the identity indicated by the IE "measurement identity" with the IEs received in the MEASUREMENT CONTROL message;

2>
update the variable EUTRA_FREQUENCY_INFO_LIST_FACH according to the received IE "E-UTRA frequencies for measurement".

1>
if the UE is in CELL_FACH state:

2>
if the measurements of type E-UTRA measurement for CELL_FACH associated with the variable MEASUREMENT_IDENTITY has been stored:

3>
UE shall begin the measurements and reporting on the E-UTRA frequencies stored in the variable EUTRA_FREQUENCY_INFO_LIST;

