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2 Corrections required for IMS functions
2.1 fl_EUTRA_IPCAN_ActivateDedicatedEpsBearer_SpeechCall()
	Object name 
	fl_EUTRA_IPCAN_ActivateDedicatedEpsBearer_SpeechCall

	Reason for change
	Wrong TFT used for speech call scenarios, media ports do not match with SDP contents.

	Summary of change
	Selected  corresponding TFT for speech call scenarios

	Module
	IPCAN_EUTRA.ttcn

	
	


Before change: 
function fl_EUTRA_IPCAN_ActivateDedicatedEpsBearer_SpeechCall(EUTRA_CellId_Type p_CellId,

                                                                DRB_Identity p_DrbId := tsc_DRB2,

                                                                EPS_BearerIdentity p_DedicatedEpsBeareId := tsc_EpsDedicatedBearerId) runs on EUTRA_PTC

  {

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    f_EUTRA_TxDedicatedEpsBearerCtxtReq(p_CellId,

                                        p_DrbId,

                                        p_DedicatedEpsBeareId,

                                        v_EPS_TI,

                                        cs_LinkedId(hex2bit(tsc_EpsDefaultBearerId)),

                                        cs_508_EPS_QoS_Dedicated_1,

                                        f_EUTRA_Get_508_TrafficFlowTemplate(1, p_DedicatedEpsBeareId));

    //The UE transmits an ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message

    SRB.receive(car_SRB2_NasPdu_IND(p_CellId,

                                    cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                      cr_508_ActDedicatedEPSBearerCxtAccept(p_DedicatedEpsBeareId))));

  }
After change :

function fl_EUTRA_IPCAN_ActivateDedicatedEpsBearer_SpeechCall(EUTRA_CellId_Type p_CellId,

                                                                DRB_Identity p_DrbId := tsc_DRB2,

                                                                EPS_BearerIdentity p_DedicatedEpsBeareId := tsc_EpsDedicatedBearerId) runs on EUTRA_PTC

  {

    var ProcedureTransactionIdentifier v_EPS_TI := '00'O;

    f_EUTRA_TxDedicatedEpsBearerCtxtReq(p_CellId,

                                        p_DrbId,

                                        p_DedicatedEpsBeareId,

                                        v_EPS_TI,

                                        cs_LinkedId(hex2bit(tsc_EpsDefaultBearerId)),

                                        cs_508_EPS_QoS_Dedicated_1,

                                        f_EUTRA_Get_508_TrafficFlowTemplate(4, p_DedicatedEpsBeareId));
    //The UE transmits an ACTIVATE DEDICATED EPS BEARER CONTEXT ACCEPT message

    SRB.receive(car_SRB2_NasPdu_IND(p_CellId,

                                    cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                      cr_508_ActDedicatedEPSBearerCxtAccept(p_DedicatedEpsBeareId))));

  }
