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1 Correction to ASP G_CLLC_XID_REQ
1.1 Change 1
	Record Name
	G_CLLC_XID_REQ

	Reason for change
	According to R5-135000, the ASP is defined as G_CLLC_XID_Config_REQ. However, the TTCN implementation of this ASP is named as G_CLLC_XID_REQ

	Summary of change
	Changed the name of the ASP in TTCN to G_CLLC_XID_Config_REQ

	Source of change
	GERAN_TypeDefs.ttcn


Before:
	// =============================================================================
// ASP Type Definition
// The ASP is used to inform the UE of the XID information responded to the UE by the TTCN.
// -----------------------------------------------------------------------------
type record G_CLLC_XID_REQ {
  LLMEId          lLMEId,
  TLLI            tLLI,                  // temporary logical link identifier
  SAPI            sAPI,
  XID_Info        xID_Info   optional    // the XID parameters responded to the UE
};


After:

	// =============================================================================
// ASP Type Definition
// The ASP is used to inform the SS of the XID information responded to the UE by TTCN.
// -----------------------------------------------------------------------------
type record G_CLLC_XID_Config_REQ {
  LLMEId          lLMEId,
  TLLI            tLLI,                  // temporary logical link identifier
  SAPI            sAPI,
  XID_Info        xID_Info   optional    // the XID parameters responded to the UE/MS
};                                            



1.2 Change 2
	Record Name
	G_LLC_CONFIG_REQ

	Reason for change
	According to R5-135000, the ASP is defined as G_CLLC_XID_Config_REQ. However, the TTCN implementation of this ASP is named as G_CLLC_XID_REQ

	Summary of change
	Changed the name of the ASP in TTCN to G_CLLC_XID_Config_REQ

	Source of change
	GERAN_TypeDefs.ttcn


Before:

	type union G_LLC_CONFIG_REQ {
  G_CLLC_Assign_REQ      assign,
  G_CLLC_ReassignLLE_REQ reassign,
  G_CLLC_CreateLLE_REQ   createLLC,
  G_CLLC_DeleteLLE_REQ   deleteLLC,
  G_CLLC_XID_REQ         xid
}  



After:

	type union G_LLC_CONFIG_REQ {
  G_CLLC_Assign_REQ      assign,
  G_CLLC_ReassignLLE_REQ reassign,
  G_CLLC_CreateLLE_REQ   createLLC,
  G_CLLC_DeleteLLE_REQ   deleteLLC,
  G_CLLC_XID_Config_REQ  xid
}  



