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<< Unchanged sections omitted >>
8.1.7.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 8.1.7.4.3-1: Common Exception messages for E-UTRAN FDD-FDD intra-frequency event-triggered reporting under time domain measurement resource restriction with Non-MBSFN ABS (eICIC)
	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.7-1

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.1-2
Table H.3.1-7


<< Unchanged sections omitted >>
8.2.5.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 8.2.5.4.3-1: Common Exception messages for E-UTRAN TDD-TDD intra-frequency event-triggered reporting under time domain measurement resource restriction with Non-MBSFN ABS (eICIC)

	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.7-1

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.1-2
Table H.3.1-7


<< Unchanged sections omitted >>
9.1.8.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.1.8.1.4.3-1: Common Exception messages for RSRP FDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.7-1

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.5-1

Table H.3.5-3


<< Unchanged sections omitted >>
9.1.9.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.1.9.1.4.3-1: Common Exception message for RSRP TDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement

	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.7-1

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.5-1

Table H.3.5-3


<< Unchanged sections omitted >>
9.2.7.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.2.7.1.4.3-1: Common Exception messages for RSRQ FDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.7-1

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.5-1

Table H.3.5-4


<< Unchanged sections omitted >>
9.2.8.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.2.8.1.4.3-1: Common Exception messages for RSRQ TDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.7-1

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.5-1

Table H.3.5-4


<< Unchanged sections omitted >>
H.2.6
System information block messages and information elements contents exceptions for E-UTRAN Random Access

SystemInformationBlockType1: (FDD/TDD) for E-UTRAN random access

Table H.2.6-1: SystemInformationBlockType1: E-UTRAN FDD/TDD - Contention and Non-Contention Based Random Access

	Derivation Path: TS 36.508 [7] clause  4.4.3.2, Table 4.4.3.2-3 SystemInformationBlockType1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType1 ::= SEQUENCE {
	
	
	

	  p-Max
	23 (dBm)
	 
	


RACH-ConfigCommon-DEFAULT: (FDD/TDD) for E-UTRAN random access

Table H.2.6-2: RACH-ConfigCommon-DEFAULT: E-UTRAN FDD/TDD - Contention and Non-Contention Based Random Access
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-12 RACH-ConfigCommon-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  preambleInfo SEQUENCE {
	
	
	

	    numberOfRA-Preambles
	n52
	
	

	    preamblesGroupAConfig SEQUENCE {}
	Not present
	
	

	  }
	
	
	

	  powerRampingParameters SEQUENCE {
	
	
	

	    powerRampingStep
	dB2
	
	

	    preambleInitialReceivedTargetPower
	dBm-120
	
	

	  }
	
	
	


PDSCH-ConfigCommon-DEFAULT: (FDD/TDD) for E-UTRAN random access

Table H.2.6-3: PDSCH-ConfigCommon-DEFAULT: E-UTRAN FDD/TDD - Contention and Non-Contention Based Random Access
	Derivation Path: TS 36.508 [7] clause  4.6.3, Table 4.6.3-5 PDSCH-ConfigCommon-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  referenceSignalPower
	-5 (dBm)
	
	1TX


H.2.7
System information blocks message contents exceptions for eICIC
SystemInformationBlockType2: (FDD/TDD) for eICIC
Table H.2.7-1: SystemInformationBlockType2: Time Domain Measurement Resource Restriction with Non MBSFN ABS (eICIC)
	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  mbsfn-SubframeConfiguration
	Not present
	
	

	}
	
	
	


<< End of changes >>
