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C.33
Generic test procedure for MT release of IMS call
The generic test procedure:

1) SS sends BYE to the UE.

2) SS expects and receives 200 OK for BYE from the UE.

3)-4) Deactivation of a dedicated EPS Bearer during call establishment.

Steps 3 and 4 are applicable for a UE with E-UTRA support (TS 34.229-2 A.18/1) only.

Expected sequence

	Step
	Direction
	Message/Procedure
	Comment

	
	UE
	SS
	
	

	1
	(
	BYE
	The SS sends BYE to release the call.

	2
	(
	200 OK
	The UE sends 200 OK for the BYE request and ends the call.

	3-4
	
	
	EPS Bearer Deactivation procedure according TS 36.508 [94] subclause 4.5A.15.


Specific message contents
C.A
Generic test procedure for Inviting user to Video conference by sending a REFER request to the conference focus

Test procedure

1)
UE invites a user to the conference created. SS waits the UE to send to the conference focus a REFER request, which refers to the user to be invited to the conference.
2)
SS responds to the REFER request with a valid 202 Accepted response.

3)
SS sends an initial NOTIFY to tell that the invited user is trying to join the conference.

4)
UE responds to the NOTIFY request with valid 200 OK response.

5)
SS sends the final NOTIFY to tell that the invited user has successfully joined the conference.

6)
UE responds to the NOTIFY request with a valid 200 OK response.

7)
Optional: If UE subscribed the conference event package during the generic test procedure of Annex C.10, SS sends a NOTIFY for the conference event package to the UE to notify that the user joined the conference.

8)
If SS sent a NOTIFY, SS waits the UE to respond the NOTIFY with 200 OK.

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	(
	REFER
	UE sends REFER to SS referring to the conference

	2
	(
	202 Accepted
	The SS responds with a 202 final response

	3
	(
	NOTIFY
	The SS sends initial NOTIFY for the implicit subscription created by the REFER request

	4
	(
	200 OK
	The UE responds the NOTIFY with 200 OK

	5
	(
	NOTIFY
	The SS sends a NOTIFY related to REFER request to confirm that the invited user was able to join the conference

	6
	(
	200 OK
	The UE responds the NOTIFY with 200 OK

	7
	(
	NOTIFY
	Optional: If the UE has subscribed the conference event package, the SS sends a NOTIFY for conference event package to inform that the invited user was able to join the conference

	8
	(
	200 OK
	Optional: The UE responds the NOTIFY with 200 OK


Specific Message Contents

REFER (Step 1)

Use the default message “MO REFER” in annex A.2.10 with the following exceptions:

	Header/param
	Value/remark

	Request-URI
	px_FinalConferenceUri

	Refer-To
	

	
addr-spec
	SIP URI of the user invited to the conference

	To
	

	
addr-spec
	px_FinalConferenceUri

	
tag

	no tag given

	Call-ID
	

	
callid
	value different to that received in INVITE message used to create the conference

	CSeq
	

	
value
	must be present, value not checked


NOTIFY (Step 3)

Use the default message “MT NOTIFY for refer package” in annex A.2.11 with the following exceptions:

	Header/param
	Value/remark

	Message-body
	SIP/2.0 100 Trying


NOTIFY (Step 5)

Use the default message “MT NOTIFY for refer package” in annex A.2.11 with the following exceptions:

	Header/param
	Value/remark

	Subscription-State
	

	
substate-value
	terminated

	
expires
	omitted from the request

	
reason
	noresource

	Message-body
	SIP/2.0 200 OK


NOTIFY (Step 7)

Use the default message “NOTIFY for conference event package” in annex A.5.3 with the following exceptions:

	Header/param
	Value/remark

	Message-body
	<?xml version="1.0" encoding="UTF-8"?>

 <conference-info   xmlns="urn:ietf:params:xml:ns:conference-info">

                      entity="px_FinalConferenceUri" 

                      state="partial" 

                      version="1" 

   <users>

     <user entity=" SIP URI of the invited user">

      <endpoint entity=" Contact URI of the invited user">

       <status>connected</status>

       <joining-method>dialed-in</joining-method>

       <media id="1">

        <type>audio</type>

        <label>11223</label>

        <src-id>random SSRC value</src-id>

        <status>sendrecv</status>

       </media>

       <media id="2">

        <type>video</type>

        <label>11224</label>

        <src-id>random SSRC value</src-id>

        <status>sendrecv</status>

       </media>
      </endpoint>

     </users>

   </conference-info>
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