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Introduction

Total Number of CRs agreed for this WI: 37. TSs being affected:

· 34.108 - 
  3 CR(s)

· 34.114 - 
  0 CR(s)

· 34.121-1 - 
  3 CR(s)

· 34.121-2 - 
  0 CR(s)

· 34.123-1 - 
  6 CR(s)

· 34.123-2 - 
  0 CR(s)

· 34.122 - 
  1 CR(s)

· 34.229-1 - 
  0 CR(s)

· 34.229-2 - 
  0 CR(s)

· 34.229-3 - 
  0 CR(s)

· 36.508 - 
  2 CR(s)

· 36.521-1 - 
22 CR(s)

· 36.521-2 - 
  0 CR(s)

· 36.521-3 - 
  0 CR(s)

· 36.523-1 - 
  0 CR(s)

· 36.523-2 - 
  0 CR(s)

· 36.523-3 - 
  0 CR(s)

· 36.903 - 
  0 CR(s)

· 36.904 - 
  0 CR(s)

· 37.571-1 - 
  0 CR(s)

· 37.571-2 - 
  0 CR(s)

· 37.571-3 - 
  0 CR(s)

· 37.571-4 - 
  0 CR(s)

· 37.571-5 - 
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
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	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-144408
	34.108
	0959
	-
	F
	Rel-11
	11.10.0
	Updates to section 7.5 and addition of new clauses 7.5.6, 7.5.7, 7.5.8 and 7.5.9 of 34.108
	TEI10_Test

	R5-144532
	34.108
	0960
	-
	F
	Rel-11
	11.10.0
	Update to missing dual band combinations of 4C-HSDPA configurations
	TEI10_Test

	R5-144813
	34.108
	0963
	-
	F
	Rel-11
	11.10.0
	Addition of E-UTRA Capability in RRC Connection Setup
	TEI10_Test

	R5-144363
	34.121-1
	1580
	-
	F
	Rel-11
	11.4.0
	Clarification of Tracking Area Updating procedure for FDD
	TEI10_Test

	R5-144854
	34.121-1
	1585
	-
	F
	Rel-11
	11.4.0
	Addition of missing band combinations for 3C and 4C-HSDPA
	TEI10_Test

	R5-144855
	34.121-1
	1586
	-
	F
	Rel-11
	11.4.0
	Correction to statistical parameter in Annex F.6.1.8
	TEI10_Test

	R5-144364
	34.122
	0433
	-
	F
	Rel-11
	11.8.0
	Clarification of Tracking Area Updating procedure for TDD
	TEI10_Test

	R5-144378
	34.123-1
	3617
	-
	F
	Rel-11
	11.3.0
	Update of UTRA test case 8.6.2.3
	TEI10_Test

	R5-144632
	34.123-1
	3648
	-
	F
	Rel-11
	11.3.0
	Update of UTRA test case 8.6.2.5
	TEI10_Test

	R5-144633
	34.123-1
	3649
	-
	F
	Rel-11
	11.3.0
	Update of UTRA test case 8.6.2.6
	TEI10_Test

	R5-144634
	34.123-1
	3650
	-
	F
	Rel-11
	11.3.0
	Update of UTRA test case 8.6.2.7
	TEI10_Test

	R5-144637
	34.123-1
	3652
	-
	F
	Rel-11
	11.3.0
	Correction to Mobility Management Test Case 9.4.3.3a
	TEI10_Test

	R5-144740
	34.123-1
	3665
	-
	F
	Rel-11
	11.3.0
	Editorial correction to add section titles for (e)MDT in TS 34.123-1
	TEI10_Test

	R5-144890
	36.508
	0535
	-
	F
	Rel-12
	12.2.0
	CA: New structure for test frequencies for intra-band contiguous  CA
	TEI10_Test

	R5-144929
	36.508
	0536
	-
	F
	Rel-12
	12.2.0
	Correction to 7.2B.1 Tracking Area Updating procedure
	TEI10_Test

	R5-144347
	36.521-1
	1556
	-
	F
	Rel-12
	12.2.0
	Correction to Inter-band CA operating bands
	TEI10_Test

	R5-144352
	36.521-1
	1557
	-
	F
	Rel-12
	12.2.0
	Correction to eICIC performance test cases
	TEI10_Test

	R5-144353
	36.521-1
	1558
	-
	F
	Rel-12
	12.2.0
	Correction to UL/DL configuration in CQI requirements
	TEI10_Test

	R5-144802
	36.521-1
	1570
	-
	F
	Rel-12
	12.2.0
	Correction to in-band blocking for CA requirements
	TEI10_Test

	R5-144804
	36.521-1
	1572
	-
	F
	Rel-12
	12.2.0
	Addition of exception message for TDD MBMS
	TEI10_Test

	R5-144806
	36.521-1
	1574
	-
	F
	Rel-12
	12.2.0
	Correction of TDD CQI Reporting under AWGN conditions - PUCCH 1-0 for CA (intra band contiguous DL CA) TC 9.6.1.2_A.1
	TEI10_Test

	R5-144807
	36.521-1
	1575
	-
	F
	Rel-12
	12.2.0
	Correction of TDD CQI Reporting under AWGN conditions - PUCCH 1-0 for CA (intra band non-contiguous DL CA) TC 9.6.1.2_A.3
	TEI10_Test

	R5-144809
	36.521-1
	1577
	-
	F
	Rel-12
	12.2.0
	Correction to RF General section on CA configurations
	TEI10_Test

	R5-144826
	36.521-1
	1587
	-
	F
	Rel-12
	12.2.0
	eICIC Test Tolerance references to TS 36.904
	TEI10_Test

	R5-144827
	36.521-1
	1588
	-
	F
	Rel-12
	12.2.0
	Addition of CA aQI Tests to Test Requirements Derivation in Annex F
	TEI10_Test

	R5-144891
	36.521-1
	1606
	-
	F
	Rel-12
	12.2.0
	CA RF: Adopting test frequencies selection to the new structure proposed for TS 36.508
	TEI10_Test

	R5-144897
	36.521-1
	1610
	-
	F
	Rel-12
	12.2.0
	Separation of minimum requirements for CA UE PDSCH demodulation from single carrier
	TEI10_Test

	R5-144898
	36.521-1
	1611
	-
	F
	Rel-12
	12.2.0
	Introduction of FDD CQI Reporting under AWGN conditions - PUCCH 1-0 for CA (intra band contiguous DL CA) TC 9.6.1.1_A.1
	TEI10_Test

	R5-144899
	36.521-1
	1612
	-
	F
	Rel-12
	12.2.0
	Correction of FDD CQI Reporting under AWGN conditions - PUCCH 1-0 for CA (intrer band DL CA) TC 9.6.1.1_A.2
	TEI10_Test

	R5-144900
	36.521-1
	1613
	-
	F
	Rel-12
	12.2.0
	Correction of FDD CQI Reporting under AWGN conditions - PUCCH 1-0 for CA (intra band non-contiguous DL CA) TC 9.6.1.1_A.3
	TEI10_Test

	R5-144901
	36.521-1
	1614
	-
	F
	Rel-12
	12.2.0
	Updates to 8.2.1.4.2_A.1/A.2 FDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA related test cases
	TEI10_Test

	R5-144902
	36.521-1
	1615
	-
	F
	Rel-12
	12.2.0
	Updates to 8.2.2.3.1_A TDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA
	TEI10_Test

	R5-144903
	36.521-1
	1616
	-
	F
	Rel-12
	12.2.0
	Updates to 8.2.2.4.2_A TDD PDSCH Closed Loop Multi Layer Spatial Multiplexing 4x2 for CA
	TEI10_Test

	R5-144932
	36.521-1
	1633
	-
	F
	Rel-12
	12.2.0
	Updates to TCs 8.2.1.3.1_A.1/A.2 for FDD PDSCH Open Loop Spatial Multiplexing 2x2 for CA
	TEI10_Test

	R5-144933
	36.521-1
	1634
	-
	F
	Rel-12
	12.2.0
	Updates to 8.7.1.1_A FDD SDR for CA related test cases
	TEI10_Test

	R5-144934
	36.521-1
	1635
	-
	F
	Rel-12
	12.2.0
	Addition of new TC 8.2.2.3.1A_A.2 TDD Soft buffer management test for inter-band DL CA
	TEI10_Test

	R5-144942
	36.521-1
	1640
	-
	F
	Rel-12
	12.2.0
	Updates to TC 9.6.1.1_A.2 FDD CQI Reporting under AWGN conditions – PUCCH 1-0 for CA (inter band DL CA)
	TEI10_Test
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