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4
Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

<Unchanged Contents Skipped>
	Call Control

	12.1
	Void
	
	
	

	12.2
	MO Call - 503 Service Unavailable
	Rel-8
	C22
	 UE supporting MTSI and speech

	12.2a
	MO Call - 504 Server Time-out
	Rel-8
	C22
	 UE supporting MTSI and speech

	12.3
	Void
	
	
	

	12.4
	Void
	
	
	

	12.5
	Void
	
	
	

	12.6
	Void
	
	
	

	12.7
	Void
	
	
	

	12.8
	Void
	
	
	

	12.9
	Void
	
	
	

	12.10
	Void
	
	
	

	12.11
	Void
	
	
	

	12.12
	MO MTSI Voice Call Successful with preconditions
	Rel-8
	C22
	UE supporting MTSI and speech

	12.13
	MT MTSI Speech call
	Rel-8
	C27
	UE supporting MTSI and Initiating session and MTSI speech

	12.15
	Void
	
	
	

	12.16
	MO MTSI Text call
	Rel-8
	C26
	UE capable of initiating a session and supporting preconditions and MTSI text, RTP

	12.17
	MT MTSI Text call
	Rel-8
	C37
	UE supporting MTSI and UE capable of initiating a session and MTSI text, RTP

	12.18
	MTSI MO speech call / SSAC / 0% access probability for MTSI MO speech call
	Rel-9
	C68
	UE supporting MTSI and Initiating session and MTSI speech and E-UTRA.

	12.18a
	MTSI MO speech call / SSAC in Connected mode / 0% access probability for MTSI MO speech call
	Rel-12
	C68
	UE supporting MTSI and Initiating session and MTSI speech and E-UTRA.

	12.18b
	MTSI MO speech call / SSAC in Connected mode / access probability changed for MTSI MO speech call
	Rel-12
	C68
	UE supporting MTSI and Initiating session and MTSI speech and E-UTRA.

	12.19
	MTSI MO video call / SSAC / 0% access probability for MTSI MO video call
	Rel-9
	C69
	UE supporting MTSI and Initiating session and MTSI speech and MTSI video and E-UTRA.

	12.19a
	MTSI MO video call / SSAC in connected mode / 0% access probability for MTSI MO video call
	Rel-12
	C69
	UE supporting MTSI and Initiating session and MTSI speech and MTSI video and E-UTRA.

	12.19b
	MTSI MO speech call / SSAC in Connected mode / access probability changed for MTSI MO video call
	Rel-12
	C69
	UE supporting MTSI and Initiating session and MTSI speech and MTSI video and E-UTRA.

	12.20
	Emergency call / Success / SSAC / 0% access propability for MTSI MO speech call
	Rel-9
	C64
	UE supports IMS emergency services and EUTRA FDD or TDD..

	12.20a
	Emergency call / Success / SSAC in connected mode / 0% access probability for MTSI MO speech call
	Rel-12
	C64
	UE supports IMS emergency services and EUTRA FDD or TDD..

	12.21
	MO MTSI Video call
	Rel-8
	C71
	UE supporting MTSI and initiating session and MTSI speech and MTSI video H.264 CBP Level 1.2

	12.22
	MT MTSI Video call
	Rel-8
	C70
	UE supporting MTSI and MTSI speech and MTSI video H.264 CBP Level 1.2

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	SIP Compression (SigComp)

	13.1
	SigComp in the Initial registration
	FFS
	C58
	UE supporting IMS security and Indicate Sigcomp

	13.2
	SigComp in the MO Call
	FFS
	FFS
	FFS (see Note1 below)

	13.3
	SigComp in the MT Call
	FFS
	FFS
	FFS (see Note1 below)

	13.4
	Void
	
	
	


