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8.3.1

8.3.3
Approval of CRs to Rel-8 WIs and WIs of previous releases
RP-142081: Correction to Galileo Assistance Data CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-142081
	R3-143008
	Correction to Galileo Assistance Data
	25.423
	1853
	1
	F
	12.2.0
	LCS3-GNSS-UTRAN, TEI12
	Rel-12

	RP-142081
	R3-143009
	Correction to Galileo Assistance Data
	25.433
	2058
	1
	F
	12.2.0
	LCS3-GNSS-UTRAN, TEI12
	Rel-12

	RP-142081
	R3-143010
	Correction to Galileo Assistance Data
	25.453
	0153
	1
	F
	12.1.0
	LCS3-GNSS-UTRAN, TEI12
	Rel-12


10.2
Closed UTRA & LTE related WIs
RP-142082: Addition of RLF reporting over S1 CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-142082
	R2-145426
	Addition of RLF reporting over S1
	36.300
	0683
	- 
	B
	12.3.0
	SONenh2_LTE_UTRA
	Rel-12

	RP-142082
	R3-143078
	Addition of RLF reporting over S1
	36.413
	1198
	9
	B
	12.3.0
	SONenh2_LTE_UTRA
	Rel-12


10.5
Small Technical Enhancements and Improvements for Rel-11 [TEI11]
RP-142083: Correction: add Extended S-RNTI in the Iur user plane CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-142083
	R3-142978
	Correction: add Extended S-RNTI in the Iur user plane
	25.425
	0185
	1
	F
	11.3.0
	TEI11
	Rel-11

	RP-142083
	R3-142979
	Correction: add Extended S-RNTI in the Iur user plane
	25.425
	0186
	1
	A
	12.1.0
	TEI11
	Rel-12


11.1.2
Support for BeiDou Navigation Satellite System (BDS) for UTRA [LCS_BDS-UTRA]
RP-142084: Support for BeiDou Navigation Satellite System (BDS) for UTRA CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-142084
	R3-142985
	BDS Satellite Specific ICD update to version 2.0
	25.423
	1852
	1
	F
	12.2.0
	LCS_BDS-UTRA-Core
	Rel-12

	RP-142084
	R3-142986
	BDS Satellite Specific ICD update to version 2.0
	25.433
	2057
	1
	F
	12.2.0
	LCS_BDS-UTRA-Core
	Rel-12

	RP-142084
	R3-142987
	BDS Satellite Specific ICD update to version 2.0
	25.453
	0152
	1
	F
	12.1.0
	LCS_BDS-UTRA-Core
	Rel-12

	RP-142084
	R3-142988
	BDS Satellite Specific ICD update to version 2.0
	25.413
	1289
	1
	F
	12.2.0
	LCS_BDS-UTRA-Core
	Rel-12


11.1.7
Core part: Enhanced Broadcast of System Information [UTRA_SIBenh-Core]
RP-142085: Corrections on Enhanced Broadcast of System Information
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-142085
	R3-142553
	Corrections on Enhanced Broadcast of System Information
	25.433
	2043
	1
	F
	12.2.0
	UTRA_SIBenh-Core
	Rel-12


11.5.4
Further EUL enhancements [EDCH_enh]
RP-142086: Further EUL enhancements CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-142086
	R3-142639
	Introduction of further EUL Enhancement
	25.423
	1838
	6
	B
	12.2.0
	EDCH_enh-Core
	Rel-12

	RP-142086
	R3-143097
	RNC to inform the serving Node B about the TTI switching decision
	25.423
	1842
	3
	B
	12.2.0
	EDCH_enh-core
	Rel-12

	RP-142086
	R3-143098
	RNC to inform the serving Node B about the TTI switching decision
	25.433
	2048
	3
	B
	12.2.0
	EDCH_enh-core
	Rel-12

	RP-142086
	R3-143099
	Introduction of further EUL Enhancement
	25.433
	2042
	7
	B
	12.2.0
	EDCH_enh-Core
	Rel-12


11.6.3
Increasing the minimum number of carriers for UE monitoring in UTRA and E-UTRA [LTE_UTRA_IncMon]
RP-142087: Introducing new SIB for Work Item: Increasing the minimum number of carriers for UE monitoring in UTRA and E-UTRA
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-142087
	R3-142646
	Introducing new SIB for Work Item: Increasing the minimum number of carriers for UE monitoring in UTRA and E-UTRA
	25.433
	2047
	1
	B
	12.2.0
	LTE_UTRA_IncMon-Core
	Rel-12


11.7.7
E-UTRA Small cell enhancements - Physical layer aspects [LTE_SC_enh_L1]
RP-142088: E-UTRA Small cell enhancements - Physical layer aspects
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-142088
	R3-142660
	Introduction of 256QAM for PMCH
	36.443
	0074
	3
	B
	12.0.0
	LTE_SC_enh_L1-Core
	Rel-12

	RP-142088
	R3-143096
	Enabling Radio Interface based Synchronisation via S1 Signalling
	36.413
	1257
	8
	B
	12.3.0
	LTE_SC_enh_L1-Core
	Rel-12


11.7.8
Dual Connectivity for LTE [LTE_SC_enh_dualC]
RP-142089: Dual Connectivity for LTE CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-142089
	R3-142638
	Introduction of dual connectivity
	36.410
	0023
	2
	B
	12.0.0
	LTE_SC_enh_dualC-Core
	Rel-12

	RP-142089
	R3-142655
	Introduction of Dual Connectivity
	36.401
	0064
	4
	B
	12.0.0
	LTE_SC_enh_dualC-Core
	Rel-12

	RP-142089
	R3-142656
	Introduction of Dual Connectivity
	36.420
	0013
	4
	B
	12.0.0
	LTE_SC_enh_dualC-Core
	Rel-12

	RP-142089
	R3-143044
	Introduction of Dual Connectivity
	36.413
	1214
	8
	B
	12.3.0
	LTE_SC_enh_dualC-Core
	Rel-12

	RP-142089
	R3-143088
	Data Forwarding and Data transmission
	36.424
	0013
	6
	B
	12.0.0
	LTE_SC_enh_dualC-Core
	Rel-12

	RP-142089
	R3-143089
	Introduction of Dual Connectivity
	36.423
	0691
	8
	B
	12.3.0
	LTE_SC_enh_dualC-Core
	Rel-12


11.7.9
Core part: Inter-eNB CoMP for LTE [COMP_LTE_IeNB-Core]
RP-142090: Inter-eNB CoMP for LTE CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-142090
	R3-143039
	Generic use of the logical synchronisation port
	36.401
	0068
	-
	B
	12.0.0
	COMP_LTE_IeNB-Core
	Rel-12

	RP-142090
	R3-143094
	Introduction of inter-eNB CoMP signalling
	36.423
	0692
	10
	B
	12.3.0
	COMP_LTE_IeNB-Core
	Rel-12


11.7.10
LTE Device to Device Proximity Services [LTE_D2D_Prox]
RP-142091: ProSe authorization CRs
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-142091
	R3-142120
	ProSe UE Authorization in S1AP
	36.413
	1230
	5
	B
	12.3.0
	LTE_D2D_Prox-Core
	Rel-12

	RP-142091
	R3-142121
	ProSe authorized indication
	36.423
	0693
	4
	B
	12.3.0
	LTE_D2D_Prox-Core
	Rel-12


11.7.11
Network-Assisted Interference Cancellation and Suppression for LTE [LTE_NAICS]
RP-142092: X2 support for Network Assisted Interference Cancellation
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-142092
	R3-142892
	X2 support for Network Assisted Interference Cancellation
	36.423
	0748
	5
	B
	12.3.0
	LTE_NAICS-Core
	Rel-12


11.9
Small Technical Enhancements and Improvements for Rel-12 [TEI12]
RP-142093: TEI12 CRs from RAN3, set 1
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-142093
	R3-142554
	Correction of abnormal case handling when value 5 is used in UL DPCCH Slot Format
	25.423
	1845
	-
	F
	12.2.0
	TEI12
	Rel-12

	RP-142093
	R3-142555
	Correction of abnormal case handling when value 5 is used in UL DPCCH Slot Format
	25.433
	2050
	-
	F
	12.2.0
	TEI12
	Rel-12

	RP-142093
	R3-142558
	Adding the multiple frequency band indicators
	25.423
	1839
	3
	B
	12.2.0
	TEI12
	Rel-12

	RP-142093
	R3-142623
	CR for shortening MCH sceduling period
	36.443
	0075
	3
	C
	12.0.0
	TEI12
	Rel-12

	RP-142093
	R3-142625
	The correction of Transport Layer Address
	36.414
	0015
	3
	C
	12.0.0
	TEI12
	Rel-12

	RP-142093
	R2-145429
	TNL address selection for HeNB scenario
	36.300
	0686
	-
	C
	12.3.0
	TEI12
	Rel-12

	RP-142093
	R3-142642
	Rapporteur Review
	25.402
	0080
	1
	D
	12.0.0
	TEI12
	Rel-12

	RP-142093
	R3-142643
	Rapporteur Review
	25.413
	1285
	1
	D
	12.2.0
	TEI12
	Rel-12

	RP-142093
	R3-142644
	Rapporteur Review
	25.446
	0020
	1
	D
	12.0.0
	TEI12
	Rel-12

	RP-142093
	R3-142645
	Rapporteur Review
	36.413
	1238
	2
	D
	12.3.0
	TEI12
	Rel-12

	RP-142093
	R3-142649
	LPPa Rapporteur Update
	36.455
	0048
	1
	D
	12.0.0
	TEI12
	Rel-12

	RP-142093
	R3-142674
	Correction on security functions
	36.410
	0024
	3
	F
	12.0.0
	TEI12
	Rel-12

	RP-142093
	R3-142803
	Update of reference
	25.468
	0047
	-
	D
	12.0.0
	TEI12
	Rel-12

	RP-142093
	R3-142821
	Rapporteur Review
	25.467
	0221
	-
	D
	12.2.0
	TEI12
	Rel-12

	RP-142093
	R3-142822
	Rapporteur Review
	25.469
	0105
	-
	D
	12.2.0
	TEI12
	Rel-12


RP-142094: TEI12 CRs from RAN3, set 2
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-142094
	R3-142823
	Rapporteur Review
	25.470
	0002
	-
	D
	12.1.0
	TEI12
	Rel-12

	RP-142094
	R3-142947
	Alignment of the tabular for RADIO LINK RECONFIGURATION REQUEST (TDD) with the ASN.1
	25.423
	1858
	-
	F
	12.2.0
	TEI12
	Rel-12

	RP-142094
	R2-145430
	X2 Removal Signaling Description
	36.300
	0687
	-
	B
	12.3.0
	TEI12
	Rel-12

	RP-142094
	R3-142975
	Correction of section number references for USCH ID and USCH Information
	25.423
	1857
	1
	F
	12.2.0
	TEI12
	Rel-12

	RP-142094
	R3-142983
	X2AP Rapporteur Update
	36.423
	0754
	2
	D
	12.3.0
	TEI12
	Rel-12

	RP-142094
	R3-142989
	Rapporteur’s review
	25.433
	2044
	2
	D
	12.2.0
	TEI12
	Rel-12

	RP-142094
	R3-142990
	PCAP Rapporteur update
	25.453
	0155
	-
	D
	12.1.0
	TEI12
	Rel-12

	RP-142094
	R3-142996
	Corrections to Inter-RAT Measurements in TS 36.455
	36.455
	0049
	1
	F
	12.0.0
	TEI12
	Rel-12

	RP-142094
	R3-142997
	Setting of Re-establishment Cell ID in RLF Indication message
	36.423
	0776
	2
	F
	12.3.0
	TEI12
	Rel-12

	RP-142094
	R3-142998
	X2 Removal Signaling
	36.423
	0777
	3
	B
	12.3.0
	TEI12
	Rel-12

	RP-142094
	R3-143046
	Introduction of the increased value range for RSRQ and new RSRQ definition
	25.413
	1288
	1
	C
	12.2.0
	TEI12
	Rel-12

	RP-142094
	R3-143067
	RNSAP Rapporteur Update
	25.423
	1844
	2
	D
	12.2.0
	TEI12
	Rel-12

	RP-142094
	R3-143079
	Correction on RLF Report Container
	36.423
	0759
	2
	F
	12.3.0
	TEI12
	Rel-12

	RP-142094
	R3-143085
	RNA Rapporteur Update
	25.471
	0008
	4
	F
	12.0.0
	TEI12
	Rel-12

	RP-142094
	R3-143086
	Adding a new reference of TS 25.921
	25.419
	0152
	3
	D
	12.0.0
	TEI12
	Rel-12


RP-142095: TEI12 CRs from RAN3, set 3
	RP #
	R3 #
	Subject
	Spec
	CR
	Rev
	Cat
	Current
version
	WI Code
	Phase

	RP-142095
	R3-142556
	Introduction of the UL CLTD feedback from the Multiflow assisting serving cell
	25.423
	1841
	1
	B
	12.2.0
	TEI12, HSDPA_MFTX-Core, HSPA_UL_TxDiv-CL-Core
	Rel-12

	RP-142095
	R3-142557
	Introduction of the UL CLTD feedback from the Multiflow assisting serving cell
	25.433
	2046
	1
	B
	12.2.0
	TEI12, HSDPA_MFTX-Core, HSPA_UL_TxDiv-CL-Core
	Rel-12

	RP-142095
	R3-142949
	Usage of E-DCH-Non-Scheduled-Grant-Info in initiating messages (TDD)
	25.423
	1859
	-
	F
	12.2.0
	TEI12, RANimp-VHCRTDD-EDCH EDCHTDD-IurIub
	Rel-12

	RP-142095
	R3-143075
	HO Report Enhancements to reduce IRAT configuration
	36.413
	1274
	2
	B
	12.3.0
	TEI12, SONenh_LTE-Core
	Rel-12
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