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	Other comments:
	


Change 1
	Function name
	fl_TC_11_2_5_Body()

	Reason for change
	SS starts Timer T3420 (15 secs) at step 6 after receiving AUTHENTICATION FAILURE message from UE. As T3420 will start at UE end as soon as UE sends AUTHENTICATION FAILURE message, which may take some time to reach this message to SS. So there is required to consider tolerance for Timer T3420.  

	Summary of change
	10% tolerance deducted in timer T3420

	TTCN module
	IMS_EmergencyCall.ttcn


Before change

module IMS_EmergencyCall {

  import from EUTRA_RRC_ASN1_Definitions language "ASN.1:2002" all;

  import from EUTRA_Component all;

  import from EUTRA_CellInfo all;

  import from EUTRA_ASP_TypeDefs all;

  import from EUTRA_ASP_SrbDefs all;

  import from EUTRA_CommonDefs all;
.....

.....

  function fl_TC_11_2_5_Body()runs on EUTRA_PTC

  {

    var SRB_COMMON_IND v_ReceivedAsp;

    var NAS_MSG_Indication_Type v_NasInd;

    var PDN_CONNECTIVITY_REQUEST v_PDNConnReq;

    var PDN_DISCONNECT_REQUEST v_PDNDiscReq;

    var HalfOctet_Type v_EpsBearerId := '5'H;

    var HalfOctet_Type v_EpsBearerId2 := '6'H;

    var HalfOctet_Type v_EpsDedicatedBearerId := '7'H;

    var template (value) LinkedEpsBearerIdentity v_LinkedEpsBearerId := {idValue := hex2bit(v_EpsBearerId)};

    var ProcedureTransactionIdentifier v_PTId_UE2;

    var GutiParameters_Type v_Guti_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId(v_Guti_Params.PLMN_Identity);

    var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();

    var octetstring v_APN_Value := tsc_APN1; // APN-1(New PDN name), different from default

    var template (value) DRB_ToAddModList v_DRB_ToAddModList;

    var template (value) AccessPointName v_AccessPointName;

    timer t_T3420 := 15.0;
    v_DRB_ToAddModList[0] := cs_508_DRB_ToAddMod_DEFAULT_AM(tsc_DRB1);

    v_DRB_ToAddModList[1] := cs_508_DRB_ToAddMod_DEFAULT_AM(tsc_DRB2);

    v_DRB_ToAddModList[2] := cs_508_DRB_ToAddMod_DEFAULT_UM(tsc_DRB3);

......

.....

}
After change

module IMS_EmergencyCall {

  import from EUTRA_RRC_ASN1_Definitions language "ASN.1:2002" all;

  import from EUTRA_Component all;

  import from EUTRA_CellInfo all;

  import from EUTRA_ASP_TypeDefs all;

  import from EUTRA_ASP_SrbDefs all;

  import from EUTRA_CommonDefs all;
......

.......

  import from IMS_CommonFunctions all;
  function fl_TC_11_2_5_Body()runs on EUTRA_PTC

  {

    var SRB_COMMON_IND v_ReceivedAsp;

    var NAS_MSG_Indication_Type v_NasInd;

    var PDN_CONNECTIVITY_REQUEST v_PDNConnReq;

    var PDN_DISCONNECT_REQUEST v_PDNDiscReq;

    var HalfOctet_Type v_EpsBearerId := '5'H;

    var HalfOctet_Type v_EpsBearerId2 := '6'H;

    var HalfOctet_Type v_EpsDedicatedBearerId := '7'H;

    var template (value) LinkedEpsBearerIdentity v_LinkedEpsBearerId := {idValue := hex2bit(v_EpsBearerId)};

    var ProcedureTransactionIdentifier v_PTId_UE2;

    var GutiParameters_Type v_Guti_Params := f_EUTRA_CellInfo_GetGuti(eutra_CellA);

    var NAS_PlmnId v_PLMN := f_Asn2Nas_PlmnId(v_Guti_Params.PLMN_Identity);

    var EUTRA_SecurityParams_Type v_SecurityParams := f_EUTRA_Security_Get();

    var octetstring v_APN_Value := tsc_APN1; // APN-1(New PDN name), different from default

    var template (value) DRB_ToAddModList v_DRB_ToAddModList;

    var template (value) AccessPointName v_AccessPointName;

    timer t_T3420 := f_IMS_SetTimerToleranceMin(15.0);
    v_DRB_ToAddModList[0] := cs_508_DRB_ToAddMod_DEFAULT_AM(tsc_DRB1);

    v_DRB_ToAddModList[1] := cs_508_DRB_ToAddMod_DEFAULT_AM(tsc_DRB2);

    v_DRB_ToAddModList[2] := cs_508_DRB_ToAddMod_DEFAULT_UM(tsc_DRB3);

...

...

}
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