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	Reason for change:
	Current TTCN contains the following errors:
1. Test step 27 is not co-ordinated between EUTRA_PTC and GERAN_PTC. That is, to complete release GERAN cell procedure after reception Measurement Report and prior to transmission of NOTIFICATION PDU.
2.  In post-amble procedure there is missing implementation of R5-144673. Require to implement step 33 to complete the generic test procedure for MT release of IMS call as described in annex C.33 of TS 34.229-1
( A draft prose CR is attached)
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Change 1
	Function Name
	fl_TC_13_4_3_30_Body

	Reason for change
	1) Test step 27 is not co-ordinated between EUTRA_PTC and GERAN_PTC. That is, to complete release GERAN cell procedure after reception Measurement Report and prior to transmission of NOTIFICATION PDU.

2) In post-amble procedure there is missing implementation of R5-144673. Require to implement step 33 to complete the generic test procedure for MT release of IMS call as described in annex C.33 of TS 34.229-1

	Summary of change
	1) Add step 27 co-orination between EUTRA_PTC and GERAN_PTC.

2) Add step 33 as described in annex C.33 of TS 34.229-1. Same implementation of step 36 in 13.4.3.13. 

	Source of change
	LTE_A\source\LTE_A\13\ASRVCC_EUTRA.ttcn


Before change:

	  function fl_TC_13_4_3_30_Body() runs on EUTRA_PTC

  {

    var IRAT_CoOrd_SysInfo_Type v_GERANSysInfo;

    f_EUTRA_SetCellPower(eutra_Cell1, -80);

    :    

    //   @siclog "Step 26" siclog@

    //  The UE transmits a MeasurementReport message on Cell 1 to report event B2 for Cell 24.

    SRB.receive(car_SRB1_RrcPdu_IND(eutra_Cell1,

                                    cr_MeasurementReport_Geran_1Entry(1, v_GERAN_PhysChId_Cell24)));

    //nas-securityParamFromEUTRA is the 4 least significant bits of the NAS downlink COUNT value according to Table 13.1.4.3.3-6

    v_NasCountDL := f_EUTRA_SS_NAS_CountGetDLNext();

    v_Nas_SecurityParamFromEUTRA := substr(v_NasCountDL, 3, 1);

    //  @siclog "Step 27" siclog@

    // The SS transmits a NOTIFICATION message

    SRB.send(cas_SRB1_NasPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                cs_Notification(tsc_EpsDefaultBearerId)))); //

    // now tell IMS PTC to take over

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);

    //Wait Trigger from IMS PTC

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    // If we get here, the parallel behaviour on the IMS PTC must have completed successfully

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 28");

    f_IRAT_SendCoOrd(GERAN, cms_IRAT_Trigger);
  } // function fl_TC_13_4_3_30_Body




After change:
	  function fl_TC_13_4_3_30_Body() runs on EUTRA_PTC

  {

    var IRAT_CoOrd_SysInfo_Type v_GERANSysInfo;

    f_EUTRA_SetCellPower(eutra_Cell1, -80);

    :    

    //   @siclog "Step 26" siclog@

    //  The UE transmits a MeasurementReport message on Cell 1 to report event B2 for Cell 24.

    SRB.receive(car_SRB1_RrcPdu_IND(eutra_Cell1,

                                    cr_MeasurementReport_Geran_1Entry(1, v_GERAN_PhysChId_Cell24)));

    //nas-securityParamFromEUTRA is the 4 least significant bits of the NAS downlink COUNT value according to Table 13.1.4.3.3-6

    v_NasCountDL := f_EUTRA_SS_NAS_CountGetDLNext();

    v_Nas_SecurityParamFromEUTRA := substr(v_NasCountDL, 3, 1);

    //  Anritsu_134330  - tell GERAN measurement report has been received. Also sync event for both GERAN_PTC and EUTRA_PTC 

    f_IRAT_SendCoOrd(GERAN, cms_IRAT_Trigger);

    // Anritsu_134330 - add delay to allow the GERAN cell release completion before sending Notification PDU

    f_Delay(1.0);
    //  @siclog "Step 27" siclog@

    // The SS transmits a NOTIFICATION message

    SRB.send(cas_SRB1_NasPdu_REQ(eutra_Cell1,

                                 cs_TimingInfo_Now,

                                 cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,

                                                cs_Notification(tsc_EpsDefaultBearerId)))); //

    // now tell IMS PTC to take over

    f_IMS_IPCAN_SendCoOrdMsg(IMS[tsc_Index_PDN1]);

    //Wait Trigger from IMS PTC

    f_IMS_IPCAN_WaitForTrigger(IMS[tsc_Index_PDN1]);

    // If we get here, the parallel behaviour on the IMS PTC must have completed successfully

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 28");

    // Anritsu_134330 - not needed
    // f_IRAT_SendCoOrd(GERAN, cms_IRAT_Trigger);

    // Anritsu_134330 – add step 33 missing implementation of R5-144673
    f_EUTRA_DeactivateEPS_BearerContext (eutra_Cell1, tsc_EpsDedicatedBearerId);
  } // function fl_TC_13_4_3_30_Body




Change 2
	Function Name
	f_TC_13_4_3_30_IMS1

	Reason for change
	In post-amble procedure there is missing implementation of R5-144673. Require to implement step 33 to complete the generic test procedure for MT release of IMS call as described in annex C.33 of TS 34.229-1.

	Summary of change
	Add step 33 as described in annex C.33 of TS 34.229-1. Same implementation of step 36 in 13.4.3.13. 

	Source of change
	LTE_A\source\LTE_A\source\LTE_A\13\ASRVCC_EUTRA_IMS.ttcn


Before change:

	  function f_TC_13_4_3_30_IMS1()runs on IMS_PTC

  {

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp; /* @sic R5w140112: v_InviteRequestWithSdp instead of v_InviteRequest sic@ */

    var IMS_ResponseWithSdp_Type v_ResponseWithSdp;

    var IMS_Response_Type v_SessionInProgress183;

    f_IMS_PTC_Init();

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);  // @sic R5s140587 sic@

    f_IMS_Registration();

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);  // @sic R5s140587 sic@

    //Wait for Co-ordination message from EUTRA

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    v_InviteRequestWithSdp := f_IMS_MTCallSetup_AnnexC11_INVITE();

    v_ResponseWithSdp := f_IMS_MTCallSetup_AnnexC11_Steps1_4(v_InviteRequestWithSdp);

    v_SessionInProgress183 := v_ResponseWithSdp.Response;

    // Anritsu_134330 - missing var decl

    v_ContactUrl := f_IMS_PTC_ImsInfo_GetContactUrl();

    // Inform EUTRA: IMS Call established.

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    //Wait for Co-ordination message from EUTRA

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    f_IMS_MTCallSetup_AnnexC11_Steps5_11(v_InviteRequestWithSdp, v_SessionInProgress183);

    // Inform EUTRA: IMS Call established.

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    // Steps 1 to 22 of the generic test procedure for IMS MT speech call (TS 36.508 4.5A.7.3-1).

    /* Where TS 36.508 4.5A.7.3-1 Steps 16 to 22 specifies:

       Steps 5-11 expected sequence defined in annex C.11 of TS 34.229-1 [35]. MTSI MT speech.

    */

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    /* Expected sequence defined in annex C.28 of TS 34.229-1

     * Generic test procedure for SIP UPDATE after aSRVCC handover failure/cancelled

     */

    //  @siclog "Steps 28 - 29" siclog@

    f_IMS_SRVCC_AnnexC28(v_InviteRequestWithSdp.Invite);

    //  @siclog "Step 30" siclog@

    // Step 11A - Make UE accept the speech AMR offer

    f_UT_AnswerCall(MMI);

    //  @siclog "Steps 31 - 32" siclog@

    f_IMS_MTCallSetup_Common_Steps12_13(v_InviteRequestWithSdp);

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    f_IMS_IpcanReleaseWithOptionalDeregistration();

  } // f_TC_13_4_3_30_IMS1
  


After change:
	  function f_TC_13_4_3_30_IMS1()runs on IMS_PTC

  {

    var IMS_InviteRequestWithSdp_Type v_InviteRequestWithSdp; /* @sic R5w140112: v_InviteRequestWithSdp instead of v_InviteRequest sic@ */

    var IMS_ResponseWithSdp_Type v_ResponseWithSdp;

    var IMS_Response_Type v_SessionInProgress183;
    // Anritsu_134330 - missing var decl
    var v_ContactUrl := f_IMS_PTC_ImsInfo_GetContactUrl();
    f_IMS_PTC_Init();

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);  // @sic R5s140587 sic@

    f_IMS_Registration();

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);  // @sic R5s140587 sic@

    //Wait for Co-ordination message from EUTRA

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    v_InviteRequestWithSdp := f_IMS_MTCallSetup_AnnexC11_INVITE();

    v_ResponseWithSdp := f_IMS_MTCallSetup_AnnexC11_Steps1_4(v_InviteRequestWithSdp);

    v_SessionInProgress183 := v_ResponseWithSdp.Response;

    // Anritsu_134330 - missing var decl

    v_ContactUrl := f_IMS_PTC_ImsInfo_GetContactUrl();
    // Inform EUTRA: IMS Call established.

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    //Wait for Co-ordination message from EUTRA

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    f_IMS_MTCallSetup_AnnexC11_Steps5_11(v_InviteRequestWithSdp, v_SessionInProgress183);

    // Inform EUTRA: IMS Call established.

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    // Steps 1 to 22 of the generic test procedure for IMS MT speech call (TS 36.508 4.5A.7.3-1).

    /* Where TS 36.508 4.5A.7.3-1 Steps 16 to 22 specifies:

       Steps 5-11 expected sequence defined in annex C.11 of TS 34.229-1 [35]. MTSI MT speech.

    */

    f_IMS_IPCAN_WaitForTrigger(IPCAN);

    /* Expected sequence defined in annex C.28 of TS 34.229-1

     * Generic test procedure for SIP UPDATE after aSRVCC handover failure/cancelled

     */

    //  @siclog "Steps 28 - 29" siclog@

    f_IMS_SRVCC_AnnexC28(v_InviteRequestWithSdp.Invite);

    //  @siclog "Step 30" siclog@

    // Step 11A - Make UE accept the speech AMR offer

    f_UT_AnswerCall(MMI);

    //  @siclog "Steps 31 - 32" siclog@

    f_IMS_MTCallSetup_Common_Steps12_13(v_InviteRequestWithSdp);

    // Anritsu_134330 -  step 33 missing implementation of R5-144673

    f_IMS_CallReleaseMT(v_InviteRequestWithSdp.Invite, v_ContactUrl); 
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

    f_IMS_IpcanReleaseWithOptionalDeregistration();

  } // f_TC_13_4_3_30_IMS1
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