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Change 1

	Function name
	f_TC_11_2_10_UTRAN()

	Reason for change
	 Creation of UTRAN Cell5 is done twice

	Summary of change
	Deleted one f_UTRAN_SS_CreateCellDCH(utran_Cell5) of two presented in TTCN

	TTCN module
	 \LTE_IRAT\11\IMS_EmergencyCall_UGC_UTRAN.ttcn

	MCC160 Comment
	


Before change

...

function f_TC_11_2_10_UTRAN() runs on UTRAN_PTC

  {

    var RLC_TR_DATA_IND v_RLC_TR_DATA_IND;

    var InitialUE_Identity v_InitialUE_Id;

    var TI v_TI_R;

    var RRC_DATA_IND v_RRC_DataInd;

    var template (present) EstablishmentCause v_EstCause := emergencyCall;

    var KeySeq v_KeySeq := '111'B; //cipher key sequence number IE: no key is available

    var float v_Wait := 60.0; // 60 seconds to allow UE to complete the procedure on UTRAN cell

    var RB_ConfigType v_CellConfig;

    timer t_Wait := v_Wait ; // Local wait Timer

    //Initialise test case

    f_UTRAN_Init(EUTRA_UTRAN);

    //Create UTRAN cell5

    f_UTRAN_SS_CreateCellDCH(utran_Cell5);

    f_UTRAN_SS_CreateCellDCH(utran_Cell5);
    //Start sending System Information

    f_UTRAN_SendDefSysInfo ( utran_Cell5 );  // @sic R5s140731 R5-144741 sic@

    // Cell 5 powered in  pre-test conditions

    f_UTRAN_SetCellPower(utran_Cell5, -70, -70); // @sic R5s140731 R5-144741 sic@

    //First Trigger

    f_IRAT_WaitForCoOrd_Trigger(EUTRA);

    f_UTRAN_TestBody_Set(true);
...

After change

... 
function f_TC_11_2_10_UTRAN() runs on UTRAN_PTC

  {

    var RLC_TR_DATA_IND v_RLC_TR_DATA_IND;

    var InitialUE_Identity v_InitialUE_Id;

    var TI v_TI_R;

    var RRC_DATA_IND v_RRC_DataInd;

    var template (present) EstablishmentCause v_EstCause := emergencyCall;

    var KeySeq v_KeySeq := '111'B; //cipher key sequence number IE: no key is available

    var float v_Wait := 60.0; // 60 seconds to allow UE to complete the procedure on UTRAN cell

    var RB_ConfigType v_CellConfig;

    timer t_Wait := v_Wait ; // Local wait Timer

    //Initialise test case

    f_UTRAN_Init(EUTRA_UTRAN);

    //Create UTRAN cell5

    f_UTRAN_SS_CreateCellDCH(utran_Cell5);

    //f_UTRAN_SS_CreateCellDCH(utran_Cell5);
    //Start sending System Information

    f_UTRAN_SendDefSysInfo ( utran_Cell5 );  // @sic R5s140731 R5-144741 sic@

    // Cell 5 powered in  pre-test conditions

    f_UTRAN_SetCellPower(utran_Cell5, -70, -70); // @sic R5s140731 R5-144741 sic@

    //First Trigger

    f_IRAT_WaitForCoOrd_Trigger(EUTRA);

    f_UTRAN_TestBody_Set(true);
...

