
3GPP TSG-RAN WG5 Testing 
(
 R5s140964
01 Jan – 31 Dec 2014

	CR-Form-v11

	CHANGE REQUEST

	

	
	36.523-3
	CR
	2423
	rev
	-
	Current version:
	11.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction in common function f_GERAN_GPRSAttach()

	
	

	Source to WG:
	Anite

	Source to TSG:
	R5

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2014-10-09

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-11

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)

	
	

	Reason for change:
	In the current TTCN implementation, if the function f_GERAN_GPRSAttach() is called with p_CheckEUTRA=TRUE, the function use the template cr_G_AttachReq_EUTRANCap which checks the msRadioAccessCapability and MS Classmark 3 IEs recieved in ATTACH REQUEST on GERAN for EUTRA FDD or TDD support. However as described in the agreed prose CR GP-140521, MS Classmark 3 is only included if the UE supports SRVCC to GERAN procedures (ref. 24.008 9.4.1.7). 


	
	

	Summary of change:
	Removed checks for EUTRA support in MS classmark 3

	
	

	Consequences if not approved:
	A conformant UE not supporting SRVCC can fail EUTRA<>GERAN test cases.
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	All test cases with preamble on GERAN
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Change 1
	Function name
	Template cr_G_AttachReq_EUTRANCap

	Reason for change
	In the current TTCN implementation, if the function f_GERAN_GPRSAttach() is called with p_CheckEUTRA=TRUE, the function use the template cr_G_AttachReq_EUTRANCap which checks the msRadioAccessCapability and MS Classmark 3 IEs recieved in ATTACH REQUEST on GERAN for EUTRA FDD or TDD support. However 24.008 9.4.1.7 states that MS Classmark 3 is only included if the UE supports SRVCC to GERAN procedures. So a UE supporting EUTRA but not SRVCC will not include the MS Classmark 3 IE and so can unfairly fail test cases in the GERAN preamble.


	Summary of change
	Removed checks for EUTRA support in MS classmark 3 

	TTCN module
	\Common\GERAN\GERAN_Templates.ttcn


Before change

  template (present) LLCUnitDataIndType cr_G_AttachReq_EUTRANCap(template (present)  AttachType p_AttachType,

                                                                 template (present)  MobileIdentity p_MobId,

                                                                 template (present)  RoutingAreaId p_RAI,

                                                                 template (present) KeySeq p_KeySeq) :=

  { /* @status    APPROVED (LTE_IRAT) */

    attReq := cr_AttachReq_Common(p_AttachType,

                                  p_MobId,

                                  p_RAI,

                                  p_KeySeq,

                                  cr_MS_RadioAccessCapLVAny,
                                  -,// ptmsi sig

                                  -,// gprs timer

                                  -,// tmsi status

                                  -,// lcs cap

                                  -,// clsmk 2

                                  cdr_MSCLSMK3_EutraCheck ('20'O))// @sic R5s140493 sic@

  };
After change

template (present) LLCUnitDataIndType cr_G_AttachReq_EUTRANCap(template (present)  AttachType p_AttachType,

                                                                 template (present)  MobileIdentity p_MobId,

                                                                 template (present)  RoutingAreaId p_RAI,

                                                                 template (present) KeySeq p_KeySeq) :=

  { /* @status    APPROVED (LTE_IRAT) */

    attReq := cr_AttachReq_Common(p_AttachType,

                                  p_MobId,

                                  p_RAI,

                                  p_KeySeq,

                                  cr_MS_RadioAccessCapLVAny) //R5-140521 implmentation
// @sic R5s140493 sic@

  };
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