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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2013-03_D14wk24’.
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3. Corrections

Change 1 – Correction to function ‘f_TC_6_1_1_3a_EUTRA’
	Function name
	f_TC_6_1_1_3a_EUTRA()

	Reason for change
	As per TS 36.304 cl. 5.2.4.4 – Cells with cell reservations, access restrictions or unsuitable for normal camping:

“… If the highest ranked cell or best cell according to absolute priority reselection rules is an intra-frequency or interfrequency cell which is not suitable due to being part of the "list of forbidden TAs for roaming" or belonging to a PLMN which is not indicated as being equivalent to the registered PLMN, the UE shall not consider this cell and other cells on the same frequency, as candidates for reselection for a maximum of 300s.”
In step 11 of TC 6.1.1.3a, there is no Equivalient PLMN list included in the TAU. Which means the equivalent PLMN list is empty on UE side in Cell 28 (PLMN2, registered PLMN). So when the cell power changes in step13 acc. to T4 in Table 6.1.1.3a.3.2-1, although Cell 1(PLMN1) is the highest ranked cell for cell reselection, the UE can't reselect to Cell 1 (PLMN1) as PLMN 1 is not in the EHPLMN list.

	Summary of change
	TAU is accepted in step 11 with PLMN1 listed as Equivalent PLMN.

	TTCN module
	LTE\6_1\Idle_PLMNSelection.ttcn

	MCC160 comments
	


Before:

	…
    //@siclog "Step 11" siclog@
    //The generic test procedure in TS 36.508 subclause 6.4.2.7 is performed on cell 28.
    //@sic R5-142850 sic@
    f_EUTRA_TrackingAreaUpdate(eutra_Cell28);
    //@siclog "Step 12" siclog@
…


After:

	…

    //@siclog "Step 11" siclog@
    //The generic test procedure in TS 36.508 subclause 6.4.2.7 is performed on cell 28.
    //@sic R5-142850 sic@
    //Add PLMN1 to EHPLMN    

    f_EUTRA_TrackingAreaUpdate_WithEplmn(eutra_Cell28, v_RRC_TI,  
                           cs_PLMN_List_1PLMN(f_Asn2Nas_PlmnId(f_EUTRA_CellInfo_GetGutiPLMN(eutra_Cell1))));
    //@siclog "Step 12" siclog@
…


