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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-EUTRA-B2013-03_D14wk24’.
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3. Corrections

Change 1 – Correction to function “f_TC_8_1_2_12_IMS1”
	Function name
	f_TC_8_1_2_12_IMS1 ()

	Reason for change
	1.  IMS call is not released properly which causes unexpected behaviour on UE side when switch-off mode is selected.
(See the related draft Prose CR “draft_R5-145xxx_TS-36523-1_TC-8-1-2-12.zip”)

2.  px_IMS_Pcscf_Emg is superfluous as per R5-144747.

	Summary of change
	1.  IMS call release was added.


2.  px_IMS_Pcscf_Emg was removed.

	Source of change
	LTE\8_1\RRC_EmergencyCall_IMS.ttcn

	MCC160 comments
	


Before:

	… 

  function f_TC_8_1_2_12_IMS1() runs on IMS_PTC

  { /* @sic R5s130756: for limited services there is only one PDN => PDN_1 sic@ */

    var INVITE_Request v_InviteRequest;

    f_IMS_PTC_Init(PDN_1, -, -, px_IMS_Pcscf_Emg);    /* @sic R5s130756 change 14/15: px_IMS_Pcscf_Emg sic@ */

    // Test Case Body

    // Emergency call setup: 34.229-1 Annex C.22

    v_InviteRequest := f_IMS_EmergencyCallSetup_AnnexC22(A_2_1_A6);    /* @sic R5s130756 change 2: condition A6 for limited service sic@ */

    // Inform EUTRA: IMS signalling completed.

    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);

  } …


After:

	… 

  function f_TC_8_1_2_12_IMS1() runs on IMS_PTC

  { /* @sic R5s130756: for limited services there is only one PDN => PDN_1 sic@ */

    var INVITE_Request v_InviteRequest;

    f_IMS_PTC_Init(PDN_1, -, -, px_IMS_Pcscf_Emg);    /* @sic R5s130756 change 14/15: px_IMS_Pcscf_Emg sic@ */

    // Test Case Body

    // Emergency call setup: 34.229-1 Annex C.22

    v_InviteRequest := f_IMS_EmergencyCallSetup_AnnexC22(A_2_1_A6);    /* @sic R5s130756 change 2: condition A6 for limited service sic@ */

    f_IMS_EmergencyCallRelease(v_InviteRequest);
    f_IMS_IPCAN_SendCoOrdMsg(IPCAN);
  }
…


