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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2013-03_D14wk24’.
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3. Corrections

Change 1 – Correction to function ‘f_TC_6_4_6_EUTRA’
	Function name
	f_TC_6_4_6_EUTRA()

	Reason for change
	As the TS 36.523-1 Table 6.4.6.3.2-3, at step 4 – 10 only steps 1 to 7 of the generic test procedure in TS 36.508 Table 6.4.2.7A-1 are expected to be performed, which means that the UE should stay in state E-UTRA connected (E2_T3440). 

However, in the current TTCN implementation steps 1 to 8 of the generic test procedure are performed, which means that the RRC Connection is released an UE moves to RRC_Idle state..

	Summary of change
	In step 4, function f_EUTRA_TrackingAreaUpdateFromAnotherRAT_WithoutRRCConneReq is called with “ReleaseRequired” flag set to false.

	TTCN module
	\LTE_IRAT\6_4\Hybrid_CellsUG.ttcn

	MCC160 comments
	


Before:

	…
// @siclog "Step 4" siclog@
    // Check: Does the test result of steps 1 to 7 of the generic test procedure in TS 36.508 subclause 6.4.2.7A indicate that the UE is camped on E-UTRAN Cell 2 within 6 minutes from T2 to the time RRCConnctionRequest received by SS?
    // NOTE: The UE performs a TAU procedure
    f_EUTRA_RRC_ConnectionRequest_Def(eutra_Cell2, mo_Signalling);//@sic R5s140716 sic@
    t_Wait.stop; // @sic R5-140105 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 4");
    f_EUTRA_TrackingAreaUpdateFromAnotherRAT_WithoutRRCConneReq(eutra_Cell2,
                                                                tsc_RRC_TI_Def,
                                                                v_CSInOtherRAT,
                                                                false,
                                                                true,
                                                                omit); 
    // At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2_T3440) according to TS 36.508.
    f_EUTRA_TestBody_Set (false);
    f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger);
    // Postamble
    f_EUTRA_Postamble (eutra_Cell2, E2_T3440);
 }    
…


After:

	…

// @siclog "Step 4" siclog@
    // Check: Does the test result of steps 1 to 7 of the generic test procedure in TS 36.508 subclause 6.4.2.7A indicate that the UE is camped on E-UTRAN Cell 2 within 6 minutes from T2 to the time RRCConnctionRequest received by SS?
    // NOTE: The UE performs a TAU procedure
    f_EUTRA_RRC_ConnectionRequest_Def(eutra_Cell2, mo_Signalling);//@sic R5s140716 sic@
    t_Wait.stop; // @sic R5-140105 sic@
    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 4");
    f_EUTRA_TrackingAreaUpdateFromAnotherRAT_WithoutRRCConneReq(eutra_Cell2,
                                                                tsc_RRC_TI_Def,
                                                                v_CSInOtherRAT,
                                                                false,
                                                                true,
                                                                omit, false); 
    // At the end of this test procedure sequence, the UE is in end state E-UTRA connected (E2_T3440) according to TS 36.508.
    f_EUTRA_TestBody_Set (false);
    f_IRAT_SendCoOrd (UTRAN, cms_IRAT_Trigger);
    // Postamble
    f_EUTRA_Postamble (eutra_Cell2, E2_T3440);
 }    
…


