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C.1.3
ECID and OTDOA Measurement requirements

Table C.1.3-1: Maximum Test System Uncertainty for ECID and OTDOA Measurement Requirements

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	8.1.1 E-UTRAN FDD UE Rx – Tx time difference case
	Noc ±1.0 dB averaged over BWConfig
Ês / Noc ±0.3 dB

±3Ts Uplink signal transmit timing relative to downlink
	Note:

Ês / Noc is the ratio of cell 1 signal / AWGN

TS = 1/(15000 x 2048) seconds, the basic timing unit defined in TS 36.211 [26]

	8.1.2 E-UTRAN TDD UE Rx – Tx time difference case
	Same as 8.1.1
	Same as 8.1.1

	8.1.5 E-UTRAN FDD UE Rx–Tx time difference under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Noc ±1.0 dB averaged over BWConfig
Ês1 / Noc ±0.3 dB averaged over BWConfig
Ês2 / Noc ±0.3 dB dB averaged over BWConfig
Ês3 / Noc ±0.3 dB dB averaged over BWConfig
±3Ts Uplink signal transmit timing relative to downlink
	Note:

Ês1 / Noc is the ratio of cell 1 signal / AWGN

Ês2 / Noc is the ratio of cell 1 signal / AWGN

Ês3 / Noc is the ratio of cell 1 signal / AWGN

TS = 1/(15000 x 2048) seconds, the basic timing unit defined in TS 36.211 [26]

	8.1.6 E-UTRAN TDD UE Rx–Tx time difference under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Same as 8.1.5
	 Same as 8.1.5

	9.1.1 FDD RSTD Measurement Reporting Delay
	Noc ±1.0 dB averaged over BWConfig
PRS Ês1 / Noc ±0.6 dB averaged over BWConfig 

Ês1 / Noc ±0.6 dB averaged over BWConfig
PRS Ês2 / Noc ±0.6 dB averaged over BWConfig 

Ês2 / Noc ±0.6 dB averaged over BWConfig
PRS Ês3 / Noc ±0.6 dB averaged over BWConfig 

Ês3 / Noc ±0.6 dB averaged over BWConfig
Response Time = ± 300 ms
	Note:

PRS Ês1 / Noc and Ês1 / Noc are the ratios of cell 1 signal / AWGN

PRS Ês2 / Noc and Ês2 / Noc are the ratios of cell 2 signal / AWGN 

PRS Ês3 / Noc and Ês3 / Noc are the ratios of cell 3 signal / AWGN

PRS Ês / Noc and Ês / Noc uncertainty for fading condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
PRS Ês / Noc and Ês / Noc uncertainty = SQRT (Signal-to-noise ratio

uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	9.1.2 TDD RSTD Measurement Reporting Delay
	Same as 9.1.1
	

	9.1.3 FDD RSTD Measurement Accuracy
	Noc ±1.0 dB averaged over BWConfig
PRS Ês1 / Noc ±0.3 dB averaged over BWConfig
Ês1 / Noc ±0.3 dB averaged over BWConfig
PRS Ês2 / Noc ±0.3 dB averaged over BWConfig
Ês2 / Noc ±0.3 dB averaged over BWConfig 

Cell Timing Difference = ± 1 Ts
	Note:

PRS Ês1 / Noc and Ês1 / Noc are the ratios of cell 1 signal / AWGN

PRS Ês2 / Noc and Ês2 / Noc are the ratios of cell 2 signal / AWGN

	9.1.4 TDD RSTD Measurement Accuracy
	Same as 9.1.3
	

	9.2.1 FDD-FDD inter-frequency RSTD measurement reporting delay
	Noc1 ±1.0 dB averaged over BWConfig
Noc2 ±1.0 dB averaged over BWConfig
PRS Ês1 / Noc1 ±0.6 dB averaged over BWConfig 

Ês1 / Noc1 ±0.6 dB averaged over BWConfig
PRS Ês2 / Noc2 ±0.6 dB averaged over BWConfig 

Ês2 / Noc2 ±0.6 dB averaged over BWConfig
PRS Ês3 / Noc2 ±0.6 dB averaged over BWConfig 

Ês3 / Noc2 ±0.6 dB averaged over BWConfig
Response Time = ± 300 ms
	Note:

PRS Ês1 / Noc1 and Ês1 / Noc1 are the ratios of cell 1 signal / AWGN for frequency 1

PRS Ês2 / Noc2 and Ês2 / Noc2 are the ratios of cell 2 signal / AWGN for frequency 2 

PRS Ês3 / Noc2 and Ês3 / Noc2 are the ratios of cell 3 signal / AWGN for frequency 2

PRS Ês / Noc and Ês / Noc uncertainty for fading condition comprises two quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
Items 1 and 2 are assumed to be uncorrelated so can be root sum squared:
PRS Ês / Noc and Ês / Noc uncertainty = SQRT (Signal-to-noise ratio

uncertainty 2 + Fading profile power uncertainty 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB

	9.2.2 TDD-TDD inter-frequency RSTD measurement reporting delay
	Same as 9.2.1
	

	9.2.4 FDD-FDD inter frequency RSTD Accuracy
	Noc1 ±1.0 dB averaged over BWConfig
Noc2 ±1.0 dB averaged over BWConfig
PRS Ês1 / Noc1 ±0.3 dB averaged over BWConfig
Ês1 / Noc1 ±0.3 dB averaged over BWConfig
PRS Ês2 / Noc2 ±0.3 dB averaged over BWConfig
Ês2 / Noc2 ±0.3 dB averaged over BWConfig 

Cell Timing Difference = ± 2 Ts
	Note:

PRS Ês1 / Noc1 and Ês1 / Noc1 are the ratios of cell 1 signal / AWGN for frequency 1

PRS Ês2 / Noc2 and Ês2 / Noc2 are the ratios of cell 2 signal / AWGN for frequency 2

	9.2.5 TDD-TDD inter frequency RSTD Accuracy
	Same as 9.2.4
	

	10.1 FDD RSTD Measurement Reporting Delay for Carrier Aggregation
	
	

	10.1A FDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20MHz
	
	

	10.2 TDD RSTD Measurement Reporting Delay for Carrier Aggregation
	
	

	10.2A TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20MHz
	
	

	10.3 FDD RSTD Measurement Accuracy for Carrier Aggregation
	Noc1 ±1.0 dB averaged over BWConfig
Noc2 ±1.0 dB averaged over BWConfig
PRS Ês1 / Noc1 ±0.3 dB averaged over BWConfig
Ês1 / Noc1 ±0.3 dB averaged over BWConfig
PRS Ês2 / Noc2 ±0.3 dB averaged over BWConfig
Ês2 / Noc2 ±0.3 dB averaged over BWConfig 

PRS Ês3 / Noc2 ±0.3 dB averaged over BWConfig 

Ês3 / Noc2 ±0.3 dB averaged over BWConfig
Cell Timing Difference = ± 1 Ts
	Note:

PRS Ês1 / Noc1 and Ês1 / Noc1 are the ratios of cell 1 signal / AWGN for frequency 1

PRS Ês2 / Noc2 and Ês2 / Noc2 are the ratios of cell 2 signal / AWGN for frequency 2

PRS Ês3 / Noc2 and Ês3 / Noc2 are the ratios of cell 3 signal / AWGN for frequency 2

	10.3A FDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz
	Same as 10.3
	

	10.4 TDD RSTD Measurement Accuracy for Carrier Aggregation
	Same as 10.3
	

	10.4A TDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz
	Same as 10.3
	

	In addition, the following Test System uncertainties and related constraints apply.

Any additional constraints are defined in the specific tests. 
	

	AWGN Bandwidth
	≥ 1.08MHz, 2.7MHz, 4.5MHz, 9MHz, 13.5MHz, 18MHz;

NRB x 180kHz according to BWConfig

	AWGN absolute power uncertainty
	Test-specific

	AWGN flatness and signal flatness, max deviation for any Resource Block, relative to average over BWConfig
	±2 dB

	AWGN peak to average ratio
	≥10 dB @0.001%

	Signal-to noise ratio uncertainty
	Test-specific

	Fading profile power uncertainty
	±0.5 dB

	Fading profile delay uncertainty, relative to frame timing
	±5 ns (excludes absolute errors related to baseband timing)


-------------------------------- NEXT CHANGED SECTION -------------------------------
C.2.2
ECID and OTDOA Measurement requirements

Table C.2.2: Test Parameter Relaxations for ECID and OTDOA Measurement requirements

	Clause
	Test Parameter Relaxation

	8.1.1 E-UTRAN FDD UE Rx – Tx time difference case
	
	

	8.1.2 E-UTRAN TDD UE Rx – Tx time difference case
	
	

	8.1.5 E-UTRAN FDD UE Rx–Tx time difference under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Parameters

Noc: -98dBm/15kHz
Ês1 / Noc: -3.00dB

Ês2 / Noc: +3.00dB
Ês3 / Noc: +1.00dB

	Test Tolerance

0dB 
+0.4dB

0dB

0dB


	8.1.6 E-UTRAN TDD UE Rx–Tx time difference under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Same as 8.1.5
	Same as 8.1.5

	9.1.1 FDD RSTD Measurement Reporting Delay
	Response time
	300 ms

	9.1.2 TDD RSTD Measurement Reporting Delay
	Response time
	300 ms

	9.1.3 FDD RSTD Measurement Accuracy
	For Test 2 and Test 4:

PRS Ês1 / Noc averaged over BWConfig
PRS Ês2 / Noc averaged over BWConfig
For all tests:

Cell Timing Difference
	+0.3 dB 

+0.3 dB 

± 1 Ts

	9.1.4 TDD RSTD Measurement Accuracy
	Same as 9.1.3
	Same as 9.1.3

	9.2.1 FDD-FDD inter-frequency RSTD measurement reporting delay
	Response time
	300 ms

	9.2.2 TDD-TDD inter-frequency RSTD measurement reporting delay
	Response time
	300 ms

	9.2.4 FDD-FDD inter frequency RSTD Accuracy
	PRS Ês1 / Noc1 averaged over BWConfig
PRS Ês2 / Noc2 averaged over BWConfig
Cell Timing Difference
	+0.3 dB 

+0.3 dB 

± 2 Ts

	9.2.5 TDD-TDD inter frequency RSTD Accuracy
	Same as 9.1.3
	Same as 9.1.3

	10.1 FDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Response time
	300 ms

	10.1A FDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20MHz
	Response time
	300 ms

	10.2 TDD RSTD Measurement Reporting Delay for Carrier Aggregation
	Response time
	300 ms

	10.2A TDD RSTD Measurement Reporting Delay for Carrier Aggregation for 20MHz
	Response time
	300 ms

	10.3 FDD RSTD Measurement Accuracy for Carrier Aggregation
	PRS Ês2 / Noc2 averaged over BWConfig
PRS Ês3 / Noc2 averaged over BWConfig
Cell Timing Difference
	+0.3 dB 

+0.3 dB 

± 1 Ts

	10.3A FDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz
	Same as 10.3
	Same as 10.3

	10.4 TDD RSTD Measurement Accuracy for Carrier Aggregation
	Same as 10.3
	Same as 10.3

	10.4A TDD RSTD Measurement Accuracy for Carrier Aggregation for 20MHz
	Same as 10.3
	Same as 10.3


