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9.2.1.35
IB Type

The IB Type identifies a specific system information block.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	IB Type
	
	
	ENUMERATED (

MIB, 

SB1, 

SB2, 

SIB1, 

SIB2, 

SIB3, 

SIB4, 

SIB5, 

SIB6, 

SIB7, 

not-Used-SIB8,

not-Used-SIB9, 

not-Used-SIB10,

SIB11, 

SIB12, 

SIB13, 

SIB13.1, 

SIB13.2, 

SIB13.3, 

SIB13.4, 

SIB14, 

SIB15, 

SIB15.1, 

SIB15.2, 

SIB15.3, 

SIB16, 

…, 

SIB17, 

SIB15.4, 

SIB18,

SIB15.5,

SIB5bis,

SIB11bis,

SIB15bis, 

SIB15.1bis, 

SIB15.2bis, 

SIB15.3bis, 

SIB15.6,

SIB15.7,

SIB15.8,

SIB15.2ter,

SIB19,

not-Applicable-SIB20,

SIB21,

SIB22,

SIB15.1ter,
SB3,

SIB23,
SIB11ter
)
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9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************
>>Unchanged text omitted
IB-Type ::= ENUMERATED {


mIB, 


sB1,


sB2,


sIB1, 


sIB2,


sIB3,


sIB4,


sIB5,


sIB6,


sIB7,


not-Used-sIB8,


not-Used-sIB9,


not-Used-sIB10,


sIB11,


sIB12,


sIB13,


sIB13dot1,


sIB13dot2,


sIB13dot3,


sIB13dot4,


sIB14,


sIB15,


sIB15dot1,


sIB15dot2,


sIB15dot3,


sIB16,


...,


sIB17,


sIB15dot4,


sIB18,


sIB15dot5,


sIB5bis,


sIB11bis,


sIB15bis,


sIB15dot1bis,


sIB15dot2bis,


sIB15dot3bis,


sIB15dot6,


sIB15dot7,


sIB15dot8,


sIB15dot2ter,


sIB19,


not-Applicable-SIB20,


sIB21,


sIB22,


sIB15dot1ter,

sB3,


sIB23,

sIB11ter
}

