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	Spec
	CR
	Rev
	Cat
	Phase
	Title
	Doc-2nd-
Level
	Workitem
	Source to WG

	36.101
	2689
	 
	F
	Rel-12
	Corection of B29 REFSENS for CA_2A-29A-30A and CA_4A-29A-30A
	R4-147072
	LTE_CA_B2_B29_B30-Core, LTE_CA_B4_B29_B30-Core
	Huawei, Hisilicon

	36.101
	2643
	 
	F
	Rel-12
	Corrections for 3DL inter-band CA band combinations
	R4-146391
	LTE_CA_B2_B4_B4-core, LTE_CA_B2_B12_B12, LTE_CA_B2_B2_B13-core, LTE_CA_B3_B3_B7-core, LTE_CA_B3_B7_B7-core, LTE_CA_B4_B4_B12-core, LTE_CA_B4_B12_B12-core, LTE_CA_B4_B4_B13-core, LTE_CA_B1_B19_B21-core, LTE_CA_B2_B4_B5-core, LTE_CA_B2_B4_B12-core, LTE_CA_B2_B4_B13-core, LTE_CA_B2_B5_B12-core, LTE_CA_B3_B7_B20-core, LTE_CA_B4_B5_B12-core
	Ericsson

	36.101
	2643
	1
	F
	Rel-12
	Corrections for 3DL inter-band CA band combinations
	R4-147422
	LTE_CA_B2_B4_B4-core, LTE_CA_B2_B12_B12-Core, LTE_CA_B2_B2_B13-core, LTE_CA_B3_B3_B7-core, LTE_CA_B3_B7_B7-core, LTE_CA_B4_B4_B12-core, LTE_CA_B4_B12_B12-core, LTE_CA_B4_B4_B13-core, LTE_CA_B1_B19_B21-core, LTE_CA_B2_B4_B5-core, LTE_CA_B2_B4_B12-core, LTE_CA_B2_B4_B13-core, LTE_CA_B2_B5_B12-core, LTE_CA_B3_B7_B20-core, LTE_CA_B4_B5_B12-core, LTE_CA_B39_B41_B41-core
	Ericsson

	36.101
	2576
	1
	F
	Rel-12
	Corrections on Out-of-band blocking requirements for CA Class B and D
	R4-146727
	LTE_CA_C_B41_3DL-Core
	ZTE

	36.133
	2611
	1
	F
	Rel-12
	Interruptions with RSTD Measurements for 3DL CA
	R4-146678
	LTE_CA_B1_B19_B21-Core,, LTE_CA_B1_B3_B20-Core, LTE_CA_B1_B3_B5-Core, LTE_CA_B1_B3_B8-Core, LTE_CA_B1_B42_B42-Core, LTE_CA_B1_B5_B7-Core, LTE_CA_B1_B7_B20-Core, LTE_CA_B19_B42_B42-Core, LTE_CA_B2_B12_B12-Core, LTE_CA_B2_B12_B30-Core, LTE_CA_B2_B2_B13-Core, LTE_CA_B2_B29_B30-Core, LTE_CA_B2_B4_B12-Core, LTE_CA_B2_B4_B13-Core, LTE_CA_B2_B4_B5-Core, LTE_CA_B2_B5_B12-Core, LTE_CA_B2_B5_B30-Core, LTE_CA_B3_B3_B7-Core, LTE_CA_B3_B42_B42-Core, LTE_CA_B3_B7_B20-Core, LTE_CA_B3_B7_B7-Core, LTE_CA_B4_B12_B12-Core, LTE_CA_B4_B12_B30-Core, LTE_CA_B4_B29_B30-Core, LTE_CA_B4_B4_B13-Core, LTE_CA_B4_B5_B12-Core, LTE_CA_B4_B5_B30-Core, LTE_CA_B7_B8_B20-Core, LTE_CA_C_B40_3DL_BW-Core, LTE_CA_C_B41_3DL-Core, LTE_CA_NC_B41_3DL-Core
	Alcatel-Lucent, Ericsson, Huawei

	36.133
	2614
	 
	B
	Rel-12
	RRM requirements for RSTD in 3 DL CA
	R4-146197
	LTE_CA_B2_B5_B30, LTE_CA_B2_B29_B30, LTE_CA_B4_B5_B30, LTE_CA_B4_B29_B30, LTE_CA_B2_B4_B13, LTE_CA_B2_B2_B13, LTE_CA_B4_B4_B13, LTE_CA_C_B41_3DL, LTE_CA_B1_B3_B8, LTE_CA_B1_B5_B7, LTE_CA_B2_B4_B5, LTE_CA_B2_B4_B12, LTE_CA_B2_B5_B12, LTE_CA_B2_B12_B12, LTE_CA_B2_B12_B30, LTE_CA_B3_B7_B20, LTE_CA_B3_B8_B27, LTE_CA_B4_B5_B12, LTE_CA_B4_B12_B12, LTE_CA_B4_B12_B30, LTE_CA_B1_B3_B5, LTE_CA_B1_B3_B20, LTE_CA_B1_B7_B20, LTE_CA_B7_B8_B20, LTE_CA_3DL_FB_BW, LTE_CA_B3_B7_B7, LTE_CA_B1_B19_B21, LTE_CA_B3_B3_B7, LTE_CA_C_B40_3DL, LTE_CA_B1_B3_B26-core, LTE_CA_B2_B2_B29-core, LTE_CA_B2_B4_B29-core, LTE_CA_B3_B42_B42-core, LTE_CA_B7_B8_B20-core, LTE_CA_B39_B39_B41-core, LTE_CA_B39_B41_B41-core, LTE_CA_B41_B42_B42-core.
	Ericsson, Nokia Corporation, Alcatel-Lucent
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