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Introduction

Total Number of CRs agreed for this WI: 41. TSs being affected:

· 34.108 
  3 CR(s)

· 34.121-1 
  0 CR(s)

· 34.121-2 
  0 CR(s)

· 34.122 
  0 CR(s)

· 34.123-1
12 CR(s)

· 34.123-2
  1 CR(s)

· 34.123-3
  1 CR(s)

· 34.229-1
20 CR(s)
· 34.229-2
  3 CR(s)

· 34.229-3
  1 CR(s)
· 36.508 
  0 CR(s)

· 36.509 
  0 CR(s)

· 36.521-1
  0 CR(s)

· 36.521-2
  0 CR(s)

· 36.521-3
  0 CR(s)

· 36.523-1
  0 CR(s)

· 36.523-2
  0 CR(s)

· 36.523-3
  0 CR(s)

· 36.903 
  0 CR(s)

· 37.571-1
  0 CR(s)

· 37.571-2
  0 CR(s)

· 37.571-3
  0 CR(s)

· 37.571-4
  0 CR(s)

· 37.571-5
  0 CR(s)

· 37.901 
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-150096
	34.108
	0971
	-
	F
	Rel-11
	11.12.0
	Correction to Contents of System Information Block Type 5 for condition B2 & B3
	TEI8_Test

	R5-150153
	34.108
	0972
	-
	F
	Rel-11
	11.12.0
	Correction to default value of System Information Block type 5 for FDD
	TEI8_Test

	R5-150605
	34.108
	0976
	-
	F
	Rel-11
	11.12.0
	Correction to UTRAN Radio Bearer Setup Message for condition A30
	TEI8_Test

	R5-150487
	34.123-1
	3707
	-
	F
	Rel-11
	11.5.0
	Correction to MAC-i/is test case 7.1.7.3
	TEI8_Test

	R5-150491
	34.123-1
	3708
	-
	F
	Rel-11
	11.5.0
	Correction to Rel-8 CSG testcase 12.3.1.10
	TEI8_Test

	R5-150492
	34.123-1
	3709
	-
	F
	Rel-11
	11.5.0
	Correction to Rel-8 Supplementary Services testcase 15.8.9
	TEI8_Test

	R5-150620
	34.123-1
	3713
	-
	F
	Rel-11
	11.5.0
	Correction to UTRAN test case 7.1.8.7
	TEI8_Test

	R5-150621
	34.123-1
	3714
	-
	F
	Rel-11
	11.5.0
	Correction to idle mode test case 6.3.2.1
	TEI8_Test

	R5-150622
	34.123-1
	3715
	-
	F
	Rel-11
	11.5.0
	Correction to ETWS test case 8.1.1.13
	TEI8_Test

	R5-150623
	34.123-1
	3716
	-
	F
	Rel-11
	11.5.0
	Correction to SS test case 15.7.11 and 15.7.12
	TEI8_Test

	R5-150624
	34.123-1
	3717
	-
	F
	Rel-11
	11.5.0
	Correction to SS test case 15.8.8
	TEI8_Test

	R5-150629
	34.123-1
	3722
	-
	F
	Rel-11
	11.5.0
	Correction to Rel-8 Absolute Priority Cell reselection testcase 8.3.1.52
	TEI8_Test

	R5-150630
	34.123-1
	3723
	-
	F
	Rel-11
	11.5.0
	Correction to Rel-8 Absolute Priority Cell reselection testcase 8.3.1.53
	TEI8_Test

	R5-150631
	34.123-1
	3724
	-
	F
	Rel-11
	11.5.0
	Correction to Rel-8 Absolute Priority Cell reselection testcase 8.3.1.54
	TEI8_Test

	R5-150638
	34.123-1
	3729
	-
	F
	Rel-11
	11.5.0
	Correction of Improved L2 UL MAC test case 7.2.2.15
	TEI8_Test

	R5-150642
	34.123-2
	0732
	-
	F
	Rel-11
	11.5.0
	Update to GMM Test case 12.3.1.10 applicability condition
	TEI8_Test

	R5-150098
	34.123-3
	3295
	-
	F
	Rel-11
	11.5.0
	Addition of TC 12.4.2.5e to the list of cases which requires more than two radio frequencies
	TEI8_Test

	R5-150248
	34.229-1
	0622
	-
	F
	Rel-12
	12.4.1
	Correction to Test case 15.10a
	TEI8_Test

	R5-150267
	34.229-1
	0625
	-
	F
	Rel-12
	12.4.1
	Correction to GCF WI-154 IMS Emergency call Testcase 19.5.7
	TEI8_Test

	R5-150268
	34.229-1
	0626
	-
	F
	Rel-12
	12.4.1
	Correction to GCF WI-154 IMS Emergency call Testcases
	TEI8_Test

	R5-150384
	34.229-1
	0629
	-
	F
	Rel-12
	12.4.1
	Three way session creation
	TEI8_Test

	R5-150385
	34.229-1
	0630
	-
	F
	Rel-12
	12.4.1
	Updating RFC 4244 to RFC 7044
	TEI8_Test

	R5-150386
	34.229-1
	0631
	-
	F
	Rel-12
	12.4.1
	s-lines in SDP
	TEI8_Test

	R5-150692
	34.229-1
	0635
	-
	F
	Rel-12
	12.4.1
	Contact header in UPDATE requests
	TEI8_Test

	R5-150694
	34.229-1
	0636
	-
	F
	Rel-12
	12.4.1
	Correction for generic test procedure for IMS MO call
	TEI8_Test

	R5-150701
	34.229-1
	0641
	-
	F
	Rel-12
	12.4.1
	Updating draft-montemurro-gsma-imei-urn to RFC
	TEI8_Test

	R5-150702
	34.229-1
	0642
	-
	F
	Rel-12
	12.4.1
	Addressing Action Point AP#65.02 on o-lines in SDP
	TEI8_Test

	R5-150703
	34.229-1
	0643
	-
	F
	Rel-12
	12.4.1
	Correction to GCF WI-198 IMS Video call Testcase 12.22
	TEI8_Test

	R5-150705
	34.229-1
	0645
	-
	F
	Rel-12
	12.4.1
	Corrections to IMS test case 15.15
	TEI8_Test

	R5-150706
	34.229-1
	0646
	-
	F
	Rel-12
	12.4.1
	ACK request in C.31
	TEI8_Test

	R5-150707
	34.229-1
	0647
	-
	F
	Rel-12
	12.4.1
	183 Session Progress in TC 15.8
	TEI8_Test

	R5-150708
	34.229-1
	0648
	-
	F
	Rel-12
	12.4.1
	Add test case for GBA
	TEI8_Test

	R5-150709
	34.229-1
	0649
	-
	F
	Rel-12
	12.4.1
	Directionality attribute in MO and MT calls
	TEI8_Test

	R5-150711
	34.229-1
	0650
	-
	F
	Rel-12
	12.4.1
	Update annex C.29.2
	TEI8_Test

	R5-150734
	34.229-1
	0653
	-
	F
	Rel-12
	12.4.1
	Correction to C.25 - Generic test procedure for setting up MTSI MO video call for EPS
	TEI8_Test

	R5-150736
	34.229-1
	0654
	-
	F
	Rel-12
	12.4.1
	Update of SDP message content for test case 17.1
	TEI8_Test

	R5-150745
	34.229-1
	0655
	-
	F
	Rel-12
	12.4.1
	Correction to WI-103 Conference Call TC
	TEI8_Test

	R5-150537
	34.229-2
	0136
	-
	F
	Rel-12
	12.3.0
	Add applicability for new GBA test case
	TEI8_Test

	R5-150712
	34.229-2
	0137
	-
	F
	Rel-12
	12.3.0
	Add capability for GBA
	TEI8_Test

	R5-150737
	34.229-2
	0138
	-
	F
	Rel-12
	12.3.0
	Clarification on A.12/23 vs A.12/35
	TEI8_Test

	R5-150355
	34.229-3
	0253
	-
	F
	Rel-10
	10.5.0
	Routine maintenance for TS 34.229-3
	TEI8_Test
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