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	Other comments:
	


<Start of the change>
19.1.3a
Emergency call with emergency registration / Abnormal case / IM CN sends a 380 / UE performs emergency call via CS domain / CDMA 2000 1xRTT 
19.1.3a.1
Definition and applicability
Same as in 19.1.3.1, except: UE performs emergency call via supported CS domain over CDMA 2000 1xRTT. 

19.1.3a.2
Conformance requirement
Same Conformance requirement as in clause 19.1.3.2
19.1.3a.3
Test purpose
1)
To verify that the on reception of 380 Alternate Service for an INVITE sent for emergency call establishment, UE initiates the emergency call in supported CS domain CDMA 2000 1xRTT

19.1.3a.4
Method of test
Initial conditions

Same as in 19.1.3.4, except: UE contains ISIM and USIM and CSIM or USIM and CSIM applications on UICC.

The SS is configured:

· with 2 cells: as in TS 36.508

· E-UTRAN cell 1

· 1xRTT cell 19

· Cell 1 power level is set as “serving cell” and cell 19 power level is set as “suitable cell”

Related ICS/IXIT Statement(s)

-
UE supports IMS emergency services
(Yes/No)

-
UE supports IPSec ESP confidentiality protection (Yes/No)

-
IMS security (Yes/No)

-
UE supports emergency call on CS domain 1xRTT (Yes/No)

Test procedure applicable for a UE with E-UTRA support (TS 34.229-2 [5] A.18/1)

Same as in 19.1.3.4

Expected sequence

	Step
	Direction
	Message
	Comment

	
	UE
	SS
	
	

	1
	
	User initiates an emergency call
	

	2-5
	
	Steps defined in annex C.20
	EPS emergency bearer context activation and subsequent IMS emergency registration by the UE. Referred from 36.508 [94] table 4.5A.4.3-1 for a UE with E-UTRA support.

	6
	(
	INVITE
	UE sends INVITE with the first SDP offer indicating all desired medias and codecs the UE supports

	7
	<-
	380 Alternative Service
	The SS responds with a 380 Alternative Service response

	8
	(
	ACK
	The UE acknowledges the receipt of 380 Alternative Service for INVITE

	9
	
	UE performs cell reselection to a cell supporting CS domain (CDMA2000 1XRTT cell) and performs emergency call in CS domain after CDMA registration (if needed)
	

	10
	
	CS call is released
	


Specific Message Contents

Same as in 19.1.3.4
19.1.3a.5
Test requirements

In step 9, UE initiates a CS emergency call in 1xRTT cell.

19.1.3b
Void19.1.4
Void

<End of the change>
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