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	Reason for change:
	This is a no USIM test case and during the test case the UE will attach for EPS emergency services i.e attach type was “EPS emergency attach”. So during the postamble the detach type should be “EPS Detach”. Currently the TTCN may expect “combined EPS/IMSI detach” depending on PIXIT settings.

	
	

	Summary of change:
	EPS_Only passed as an argument while calling the postamble function for this TC, to madate EPS only detach irrespective of PIXIT settings.
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	TC may fail on a compliant UE.
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	Other comments:
	


Change 1

	Function Name
	  function f_TC_19_4_1_EUTRA()

	Reason for change
	This is no USIM test case and in the starting the UE just attached for EPS emergency services i.e attach type was “EPS emergency attach”. So during detach it should only detach for “EPS Services” i.e. type of detach should be “EPS Detach”. Thus to get the test case working in Combined mode a change is required when the postamble is called.

	Summary of change
	EPS_Only passed as an argument while calling the Postamble for this TC.

	Source of change
	IMS_IRAT/19/IMS_IRAT_19_EUTRA.ttcn


Before change:

	  function f_TC_19_4_1_EUTRA() runs on EUTRA_PTC

  { 
  …

    f_EUTRA_TestBody_Set(false);

    // Postamble

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA);

    if( v_Detached == false) {

       f_EUTRA_Postamble(eutra_CellA, E1_IDLE);

    }

  } // f_TC_19_4_1_EUTRA


After change:

	function f_TC_19_4_1_EUTRA() runs on EUTRA_PTC

  {
   ........   

    f_EUTRA_TestBody_Set(false);

    // Postamble

    f_EUTRA_RRC_ConnectionRelease(eutra_CellA);

    if( v_Detached == false) {

       f_EUTRA_Postamble(eutra_CellA, E1_IDLE, EPS_Only);
    }

  } // f_TC_19_4_1_EUTRA


