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	Reason for change:
	A UE supporting IPv6 will try to send the IPv6 Router Solicitation message as soon as a Default Bearer is activated. In this test however this Activate Default EPS Bearer message is piggybacked to the Attach Accept message which also specifies that IMS voice over PS is not supported. Therefore the UE must then disable the EUTRA capability and select either GERAN or UTRAN, before it is able to send the IPv6 message.

If the UE does not receive a Router Advertisement reply from SS, it will re-transmit the Router Solicitation message after 4 sec. A maximum of 3 Router Solicitation messages can be transmitted, at an interval of a minimum of 4 seconds. This means that there is less than 12 seconds in which the UE must optionally send an Attach Complete or a Detach Request, move to GERAN and complete the RAU procedure before it can re-transmit the IPv6 message.

In order to ensure there is no race condition in GERAN when the IPv6 timer expires, as the PDP context is not required in GERAN as IMS is not supported and as all test purposes have already been met at this point; it is proposed to indicate all PDP contexts are inactive in the RAU Accept message in GERAN

	
	

	Summary of change:
	Changed PDP Context Status for RAU accept in Step4a2 to cs_PDP_ContextStatusInactive.

	
	

	Consequences if not approved:
	Conformant UE may fail Testcase in Ipv6 mode
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	Other comments:
	


Change 1
	Function name
	f_TC_9_2_1_2_1b_GERAN

	Reason for change
	

	Summary of change
	Changed PDP Context Status for RAU accept in Step4a2 to cs_PDP_ContextStatusInactive.

	TTCN module
	LTE_IRAT\9_2\NAS_Attach_UG_GERAN.ttcn


Before change

function f_TC_9_2_1_2_1b_GERAN () runs on GERAN_PTC

  { // @desc Combined attach procedure / Success / SMS only

    var B3_Type v_UpdateType, v_AttachType;

    var template G_LLC_DATAMESSAGE_IND v_RxdInd;

    var G_LLC_DATAMESSAGE_IND v_LLCDataInd;

    var G_L2_DATAMESSAGE_IND v_ChanReq;

    var octetstring v_PLMN;

    var O1_Type v_RAC;

    var O2_Type v_LAC;

    var GERAN_SecurityInfo_Type v_SecurityInfo;

    var boolean v_DetachSent := false;

    var template (omit) MobileIdentity v_TMSI := omit;

    var IRAT_Coordination_MSG v_RxdMsg;

    var IRAT_Coordination_MSG v_OctetData;

    var B1_Type v_FOP := '1'B;

    f_GERAN_Init(EUTRA_GERAN);

    v_PLMN := f_GERAN_PLMN_Get(geran_Cell24);

    v_RAC := f_GERAN_RAC_Get(geran_Cell24);

    v_LAC := f_GERAN_LAC_Get(geran_Cell24);
…   
//@siclog "Step 4a1" siclog@

      } else { // detach not sent

        if (match (v_LLCDataInd, car_G_LLC_UnitData_IND(cr_G_RA_UpdReqMSRadioAccessCap (cr_GMM_UpdateType,

                                                                         cr_RAI (omit),

                                                                         cr_PTMSI_SignatureAny ifpresent,

                                                                         ?,

                                                                         cr_MS_RadioAccessCapLVNotSupportEUTRA,

                                                                         omit)))) {   // @sic R5-123648 sic@

            v_UpdateType := f_UG_RauReq_GetUpdateValueForRauAcc(v_LLCDataInd.unit.msg.rauReq);

            if (v_LLCDataInd.unit.msg.rauReq.updateType.followOnReq == '1'B) { // @sic R5-142978 sic@

              v_FOP := '0'B;

            }

            f_GERAN_PreliminaryPass (__FILE__, __LINE__, "Step 4a1");

            f_GERAN_RAUWithoutRAUReq (geran_Cell24, v_UpdateType, v_LLCDataInd.unit.msg.rauReq.pDP_ContextStatus, true, true, oct2int(v_OctetData.OctetData), v_FOP); // @sic R5s130175, R5s130456, R5-133584, R5s130883, R5-142978 sic@

        } else {

            f_GERAN_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 4a1");

        }

      }

      f_IRAT_SendCoOrd (EUTRA, cms_IRAT_Trigger);
…
After change

   function f_TC_9_2_1_2_1b_GERAN () runs on GERAN_PTC

  { // @desc Combined attach procedure / Success / SMS only

    var B3_Type v_UpdateType, v_AttachType;

    var template G_LLC_DATAMESSAGE_IND v_RxdInd;

    var G_LLC_DATAMESSAGE_IND v_LLCDataInd;

    var G_L2_DATAMESSAGE_IND v_ChanReq;

    var octetstring v_PLMN;

    var O1_Type v_RAC;

    var O2_Type v_LAC;

    var GERAN_SecurityInfo_Type v_SecurityInfo;

    var boolean v_DetachSent := false;

    var template (omit) MobileIdentity v_TMSI := omit;

    var IRAT_Coordination_MSG v_RxdMsg;

    var IRAT_Coordination_MSG v_OctetData;

    var B1_Type v_FOP := '1'B;

    f_GERAN_Init(EUTRA_GERAN);

    v_PLMN := f_GERAN_PLMN_Get(geran_Cell24);

    v_RAC := f_GERAN_RAC_Get(geran_Cell24);

    v_LAC := f_GERAN_LAC_Get(geran_Cell24);
…   
//@siclog "Step 4a1" siclog@

      } else { // detach not sent

        if (match (v_LLCDataInd, car_G_LLC_UnitData_IND(cr_G_RA_UpdReqMSRadioAccessCap (cr_GMM_UpdateType,

                                                                         cr_RAI (omit),

                                                                         cr_PTMSI_SignatureAny ifpresent,

                                                                         ?,

                                                                         cr_MS_RadioAccessCapLVNotSupportEUTRA,

                                                                         omit)))) {   // @sic R5-123648 sic@

            v_UpdateType := f_UG_RauReq_GetUpdateValueForRauAcc(v_LLCDataInd.unit.msg.rauReq);

            if (v_LLCDataInd.unit.msg.rauReq.updateType.followOnReq == '1'B) { // @sic R5-142978 sic@

              v_FOP := '0'B;

            }

            f_GERAN_PreliminaryPass (__FILE__, __LINE__, "Step 4a1");

            v_LLCDataInd.unit.msg.rauReq.pDP_ContextStatus:=cs_PDP_ContextStatusInactive;
            f_GERAN_RAUWithoutRAUReq (geran_Cell24, v_UpdateType, v_LLCDataInd.unit.msg.rauReq.pDP_ContextStatus, true, true, oct2int(v_OctetData.OctetData), v_FOP); // @sic R5s130175, R5s130456, R5-133584, R5s130883, R5-142978 sic@

        } else {

            f_GERAN_SetVerdictFailOrInconc(__FILE__, __LINE__, "Step 4a1");

        }

      }

      f_IRAT_SendCoOrd (EUTRA, cms_IRAT_Trigger);

…
