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Change 1

	Testcase name
	7.1.3.12 and 7.1.3.12a

	Protocol
	TDD_SSC

	Function Name
	f__TC_7_1_3_12_Common

	Reason for change
	As per 36.523-2 "Table 4-1" Applicability Condition C175 "UEs supporting E-UTRA TDD and TDD special subframe config". Since these test cases are only applicable to TDD there should be a check of the operation mode in order to abort the test case if it is attempted to be to be executed in FDD mode.

	Summary of change
	Operation mode (FDD/TDD) is checked at the start of TDD SSC test cases and the test case is terminated in FDD mode

	Source of change
	MAC_SSC.TTCN


Before:
	  function f_TC_7_1_3_12_Common(TDD_Config.specialSubframePatterns p_SpecialSubframePatterns,

                                TDD_Config_v1130.specialSubframePatterns_v1130 p_SpecialSubframePatterns_v1130,

                                UL_CyclicPrefixLength p_UL_CyclicPrefixLength) runs on EUTRA_PTC

  {

    var Dl_Bandwidth_Type v_Dl_Bandwidth_Cell1;

    var SubFrameTiming_Type v_Timing;

    var octetstring v_EncodedPdcpPdu;

    var octetstring v_EncodedRlcPdu;

    timer t_Watchdog := 5.0;

    f_EUTRA_Init (c1);

    v_Dl_Bandwidth_Cell1 := f_EUTRA_CellInfo_GetDL_ChBandwidth(eutra_Cell1);


After:
	  function f_TC_7_1_3_12_Common(TDD_Config.specialSubframePatterns p_SpecialSubframePatterns,

                                TDD_Config_v1130.specialSubframePatterns_v1130 p_SpecialSubframePatterns_v1130,

                                UL_CyclicPrefixLength p_UL_CyclicPrefixLength) runs on EUTRA_PTC

  {

    var Dl_Bandwidth_Type v_Dl_Bandwidth_Cell1;

    var SubFrameTiming_Type v_Timing;

    var octetstring v_EncodedPdcpPdu;

    var octetstring v_EncodedRlcPdu;

    var EUTRA_FDD_TDD_Mode_Type v_EUTRA_FDD_TDD_Mode;
    timer t_Watchdog := 5.0;

    f_EUTRA_Init (c1);

    v_EUTRA_FDD_TDD_Mode := f_EUTRA_CellInfo_GetFDD_TDD(eutra_Cell1);
    if (v_EUTRA_FDD_TDD_Mode == FDD) { 

        FatalError(__FILE__, __LINE__, "Invalid operation mode");
    }
    v_Dl_Bandwidth_Cell1 := f_EUTRA_CellInfo_GetDL_ChBandwidth(eutra_Cell1);


Change 2

	Testcase name
	7.1.3.13 and 7.1.3.13a

	Protocol
	TDD_SSC

	Function Name
	f_TC_7_1_3_13_Common

	Reason for change
	As per 36.523-2 "Table 4-1" Applicability Condition C175 "UEs supporting E-UTRA TDD and TDD special subframe config". Since these test cases are only applicable to TDD there should be a check of the operation mode in order to abort the test case if it is attempted to be to be executed in FDD mode.

	Summary of change
	Operation mode (FDD/TDD) is checked at the start of TDD SSC test cases and the test case is terminated in FDD mode

	Source of change
	MAC_SSC.TTCN


Before:
	  function f_TC_7_1_3_13_Common(TDD_Config.specialSubframePatterns p_SpecialSubframePatterns,

                                TDD_Config_v1130.specialSubframePatterns_v1130 p_SpecialSubframePatterns_v1130,

                                UL_CyclicPrefixLength p_UL_CyclicPrefixLength,

                                AntennaInfoDedicated.transmissionMode p_TransmissionMode,

                                AntennaPortId_Type p_AntennaPortId_Type) runs on EUTRA_PTC

  { /* L2/MAC

     * TDD additional special subframe configuration / Special subframe pattern 9/7 / UE-specific reference signals based transmission scheme

     */

    var Dl_Bandwidth_Type v_Dl_Bandwidth_Cell1;

    var SubFrameTiming_Type v_Timing;

    var octetstring v_EncodedPdcpPdu;

    var octetstring v_EncodedRlcPdu;

    var EUTRA_CellInfo_Type v_CellInfo_Cell1;

    timer t_Watchdog := 5.0;

    f_EUTRA_Init (c1);

    f_EUTRA_CellInfo_SetMIMO_2TX(eutra_Cell1);//@sic R5s141239 sic@


After:
	  function f_TC_7_1_3_13_Common(TDD_Config.specialSubframePatterns p_SpecialSubframePatterns,

                                TDD_Config_v1130.specialSubframePatterns_v1130 p_SpecialSubframePatterns_v1130,

                                UL_CyclicPrefixLength p_UL_CyclicPrefixLength,

                                AntennaInfoDedicated.transmissionMode p_TransmissionMode,

                                AntennaPortId_Type p_AntennaPortId_Type) runs on EUTRA_PTC

  { /* L2/MAC

     * TDD additional special subframe configuration / Special subframe pattern 9/7 / UE-specific reference signals based transmission scheme

     */

    var Dl_Bandwidth_Type v_Dl_Bandwidth_Cell1;

    var SubFrameTiming_Type v_Timing;

    var octetstring v_EncodedPdcpPdu;

    var octetstring v_EncodedRlcPdu;

    var EUTRA_CellInfo_Type v_CellInfo_Cell1;

    var EUTRA_FDD_TDD_Mode_Type v_EUTRA_FDD_TDD_Mode;
    timer t_Watchdog := 5.0;

    f_EUTRA_Init (c1);

    v_EUTRA_FDD_TDD_Mode := f_EUTRA_CellInfo_GetFDD_TDD(eutra_Cell1);
    if (v_EUTRA_FDD_TDD_Mode == FDD) { 

        FatalError(__FILE__, __LINE__, "Invalid operation mode");
    }
    f_EUTRA_CellInfo_SetMIMO_2TX(eutra_Cell1);//@sic R5s141239 sic@


