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UE Positioning Capabilities
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Table A.4.3-5: GNSS Signals

	Item
	GNSS Signals Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of A-GPS L1C signal
	36.355, 6.5.2.13
	Rel-9
	pc_A_GPS_L1C
	E-UTRA

	2
	Support of A-GPS L2C signal
	36.355, 6.5.2.13
	Rel-9
	pc_A_GPS_L2C
	E-UTRA

	3
	Support of A-GPS L5 signal
	36.355, 6.5.2.13
	Rel-9
	pc_A_GPS_L5
	E-UTRA

	4
	Support of QZS-L1 signal in QZSS
	36.355, 6.5.2.13
	Rel-9
	pc_QZSS_QZS_L1
	E-UTRA

	5
	Support of QZS-L1C signal in QZSS
	36.355, 6.5.2.13
	Rel-9
	pc_QZSS_QZS_L1C
	E-UTRA

	6
	Support of QZS-L2C signal in QZSS
	36.355, 6.5.2.13
	Rel-9
	pc_QZSS_QZS_L2C
	E-UTRA

	7
	Support of QZS-L5 signal in QZSS
	36.355, 6.5.2.13
	Rel-9
	pc_QZSS_QZS_L5
	E-UTRA

	8
	Support of G1 signal in Glonass
	36.355, 6.5.2.13
	Rel-9
	pc_GLONASS_G1
	E-UTRA

	9
	Support of G2 signal in Glonass
	36.355, 6.5.2.13
	Rel-9
	pc_GLONASS_G2
	E-UTRA

	10
	Support of G3 signal in Glonass
	36.355, 6.5.2.13
	Rel-9
	pc_GLONASS_G3
	E-UTRA

	11
	Support of E1 signal in Galileo
	36.355, 6.5.2.13
	Rel-9
	pc_GALILEO_E1
	E-UTRA

	12
	Support of E5a signal in Galileo
	36.355, 6.5.2.13
	Rel-9
	pc_GALILEO_E5a
	E-UTRA

	13
	Support of E5b signal in Galileo
	36.355, 6.5.2.13
	Rel-9
	pc_GALILEO_E5b
	E-UTRA

	14
	Support of E6 signal in Galileo
	36.355, 6.5.2.13
	Rel-9
	pc_GALILEO_E6
	E-UTRA

	15
	Support of E5a+E5b signal in Galileo
	36.355, 6.5.2.13
	Rel-9
	pc_GALILEO_E5aE5b
	E-UTRA

	16
	Support of B1I signal in BDS
	36.355, 6.5.2.13
	Rel-12
	pc_BDS_B1I
	E-UTRA


