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	Reason for change:
	Before Rel-12 ASN.1 code freeze a thorough consistency check is needed in order to ensure that, e.g., tabular definitions are aligned with the related ASN.1 code.
The following issues were identified:

- Subclause 9.2.1.1: when CR#1194 (RP-121140) was agreed in introduced a new procedure, namely the ‘UE Radio Capability Match’ procedure. However, the new procedure name was never added to the list of procedures in the Procedure Code field of the Message Type IE.
- Subclause 9.2.3.50 and 9.3.4: typos

A complete list of issues and originating CRs is reported in R3-150089.

	
	

	Summary of change:
	Subcluase 9.2.1.1: added ‘UE Radio Capability Match’ to the Procedure Code field of the Message Type IE.
Subclause 9.2.3.50 and 9.3.4 corrected the identified typos.
Rev. 1:

- Updated CR category from D to F.
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BEGINNING OF CHANGES
9.2.1.1
Message Type

The Message Type IE uniquely identifies the message being sent. It is mandatory for all messages.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Message Type
	
	
	
	Assumed max no of messages is 256.

	>Procedure Code
	M
	
	(RAB Assignment,

RAB Release Request,

Iu Release Request,

Iu Release,

Relocation Preparation,

Relocation Resource Allocation,

Relocation Detect,

Relocation Complete

Relocation Cancel,

SRNS Context Transfer,

SRNS Data Forwarding Initiation,

SRNS Context Forwarding from Source RNC to CN,

SRNS Context Forwarding to Target RNC from CN,

Paging,

Common ID,

CN Invoke Trace, Security Mode Control,

Location Reporting Control

Location Report,

Data Volume Report,

Initial UE Message

Direct Transfer,

Overload Control,

Reset,

Error Indication,

CN Deactivate Trace,

RANAP Relocation Information,

RANAP Enhanced Relocation Information Reset Resource,

 …,

RAB Modify Request,
Location Related Data,

Information Transfer,

UE Specific Information,

Direct Information Transfer,

Uplink Information Exchange,

MBMS Session Start, MBMS Session Update, MBMS Session Stop,

MBMS UE Linking,

MBMS Registration,

MBMS CN De-Registration,

MBMS RAB Establishment Indication,

MBMS RAB Release, Enhanced Relocation Complete, Enhanced Relocation Complete Confirm, SRVCC Preparation, UE Radio Capability Match
)
	

	>Type of Message
	M
	
	CHOICE (Initiating Message, Successful Outcome, Unsuccessful Outcome, Outcome, …)
	


NEXT CHANGE
9.2.3.50
Redirect Attempt Flag
This IE indicates that the CN should respond with a Redirection Indication IE or a Redirection Completed IE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Redirect Attempt Flag
	M
	
	NULL
	


NEXT CHANGE
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RANAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS

SKIP UNCHANGED TEXT
SourceRNC-ToTargetRNC-TransparentContainer-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {

-- Extension for Release 99 to enable transfer of SRB mapping onto Iur transport channel Ids --

{ID id-SRB-TrCH-Mapping





CRITICALITY reject
EXTENSION SRB-TrCH-Mapping






PRESENCE optional}|

-- Extension for Release 5 to enable Inter RAN Load Information Exchange over Iu --

{ID id-CellLoadInformationGroup



CRITICALITY ignore
EXTENSION CellLoadInformationGroup



PRESENCE optional}|

-- Extension for Release 6 to provide Trace Recording Session Information to the Target RNC --

{ID id-TraceRecordingSessionInformation

CRITICALITY ignore
EXTENSION TraceRecordingSessionInformation
PRESENCE optional}|

-- Extension for Release 6 to indicate to the Target RNC that the UE has activated Multicast Service --

{ID id-MBMSLinkingInformation



CRITICALITY ignore
EXTENSION MBMSLinkingInformation




PRESENCE optional}|


{ID id-d-RNTI-for-NoIuCSUP




CRITICALITY reject
EXTENSION D-RNTI








PRESENCE optional}|


{ID id-UE-History-Information



CRITICALITY ignore
EXTENSION UE-History-Information




PRESENCE optional}|


{ID id-SubscriberProfileIDforRFP


CRITICALITY ignore
EXTENSION SubscriberProfileIDforRFP



PRESENCE optional}|

-- Extension for Release 8 to transfer to the Target RNC parameters required for SRVCC operation --

{ID id-SRVCC-Information 




CRITICALITY reject
EXTENSION SRVCC-Information






PRESENCE optional}|


{ID id-PSRABtobeReplaced 




CRITICALITY reject
EXTENSION RAB-ID








PRESENCE optional}|

-- Extension for Release 9 to transfer to the Target RNC parameters required for CSFB operation --


{ID id-CSFB-Information 




CRITICALITY ignore
EXTENSION CSFB-Information 






PRESENCE optional}|

-- Extension for Release 10 to indicate to the Target RNC the need of continued IRAT measurement --


{ID id-IRAT-Measurement-Configuration

CRITICALITY ignore
EXTENSION IRAT-Measurement-Configuration

PRESENCE optional}|

-- Extension for Release 10 to indicate Management Based MDT Allowed --


{ID id-Management-Based-MDT-Allowed


CRITICALITY ignore
EXTENSION Management-Based-MDT-Allowed


PRESENCE optional}|

-- Extension for Release 11 to indicate Management Based MDT PLMN List --


{ID id-Management-Based-MDT-PLMN-List

CRITICALITY ignore
EXTENSION MDT-PLMN-List







PRESENCE optional}|

-- Extension for Release 11 to indicate the last E-UTRAN PLMN Identity --


{ID id-LastE-UTRANPLMNIdentity



CRITICALITY ignore
EXTENSION PLMNidentity







PRESENCE optional},

...

}
END OF CHANGES
