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10.3.7.129
Logged Measurement Info-FDD

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Relative Time Stamp
	MP
	
	INTEGER (0..7200)
	Indicates the time of logging measurement results, measured relative to the Absolute Time Info, in seconds.
	REL-10

	Logged Measurements Serving Cell
	MP
	
	
	
	REL-10

	>PLMN Identity
	MP
	
	PLMN Identity

10.3.1.11
	
	REL-11

	>Cell ID
	MP
	
	Cell ID 10.3.2.2
	
	REL-10

	>CPICH RSCP
	MP
	
	Integer(0..91)
	CPICH RSCP of the serving Cell, when available

In dBm. According to CPICH_RSCP_LEV in [19].

Thirty-six spare values are needed.
	REL-10

	>CPICH Ec/N0
	MP
	
	Integer(0..49)
	CPICH Ec/N0 of the serving Cell, when available

In dB. According to CPICH_Ec/No in [19].

Fourteen spare values are needed.
	REL-10

	Logged Measurements Intra Frequency Neighbouring Cells list
	OP
	1.. MaxnumLoggedMeas
	
	Measurements done on neighbouring cells
	REL-10

	>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	REL-10

	>CPICH RSCP
	MP
	
	Integer(0..91)
	In dBm. According to CPICH_RSCP_LEV in [19].

Thirty-six spare values are needed.
	REL-10

	>CPICH Ec/N0
	MP
	
	Integer(0..49)
	CPICH Ec/N0 of the serving Cell, when available

In dB. According to CPICH_Ec/No in [19].

Fourteen spare values are needed.
	REL-10

	Logged Measurements Inter Frequency list
	OP
	1.. MaxNumFDDFreqs
	
	Measurements done on neighbouring cells 
	REL-10

	>Frequency Info
	MP
	
	Frequency Info 10.3.6.36
	
	REL-10

	> Logged Measurements Inter-frequency Neighbouring Cells list
	MP
	1..MaxnumLoggedMeas
	
	
	REL-10

	>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	REL-10

	>>CPICH RSCP
	MP
	
	Integer(0..91)
	In dBm. According to CPICH_RSCP_LEV in [19].

Thirty-six spare values are needed.
	REL-10

	>>CPICH Ec/N0
	MP
	
	Integer(0..49)
	CPICH Ec/N0 of the serving Cell, when available

In dB. According to CPICH_Ec/No in [19].

Fourteen spare values are needed.
	REL-10

	Logged Measurements Inter-RAT Neighbour cells list
	OP
	
	
	
	REL-10

	>Logged Measurements E-UTRA frequency list
	OP
	1.. MaxNumEUTRAFreqs
	
	
	REL-10

	>>E-UTRA Carrier Frequency
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension" in the Logged Measurements E-UTRA frequency extension list.
	REL-10

	>> Logged Measurements E-UTRA Frequency Neighbours List
	MP
	1.. MaxnumLoggedMeas
	
	
	REL-10

	>>>Physical Cell Identity
	MP
	
	Integer (0..503)
	
	REL-10

	>>>RSRP
	MP
	
	Integer (0..97)
	RSRP is mapped to a value between 0 and 97 [36.133].
	REL-10

	>>>RSRQ
	MP
	
	Integer (0..33)
	RSRQ_00 to RSRQ_33 in [36.133] are mapped to the value between 0 and 33. RSRQ_34 in [36.133] is mapped to the value 33.
If the IE indicates a value of 0 and the RSRQ Extension IE is present, then the RSRQ for this instance should be read from the corresponding instance of IE "RSRQ extension", the range is from -30 to -1.

If the IE indicates a value of 33 and the RSRQ Extension IE is present, then the RSRQ for this instance should be read from the corresponding instance of IE "RSRQ extension", the range is from 35 to 46.
	REL-10

	>>>RSRQ Extension
	OP
	
	Integer (-30..46)
	RSRQ_-30 to RSRQ_-1 in [36.133] are mapped to the value between -30 and -1.

RSRQ_35 to RSRQ_46 in [36.133] are mapped to the value between 35 and 46.
	REL-12

	>>RSRQ Type
	OP
	
	
	
	REL-12

	>>>All Symbols
	MP
	
	BOOLEAN
	TRUE indicates use of all OFDM symbols when performing RSRQ measurements.
	REL-12

	>>>Wide band
	MP
	
	BOOLEAN
	TRUE indicates use of a wider bandwidth when performing RSRQ measurements.
	REL-12

	>Logged Measurements E-UTRA frequency extension list
	OP
	1.. MaxNumEUTRAFreqs
	
	
	REL-11

	>>EARFCN extension
	OP
	
	Integer (65535..262143)
	EARFCN of the downlink carrier frequency [64].
	REL-11

	>Logged Measurements GSM Neighbouring Cells list
	OP
	1.. MaxnumLoggedMeas
	
	
	REL-10

	>>BSIC
	MP
	
	BSIC 10.3.8.2
	
	REL-10

	>>Band indicator
	MP
	
	Enumerated (DCS 1800 band used, PCS 1900 band used)
	Indicates how to interpret the BCCH ARFCN
	REL-10

	>>BCCH ARFCN
	MP
	
	Integer (0..1023)
	[45]
	REL-10

	>>GSM carrier RSSI
	MP
	Bit string(6)
	RXLEV is mapped to a value between 0 and 63, [46].  When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.
	
	REL-10

	CHOICE GNSS UE Position
	OP
	
	
	The position of the UE when the measurement is made
	REL-10

	>Ellipsoid
	
	
	
	
	REL-10

	>>Ellipsoid point 
	MP
	
	Ellipsoid point 10.3.8.4a
	
	REL-10

	>Ellipsoid with altitude
	
	
	
	
	REL-10

	>>Ellipsoid point with altitude
	MP
	
	Ellipsoid point with altitude 10.3.8.4b
	
	REL-10

	>Ellipsoid with uncertainty  circle
	
	
	
	
	REL-11

	>>Ellipsoid point with uncertainty circle
	MP
	
	Ellipsoid point with uncertainty circle 10.3.8.4d
	
	REL-11

	>Ellipsoid with uncertainty ellipse
	
	
	
	
	REL-11

	>> Ellipsoid point with uncertainty ellipse
	MP
	
	Ellipsoid point with uncertainty ellipse 10.3.8.4e
	
	REL-11

	>Ellipsoid with altitude and uncertainty ellipsoid
	
	
	
	
	REL-11

	>>Ellipsoid point with altitude and uncertainty ellipsoid
	MP
	
	Ellipsoid point with altitude and uncertainty ellipsoid 10.3.8.4c
	
	REL-11


10.3.7.129a
Logged Connection Establishment Failure Info-FDD

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Access Information
	MP
	
	
	
	REL-11

	>Number Of RRC Msg Transmitted
	MP
	
	Integer (0..8)
	Number of times the RRC message is sent by the UE, e.g. after receiving ACK and AICH.
	REL-11

	Logged Measurements Failed Cell
	MP
	
	
	
	REL-11

	>Cell ID
	MP
	
	Cell ID 10.3.2.2
	
	REL-11

	>CPICH RSCP
	MP
	
	Integer(0..91)
	CPICH RSCP of the serving Cell, when available

In dBm. According to CPICH_RSCP_LEV in [19].

Thirty-six spare values are needed.
	REL-11

	>CPICH Ec/N0
	MP
	
	Integer(0..49)
	CPICH Ec/N0 of the serving Cell, when available

In dB. According to CPICH_Ec/No in [19].

Fourteen spare values are needed.
	REL-11

	Logged Measurements Intra Frequency Neighbouring Cells list
	OP
	1.. MaxnumLoggedMeas
	
	Measurements done on neighbouring cells
	REL-11

	>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	REL-11

	>CPICH RSCP
	MP
	
	Integer(0..91)
	In dBm. According to CPICH_RSCP_LEV in [19].

Thirty-six spare values are needed.
	REL-11

	>CPICH Ec/N0
	MP
	
	Integer(0..49)
	CPICH Ec/N0 of the serving Cell, when available

In dB. According to CPICH_Ec/No in [19].

Fourteen spare values are needed.
	REL-11

	Logged Measurements Inter Frequency list
	OP
	1.. MaxNumFDDFreqs
	
	Measurements done on neighbouring cells 
	REL-11

	>Frequency Info
	MP
	
	Frequency Info 10.3.6.36
	
	REL-11

	>Logged Measurements Inter-frequency Neighbouring Cells list
	MP
	1..MaxnumLoggedMeas
	
	
	REL-11

	>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	REL-11

	>>CPICH RSCP
	MP
	
	Integer(0..91)
	In dBm. According to CPICH_RSCP_LEV in [19].

Thirty-six spare values are needed.
	REL-11

	>>CPICH Ec/N0
	MP
	
	Integer(0..49)
	CPICH Ec/N0 of the serving Cell, when available

In dB. According to CPICH_Ec/No in [19].

Fourteen spare values are needed.
	REL-11

	Logged Measurements Inter-RAT Neighbour cells list
	OP
	
	
	
	REL-11

	>Logged Measurements E-UTRA frequency list
	OP
	1.. MaxNumEUTRAFreqs
	
	
	REL-11

	>>E-UTRA Carrier Frequency
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension" in the Logged Measurements E-UTRA frequency extension list.
	REL-11

	>>Logged Measurements E-UTRA Frequency Neighbours List
	MP
	1.. MaxnumLoggedMeas
	
	
	REL-11

	>>>Physical Cell Identity
	MP
	
	Integer (0..503)
	
	REL-11

	>>>RSRP
	MP
	
	Integer (0..97)
	RSRP is mapped to a value between 0 and 97 [36.133].
	REL-11

	>>>RSRQ
	MP
	
	Integer (0..33)
	RSRQ_00 to RSRQ_33 in [36.133] are mapped to the value between 0 and 33. RSRQ_34 in [36.133] is mapped to the value 33.
If the IE indicates a value of 0 and the RSRQ Extension IE is present, then the RSRQ for this instance should be read from the corresponding instance of IE "RSRQ extension", the range is from -30 to -1.

If the IE indicates a value of 33 and the RSRQ Extension IE is present, then the RSRQ for this instance should be read from the corresponding instance of IE "RSRQ extension", the range is from 35 to 46.
	REL-11

	>>>RSRQ Extension
	OP
	
	Integer (-30..46)
	RSRQ_-30 to RSRQ_-1 in [36.133] are mapped to the value between -30 and -1.

RSRQ_35 to RSRQ_46 in [36.133] are mapped to the value between 35 and 46.
	REL-12

	>>RSRQ Type
	OP
	
	
	
	REL-12

	>>>All Symbols
	MP
	
	BOOLEAN
	TRUE indicates use of all OFDM symbols when performing RSRQ measurements.
	REL-12

	>>>Wide band
	MP
	
	BOOLEAN
	TRUE indicates use of a wider bandwidth when performing RSRQ measurements.
	REL-12

	>Logged Measurements E-UTRA frequency extension  list
	OP
	1.. MaxNumEUTRAFreqs
	
	
	REL-11

	>>EARFCN extension
	OP
	
	Integer (65535..262143)
	EARFCN of the downlink carrier frequency [64].
	REL-11

	>Logged Measurements GSM Neighbouring Cells list
	OP
	1.. MaxnumLoggedMeas
	
	
	REL-11

	>>BSIC
	MP
	
	BSIC 10.3.8.2
	
	REL-11

	>>Band indicator
	MP
	
	Enumerated (DCS 1800 band used, PCS 1900 band used)
	Indicates how to interpret the BCCH ARFCN
	REL-11

	>>BCCH ARFCN
	MP
	
	Integer (0..1023)
	[45]
	REL-11

	>>GSM carrier RSSI
	MP
	Bit string(6)
	RXLEV is mapped to a value between 0 and 63, [46].  When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.
	
	REL-11

	Location Information
	OP
	
	
	The position of the UE when the measurement is made
	REL-11

	>CHOICE Location
	MP
	
	
	
	REL-11

	>>Ellipsoid
	
	
	
	
	REL-11

	>>>Ellipsoid point 
	MP
	
	Ellipsoid point 10.3.8.4a
	
	REL-11

	>>Ellipsoid with altitude
	
	
	
	
	REL-11

	>>>Ellipsoid point with altitude
	MP
	
	Ellipsoid point with altitude 10.3.8.4b
	
	REL-11

	>>Ellipsoid with uncertainty  circle
	
	
	
	
	REL-11

	>>>Ellipsoid point with uncertainty circle
	MP
	
	Ellipsoid point with uncertainty circle 10.3.8.4d
	
	REL-11

	>>Ellipsoid with uncertainty ellipse
	
	
	
	
	REL-11

	>>>Ellipsoid point with uncertainty ellipse
	MP
	
	Ellipsoid point with uncertainty ellipse 10.3.8.4e
	
	REL-11

	>>Ellipsoid with altitude and uncertainty ellipsoid
	
	
	
	
	REL-11

	>>>Ellipsoid point with altitude and uncertainty ellipsoid
	MP
	
	Ellipsoid point with altitude and uncertainty ellipsoid 10.3.8.4c
	
	REL-11

	>Horizontal velocity
	OP
	
	Horizontal velocity 10.3.8.4h
	
	REL-11


10.3.7.130
Logged Measurement Info-TDD

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Relative Time Stamp
	MP
	
	INTEGER (0..7200)
	Indicates the time of logging measurement results, measured relative to the Absolute Time Info, in seconds.
	REL-10

	Logged Measurements Serving Cell
	MP
	
	
	
	REL-10

	> PLMN Identity
	MP
	
	PLMN Identity

10.3.1.11
	
	REL-11

	>Cell ID
	MP
	
	Cell ID 10.3.2.2
	
	REL-10

	>Primary CCPCH RSCP
	MP
	
	Integer(0..91)
	In dBm.

According to P-CCPCH_RSCP_LEV in [19] and [20].

Thirty-six spare values are needed.
	REL-10

	Logged Measurements Intra Frequency list
	OP
	1.. MaxnumLoggedMeas
	
	Measurements done on neighbouring cells 
	REL-10

	>Cell parameters Id
	MP
	
	Cell parameters Id 10.3.6.9
	
	REL-10

	>Primary CCPCH RSCP
	MP
	
	Integer(0..91)
	In dBm. 

According to P-CCPCH_RSCP_LEV in [19] and [20].

Thirty-six spare values are needed.
	REL-10

	Logged Measurements Inter Frequency Neighbouring Cells list
	OP
	1.. MaxNumTDDFreqs
	
	Measurements done on neighbouring cells 
	REL-10

	>Frequency Info
	MP
	
	Frequency Info 10.3.6.36
	
	REL-10

	>Logged Measurements Inter-frequency Neighbouring Cells list
	MP
	1.. MaxnumLoggedMeas
	
	
	REL-10

	>>Cell parameters Id
	MP
	
	Cell parameters Id 10.3.6.9
	
	REL-10

	>>Primary CCPCH RSCP
	MP
	
	Integer(0..91)
	In dBm.

According to P-CCPCH_RSCP_LEV in [19] and [20].

Thirty-six spare values are needed.
	REL-10

	Logged Measurements Inter-RAT Neighbour cells list
	OP
	
	
	
	REL-10

	 >Logged Measurements E-UTRA frequency list
	OP
	1.. MaxNumEUTRAFreqs
	
	
	REL-10

	>>E-UTRA Carrier Frequency
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension" in the Logged Measurements E-UTRA frequency extension list.
	REL-10

	>>Logged Measurements E-UTRA Frequency Neighbours List
	MP
	1.. MaxnumLoggedMeas
	
	
	REL-10

	>>>Physical Cell Identity
	MP
	
	Integer (0..503)
	
	REL-10

	>>>RSRP
	MP
	
	Integer (0..97)
	RSRP is mapped to a value between 0 and 97 [36.133].
	REL-10

	>>>RSRQ
	MP
	
	Integer (0..33)
	RSRQ_00 to RSRQ_33 in [36.133] are mapped to the value between 0 and 33. RSRQ_34 in [36.133] is mapped to the value 33.
If the IE indicates a value of 0 and the RSRQ Extension IE is present, then the RSRQ for this instance should be read from the corresponding instance of IE "RSRQ extension", the range is from -30 to -1.

If the IE indicates a value of 33 and the RSRQ Extension IE is present, then the RSRQ for this instance should be read from the corresponding instance of IE "RSRQ extension", the range is from 35 to 46.
	REL-10

	>>>RSRQ Extension
	OP
	
	Integer (-30..46)
	RSRQ_-30 to RSRQ_46 in [36.133] are mapped to the value between -30 and 46.
	REL-12

	>>RSRQ Type
	OP
	
	
	
	REL-12

	>>>All Symbols
	MP
	
	BOOLEAN
	TRUE indicates use of all OFDM symbols when performing RSRQ measurements.
	REL-12

	>>>Wide band
	MP
	
	BOOLEAN
	TRUE indicates use of a wider bandwidth when performing RSRQ measurements.
	REL-12

	>Logged Measurements E-UTRA frequency extension list
	OP
	1.. MaxNumEUTRAFreqs
	
	
	REL-11

	>>EARFCN extension
	OP
	
	Integer (65536..262143)
	EARFCN of the downlink carrier frequency [64].
	REL-11

	>Logged Measurements GSM Neighbouring Cells list
	OP
	1.. MaxnumLoggedMeas
	
	
	REL-10

	>>BSIC
	MP
	
	BSIC 10.3.8.2
	
	REL-10

	>>Band indicator
	MP
	
	Enumerated (DCS 1800 band used, PCS 1900 band used)
	Indicates how to interpret the BCCH ARFCN
	REL-10

	>>BCCH ARFCN
	MP
	
	Integer (0..1023)
	[45]
	REL-10

	>>GSM carrier RSSI
	MP
	Bit string(6)
	RXLEV is mapped to a value between 0 and 63, [46].  When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.
	
	REL-10

	CHOICE GNSS UE Position
	OP
	
	
	The position of the UE when the measurement is made
	REL-10

	>Ellipsoid
	
	
	
	
	REL-10

	>>Ellipsoid point 
	MP
	
	Ellipsoid point 10.3.8.4a
	
	REL-10

	>Ellipsoid with altitude
	
	
	
	
	REL-10

	>>Ellipsoid point with altitude
	MP
	
	Ellipsoid point with altitude 10.3.8.4b
	
	REL-10

	>Ellipsoid with uncertainty circle
	
	
	
	
	REL-11

	>>Ellipsoid point with uncertainty circle
	MP
	
	Ellipsoid point with uncertainty circle 10.3.8.4d
	
	REL-11

	>Ellipsoid with uncertainty ellipse
	
	
	
	
	REL-11

	>> Ellipsoid point with uncertainty ellipse
	MP
	
	Ellipsoid point with uncertainty ellipse 10.3.8.4e
	
	REL-11

	>Ellipsoid with altitude and uncertainty ellipsoid
	
	
	
	
	REL-11

	>>Ellipsoid point with altitude and uncertainty ellipsoid
	MP
	
	Ellipsoid point with altitude and uncertainty ellipsoid 10.3.8.4c
	
	REL-11


10.3.7.130a
Logged Connection Establishment Failure Info-TDD

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Access Information
	MP
	
	
	
	REL-11

	>Number Of RRC Msg Transmitted
	MP
	
	Integer (0..8)
	Number of times the RRC message is sent by the UE, e.g. after receiving FPACH.
	REL-11

	>FPACH Received
	MP
	
	BOOLEAN
	TRUE indicates that FPACH has been successfully received at least once. 
	REL-11

	>E-RUCCH Failure
	OP
	
	BOOLEAN
	TRUE indicates the failure  of the E-RUCCH transmission has been detected  
	REL-11

	Logged Measurements Failed Cell
	MP
	
	
	
	REL-11

	>Cell ID
	MP
	
	Cell ID 10.3.2.2
	
	REL-11

	>Primary CCPCH RSCP
	MP
	
	Integer(0..91)
	In dBm.

According to P-CCPCH_RSCP_LEV in [19] and [20].

Thirty-six spare values are needed.
	REL-11

	Logged Measurements Intra Frequency Cells list
	OP
	1.. MaxnumLoggedMeas
	
	Measurements done on neighbouring cells 
	REL-11

	>Cell parameters Id
	MP
	
	Cell parameters Id 10.3.6.9
	
	REL-11

	>Primary CCPCH RSCP
	MP
	
	Integer(0..91)
	In dBm. 

According to P-CCPCH_RSCP_LEV in [19] and [20].

Thirty-six spare values are needed.
	REL-11

	Logged Measurements Inter Frequency Neighbouring Cells list
	OP
	1.. MaxNumTDDFreqs
	
	Measurements done on neighbouring cells 
	REL-11

	>Frequency Info
	MP
	
	Frequency Info 10.3.6.36
	
	REL-11

	>Logged Measurements Inter-frequency Neighbouring Cells list
	MP
	1.. MaxnumLoggedMeas
	
	
	REL-11

	>>Cell parameters Id
	MP
	
	Cell parameters Id 10.3.6.9
	
	REL-11

	>>Primary CCPCH RSCP
	MP
	
	Integer(0..91)
	In dBm.

According to P-CCPCH_RSCP_LEV in [19] and [20].

Thirty-six spare values are needed.
	REL-11

	Logged Measurements Inter-RAT Neighbour cells list
	OP
	
	
	
	REL-11

	>Logged Measurements E-UTRA frequency list
	OP
	1.. MaxNumEUTRAFreqs
	
	
	REL-11

	>>E-UTRA Carrier Frequency
	MP
	
	Integer (0..65535)
	EARFCN of the downlink carrier frequency [64]. If the IE indicates a value of 65535, then the EARFCN for this instance should be read from the corresponding instance of IE "EARFCN extension" in the Logged Measurements E-UTRA frequency extension list.
	REL-11

	>>Logged Measurements E-UTRA Frequency Neighbours List
	MP
	1.. MaxnumLoggedMeas
	
	
	REL-11

	>>>Physical Cell Identity
	MP
	
	Integer (0..503)
	
	REL-11

	>>>RSRP
	MP
	
	Integer (0..97)
	RSRP is mapped to a value between 0 and 97 [36.133].
	REL-11

	>>>RSRQ
	MP
	
	Integer (0..33)
	RSRQ_00 to RSRQ_33 in [36.133] are mapped to the value between 0 and 33. RSRQ_34 in [36.133] is mapped to the value 33.
If the IE indicates a value of 0 and the RSRQ Extension IE is present, then the RSRQ for this instance should be read from the corresponding instance of IE "RSRQ extension", the range is from -30 to -1.

If the IE indicates a value of 33 and the RSRQ Extension IE is present, then the RSRQ for this instance should be read from the corresponding instance of IE "RSRQ extension", the range is from 35 to 46.
	REL-11

	>>>RSRQ Extension
	OP
	
	Integer (-30..46)
	RSRQ_-30 to RSRQ_46 in [36.133] are mapped to the value between -30 and 46.
	REL-12

	>>RSRQ Type
	OP
	
	
	
	REL-12

	>>>All Symbols
	MP
	
	BOOLEAN
	TRUE indicates use of all OFDM symbols when performing RSRQ measurements.
	REL-12

	>>>Wide band
	MP
	
	BOOLEAN
	TRUE indicates use of a wider bandwidth when performing RSRQ measurements.
	REL-12

	>Logged Measurements E-UTRA frequency extension list
	OP
	1.. MaxNumEUTRAFreqs
	
	
	REL-11

	>>EARFCN extension
	OP
	
	Integer (65536..262143)
	EARFCN of the downlink carrier frequency [64].
	REL-11

	>Logged Measurements GSM Neighbouring Cells list
	OP
	1.. MaxnumLoggedMeas
	
	
	REL-11

	>>BSIC
	MP
	
	BSIC 10.3.8.2
	
	REL-11

	>>Band indicator
	MP
	
	Enumerated (DCS 1800 band used, PCS 1900 band used)
	Indicates how to interpret the BCCH ARFCN
	REL-11

	>>BCCH ARFCN
	MP
	
	Integer (0..1023)
	[45]
	REL-11

	>>GSM carrier RSSI
	MP
	Bit string(6)
	RXLEV is mapped to a value between 0 and 63, [46].  When mapping the RXLEV value to the RSSI bit string, the first/leftmost bit of the bit string contains the most significant bit.
	
	REL-11

	Location Information
	OP
	
	
	The position of the UE when the measurement is made
	REL-11

	>CHOICE Location
	MP
	
	
	
	REL-11

	>>Ellipsoid
	
	
	
	
	REL-11

	>>>Ellipsoid point 
	MP
	
	Ellipsoid point 10.3.8.4a
	
	REL-11

	>>Ellipsoid with altitude
	
	
	
	
	REL-11

	>>>Ellipsoid point with altitude
	MP
	
	Ellipsoid point with altitude 10.3.8.4b
	
	REL-11

	>Ellipsoid with uncertainty  circle
	
	
	
	
	REL-11

	>>Ellipsoid point with uncertainty circle
	MP
	
	Ellipsoid point with uncertainty circle 10.3.8.4d
	
	REL-11

	>Ellipsoid with uncertainty ellipse
	
	
	
	
	REL-11

	>>Ellipsoid point with uncertainty ellipse
	MP
	
	Ellipsoid point with uncertainty ellipse 10.3.8.4e
	
	REL-11

	>Ellipsoid with altitude and uncertainty ellipsoid
	
	
	
	
	REL-11

	>>Ellipsoid point with altitude and uncertainty ellipsoid
	MP
	
	Ellipsoid point with altitude and uncertainty ellipsoid 10.3.8.4c
	
	REL-11

	>Horizontal velocity
	OP
	
	Horizontal velocity 10.3.8.4h
	
	REL-11


[… Next change…]
11.3
Information element definitions

[… Next change…]
RSCPforANR ::= SEQUENCE {

rSCP 







INTEGER (-120..-25)




OPTIONAL
}

RsrqType ::=





SEQUENCE{

allSymbols






BOOLEAN,


wideBand






BOOLEAN

}




SatData ::=






SEQUENCE{


satID







SatID,


iode







IODE

}

