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6.2.1.4
Inter-RAT PLMN Selection / Selection of correct RAT from the OPLMN list / Manual mode

6.2.1.4.1
Test Purpose (TP)

(1)

with { UE in Manual network selection mode and OPLMN cells available on E-UTRAN and GERAN}

ensure that {

  when { the USER selects an OPLMN}

    then { UE selects a the highest priority RAT for the OPLMN and UE attempts to attach on the selected cell and when successfully registered indicates the PLMN to the user. }

            }

(2)

with { UE in Manual network selection mode and OPLMN cells available on E-UTRAN and GERAN}

ensure that {

  when { the USER selects an OPLMN and RAT combination}

    then {UE attempts to attach on the selected OPLMN and RAT combination and when successfully registered indicates the PLMN to the user. }

            }

6.2.1.4.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 23.122 clauses 4.4.3.1.2.

[TS 23.122, clause 4.4.3.1.2]

The MS indicates whether there are any PLMNs, which are available using all supported access technologies. This includes PLMNs in the "forbidden PLMNs" list and PLMNs which only offer services not supported by the MS. An MS which supports GSM COMPACT shall also indicate GSM COMPACT PLMNs (which use PBCCH).

If displayed, PLMNs meeting the criteria above are presented in the following order:

i)-
either the HPLMN (if the EHPLMN list is not present or is empty) or, if one or more of the EHPLMNs are available then based on an optional data field on the SIM either only the highest priority available EHPLMN is to be presented to the user or all available EHPLMNs are presented to the user in priority order. If the data field is not present on the SIM, then only the highest priority available EHPLMN is presented;

ii)-
PLMN/access technology combinations contained in the " User Controlled PLMN Selector with Access Technology " data file in the SIM (in priority order);

iii)- PLMN/access technology combinations contained in the "Operator Controlled PLMN Selector with Access Technology" data file in the SIM (in priority order);

iv)- other PLMN/access technology combinations with received high quality signal in random order;

v)-
other PLMN/access technology combinations in order of decreasing signal quality.

…

The user may select his desired PLMN and the MS then initiates registration on this PLMN using the access technology chosen by the user for that PLMN or using the highest priority available access technology for that PLMN, if the associated access technologies have a priority order. (This may take place at any time during the presentation of PLMNs). For such a registration, the MS shall ignore the contents of the "forbidden LAs for roaming", "forbidden TAs for roaming", "forbidden LAs for regional provision of service", "forbidden TAs for regional provision of service", "forbidden PLMNs for GPRS service" and "forbidden PLMNs" lists.

NOTE 1:
It is an MS implementation option whether to indicate access technologies to the user. If the MS does display access technologies, then the access technology selected by the user is only used for initial registration on the selected PLMN. If the MS does not display access technologies, then the access technology chosen for a particular PLMN should be the highest priority available access technology for that PLMN, if the associated access technologies have a priority order, and is only used for initial registration.

6.2.1.4.3
Test description

6.2.1.4.3.1
Pre-test conditions

System Simulator

· 3 cells are used:  2 cells belong to E-UTRAN and 1 cell belongs to GERAN. The cells are configured as specified in TS 36.508 clause 4.4.1.4 and Table 4.4.2-2.

UE

· The HPLMN is PLMN1.

Table 6.2.1.4.3.1–1: USIM configuration

	USIM field
	Priority
	Value
	Access technology
	Comment

	EFOPLMNwAcT
	1
	PLMN2
	E-UTRAN
	

	
	2
	PLMN2
	GERAN
	

	
	3
	PLMN2
	UTRAN
	

	
	4
	PLMN13
	E-UTRAN
	


Preamble

· The UE is equipped with a USIM with default settings except for the ones specified in table 6.2.1.4.3.1–1 then the UE is attached to PLMN1 and the UE is set to Manual PLMN selection mode before it is switched off.

-
Cell levels are set according to row T0 of table 6.2.1.4.3.2-2.

6.2.1.4.3.2
Test procedure sequence

Tables 6.2.1.4.3.2 – 1 and 2 show the cell configurations used during the test. The configuration T0 indicates the initial conditions after preamble. Cell powers for the E-UTRAN cell are defined in  TS 36.508 Table 6.2.2.1-1 and cell powers for the  GERAN cell are defined in TS 36.508 Table 6.2.2.1-1.

Table 6.2.1.4.3.2-1: Cell PLMN identities
	Cell
	PLMN name

	1
	PLMN2

	12
	PLMN13

	24
	PLMN2


Table 6.2.1.4.3.2-2: Time instances of cell power level and parameter changes
	
	Parameter name
	Unit
	Cell 1
	Cell 12*
	Cell 24

	T0
	RS EPRE
	dBm/15kHz
	Serving cell
	Serving cell
	

	
	RF Signal Level
	dBm
	
	
	Serving cell

	*Only minimum uplink cell configuration required (See 6.3.3.2 in 36.508)


Table 6.2.1.4.3.2-3: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	The UE is switched on.
	-
	-
	-
	-

	2
	Make the UE display the list of available PLMNs.
	-
	-
	-
	-

	3
	Void
	-
	-
	-
	-

	4
	Void
	-
	-
	-
	-

	5-19
	Void
	-
	-
	-
	-

	20
	Void
	-
	-
	-
	-

	-
	EXCEPTION: Steps 21a1 to 21b18 describe behaviour that depends on UE capabilities; the "lower case letter" identifies a step sequence that takes place if the condition is met.
	-
	-
	-
	-

	21a1
	IF pc_Available_PLMNs_AcT_Ind (Support of Access Technology Indication in available PLMNs list)

THEN

PLMN2 (GERAN) is selected
	-
	-
	-
	-

	21a2
	The UE completes the registration procedure on GERAN cell 24 as specified in TS 51.010-1 clause 41.2.8.1.1.
	-
	-
	-
	-

	21a3
	Check: Is PLMN2 indicated by the UE as the PLMN on which the UE is registered?
	-
	-
	2
	P

	21b1
	ELSE (No Access Technology shown to the User)

PLMN2 is selected
	
	
	
	

	21b2
	Check: Does the UE send an RRCConnectionRequest on cell 1?
	-->
	RRCConnectionRequest
	1
	P

	21b3-21b17
	The UE performs Steps 3-17 of the registration procedure described in TS 36.508 table 4.5.2.3-1.
	-
	-
	-
	-

	21b18
	Check: Is PLMN2 indicated by the UE as the PLMN on which the UE is registered?
	-
	-
	1
	P


6.2.1.4.3.3
Specific message contents

Table 6.2.1.4.3.3-1: Serving Cell Priority Parameters Description struct of SI2Quater for Cell 24 

	Derivation Path: 36.508 table 4.4.5-1

	Information Element
	Value/remark
	Comment
	Condition

	Serving Cell Priority Parameters Description::= {

	
	
	

	GERAN_PRIORITY
	5
	
	

	THRESH_Priority_Search
	0
	
	

	}
	
	
	



