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7.3A.4.4.1
Initial conditions

Same as in clause 7.3A.1.4.1 with the following exceptions:

-
Instead of Table 7.3A.1.4.1-1( use Table 7.3A.4.4.1-1.
-
Instead of clause 7.3A.1.4.3 use clause 7.3A.3.4.3.

Table 7.3A.4.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 36.508[7] subclause 4.1
	NC, TL/VL, TL/VH, TH/VL, TH/VH

	Test Frequencies as specified in TS36.508 [7] subclause 4.3.1 for different CA bandwidth classes, and PCC and SCCs are mapped onto physical frequencies according to Table 7.1-2.
	A: N/A (Range is not relevant)

	Test CC Combination setting (NRB_agg) as specified in subclause 5.4.2A.1 for the CA Configuration across bandwidth combination sets supported by the UE.
	Refer to test point

Test only test points with

PCC: Highest NRB , SCC: Lowest NRB, Highest NRB

	Test Parameters for CA Configurations

	ID
	CA Configuration / NRB_agg
	Wgap
[MHz]
	DL Allocation
	UL Allocation

	
	PCC
NRB
	SCCs NRB
	
	CC MOD
	PCC & SCC
RB allocation
	CC MOD
	PCC NRB_alloc for PCC measurement

(LCRB @ RBstart)
	CC MOD
	PCC NRB_alloc for SCC measurement

(LCRB @ RBstart)

	Test Parameters for CA_2A-2A Configurations

	1
	100
	25
	35
	QPSK
	100+25
	QPSK
	P_50@50
	QPSK
	P_16@57

	2
	100
	100
	20
	QPSK
	100+100
	QPSK
	P_50@50
	QPSK
	P_16@57

	Test Parameters for CA_3A-3A Configurations

	3
	100
	25
	50
	QPSK
	100+25
	QPSK
	P_50@50
	QPSK
	P_16@50

	4
	100
	25
	15
	QPSK
	100+25
	QPSK
	P_50@50
	QPSK
	P_32@68

	5
	100
	100
	35
	QPSK
	100+100
	QPSK
	P_50@50
	QPSK
	P_16@50

	Test Parameters for CA_4A-4A Configurations

	6
	100
	25
	20
	QPSK
	100+25
	QPSK
	P_100@0
	QPSK
	P_100@0

	7
	100
	100
	5
	QPSK
	100+100
	QPSK
	P_100@0
	QPSK
	P_100@0

	Test Parameters for CA_7A-7A Configurations

	8
	100
	75
	35
	QPSK
	100+75
	QPSK
	P_75@25
	QPSK
	P_36@64

	9
	100
	75
	15
	QPSK
	100+75
	QPSK
	P_75@25
	QPSK
	P_50@50

	10
	100
	100
	30
	QPSK
	100+100
	QPSK
	P_75@25
	QPSK
	P_32@68

	11
	100
	100
	15
	QPSK
	100+100
	QPSK
	P_75@25
	QPSK
	P_45@55

	Test Parameters for CA_23A-23A Configurations

	12
	50
	25
	5
	QPSK
	50+25
	QPSK
	P_50@0
	QPSK
	P_50@0

	Test Parameters for CA_25A-25A Configurations

	13
	50
	25
	50
	QPSK
	50+25
	QPSK
	P_50@0
	QPSK
	P_10@33

	14
	50
	25
	15
	QPSK
	50+25
	QPSK
	P_50@0
	QPSK
	P_32@18

	15
	50
	50
	45
	QPSK
	50+50
	QPSK
	P_50@0
	QPSK
	P_10@33

	16
	50
	50
	10
	QPSK
	50+50
	QPSK
	P_50@0
	QPSK
	P_32@18

	17
	100
	25
	40
	QPSK
	100+25
	QPSK
	P_50@50
	QPSK
	P_12@62

	18
	100
	100
	25
	QPSK
	100+100
	QPSK
	P_50@50
	QPSK
	P_12@62

	Test Parameters for CA_41A-41A Configurations

	19
	100
	25
	169
	QPSK
	100+25
	QPSK
	P_100@0
	QPSK
	P_100@0

	20
	100
	50
	164
	QPSK
	100+50
	QPSK
	P_100@0
	QPSK
	P_100@0

	21
	100
	100
	154
	QPSK
	100+100
	QPSK
	P_100@0
	QPSK
	P_100@0

	Test Parameters for CA_42A-42A Configurations

	22
	100
	25
	175
	QPSK
	100+25
	QPSK
	P_100@0
	QPSK
	P_100@0

	23
	100
	100
	160
	QPSK
	100+100
	QPSK
	P_100@0
	QPSK
	P_100@0

	Note 1:
CA Configuration Test CC Combination settings are checked separately for each CA Configuration, which applicable aggregated channel bandwidths are specified in Table 5.4.2A.1-3.

Note 2:
The carrier centre frequency of PCC in the UL operating band is configured closer to the DL operating band.


7.3A.4.4.2
Test procedure
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