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4.2
RRM conformance test cases
Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]
	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	Number of TC Executions
	Release on other RAT

	E-UTRAN RRC_IDLE State Mobility

	4.2.1
	E-UTRAN FDD - FDD cell re-selection intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	4.2.2
	E-UTRAN TDD - TDD cell re-selection intra frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	4.2.3
	E-UTRAN FDD - FDD cell re-selection inter frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	4.2.4
	E-UTRAN FDD - TDD cell re-selection inter frequency case
	Rel-9
	C03
	UE supporting E-UTRA FDD and E-UTRA TDD
	
	

	4.2.5
	E-UTRAN TDD - FDD cell re-selection inter frequency case
	Rel-9
	C03
	UE supporting E-UTRA FDD and E-UTRA TDD
	
	

	4.2.6
	E-UTRAN TDD - TDD cell re-selection inter frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	4.2.7
	E-UTRAN FDD – FDD Inter frequency case in the existence of non-allowed CSG cell
	Rel-9
	C01
	UE supporting E-UTRA FDD
	
	

	4.2.8
	E-UTRAN TDD – TDD Inter frequency case in the existence of non-allowed CSG cell
	Rel-9
	C02
	UE supporting E-UTRA TDD
	
	

	4.2.9
	E-UTRAN FDD-FDD intra-frequency Cell Re-selection case for 5MHz bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA Band 31
	
	

	4.3.1.1
	E-UTRA FDD - UTRAN FDD cell re-selection
	Rel-8
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	

	4.3.1.2
	E-UTRA FDD - UTRAN FDD cell re-selection: UTRA FDD is of lower priority
	Rel-8
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	

	4.3.1.3
	E-UTRAN FDD - UTRAN FDD cell re-selection in fading propagation conditions: UTRA FDD is of lower priority
	Rel-8
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	

	4.3.1.4
	E-UTRAN FDD - UTRAN FDD cell re-selection: UTRA FDD is of lower priority for 5MHz bandwidth
	Rel-8
	C53
	UE supporting E-UTRA FDD and only E-UTRA Band 31 and UTRA FDD
	
	

	4.3.2
	E-UTRAN FDD - UTRAN TDD cell re-selection
	Rel-8
	C06
	UE supporting E-UTRA FDD and UTRA TDD
	
	Rel-9 UTRA TDD

	4.3.3
	E-UTRAN TDD - UTRAN FDD cell re-selection
	Rel-8
	C07
	UE supporting E-UTRA TDD and UTRA FDD
	
	

	4.3.4.1
	E-UTRA TDD - UTRAN TDD cell re-selection
	Rel-8
	C05
	UE supporting E-UTRA TDD and UTRA TDD
	
	Rel-9 UTRA TDD

	4.3.4.2
	E-UTRAN TDD - UTRAN TDD cell re-selection: UTRA is of lower priority
	Rel-8
	C05
	UE supporting E-UTRA TDD and UTRA TDD
	
	Rel-9 UTRA TDD

	4.3.4.3
	EUTRA TDD-UTRA TDD cell reselection in fading propagation conditions: UTRA TDD is of lower priority
	Rel-8
	C05
	UE supporting E-UTRA TDD and UTRA TDD
	
	Rel-9 UTRA TDD

	4.4.1
	E-UTRAN FDD - GSM cell re-selection
	Rel-8
	C08
	UE supporting E-UTRA FDD and GSM 
	
	

	4.4.2
	E-UTRAN TDD - GSM cell re-selection
	Rel-8
	C09
	UE supporting E-UTRA TDD and GSM
	
	

	4.5.1.1
	E-UTRAN FDD - HRPD Cell re-selection: HRPD is of lower priority
	Rel-8
	C10
	UE supporting E-UTRA FDD and cdma2000 HRPD
	
	

	4.5.2.1
	E-UTRAN TDD - HRPD Cell Reselection: HRPD is of Lower Priority
	Rel-9
	C34
	UE supporting E-UTRA TDD and cdma2000 HRPD
	
	

	4.6.1.1
	E-UTRAN FDD - cdma2000 1xRTT Cell re-selection: cdma2000 1x is of lower priority
	Rel-8
	C11
	UE supporting E-UTRA FDD and cdma2000 1xRTT 
	
	

	4.6.2.1
	E-UTRAN TDD-cdma2000 1X Cell Reselection: cdma2000 1X is of Lower Priority
	Rel-9
	C35
	UE supporting E-UTRA TDD and cdma2000 1xRTT 
	
	

	E-UTRAN RRC_CONNECTED State Mobility

	5.1.1
	E-UTRAN FDD - FDD Handover intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	5.1.2
	E-UTRAN TDD - TDD Handover intra frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	5.1.3
	E-UTRAN FDD - FDD Handover inter frequency case
	Rel-8
	C01d
	UE supporting E-UTRA FDD and Feature Group Indicators 5, 13 and 25
	
	

	5.1.4
	E-UTRAN TDD - TDD Handover inter frequency case
	Rel-8
	C02d
	UE supporting E-UTRA TDD and Feature Group Indicators 5, 13 and 25
	
	

	5.1.5
	E-UTRAN FDD - FDD inter frequency handover: unknown target cell
	Rel-8
	C01a
	UE supporting E-UTRA FDD and Feature Group Indicators 13 and 25
	
	

	5.1.6
	E-UTRAN TDD-TDD inter frequency handover: unknown target cell
	Rel-8
	C02a
	UE supporting E-UTRA TDD and Feature Group Indicators 13 and 25
	
	

	5.1.7
	E-UTRAN FDD – TDD handover inter frequency case
	Rel-9
	C21
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicators 5, 25 and 30
	
	

	5.1.8
	E-UTRAN TDD – FDD handover inter frequency case
	Rel-9
	C21
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicators 5, 25 and 30
	
	

	5.1.9
	E-UTRAN FDD-FDD Intra frequency handover for 5MHz bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA Band 31
	
	

	5.2.1
	E-UTRAN FDD - UTRAN FDD handover
	Rel-8
	C04a
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicators 8 and 22
	
	

	5.2.2
	E-UTRAN TDD - UTRAN FDD handover
	Rel-8
	C07a
	UE supporting E-UTRA TDD and UTRA FDD and Feature Group Indicators 8 and 22
	
	

	5.2.3
	E-UTRAN FDD - GSM handover
	Rel-8
	C08e
	UE supporting E-UTRA FDD and GSM and Feature Group Indicators 9, 15 and 23
	
	

	5.2.4
	E-UTRAN TDD - UTRAN TDD handover
	Rel-8
	C05a
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicators 8 and 22
	
	Rel-9 UTRA TDD

	5.2.5
	E-UTRAN FDD - UTRAN TDD handover
	Rel-8
	C06a
	UE supporting E-UTRA FDD and UTRA TDD and Feature Group Indicators 8 and 22
	
	Rel-9 UTRA TDD

	5.2.6
	E-UTRA TDD - GSM handover
	Rel-8
	C09f
	UE supporting E-UTRA FDD and GSM and Feature Group Indicators 9, 15 and 23
	
	

	5.2.7
	E-UTRAN FDD - UTRAN FDD handover: unknown target cell
	Rel-8
	C04a
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicators 8 and 22
	
	

	5.2.8
	E-UTRAN FDD - GSM handover: unknown target cell
	Rel-8
	C08a
	UE supporting E-UTRA FDD and GSM and Feature Group Indicators 9 and 23
	
	

	5.2.9
	E-UTRAN TDD - GSM handover: unknown target cell
	Rel-8
	C09b
	UE supporting E-UTRA TDD and GSM and Feature Group Indicators 9 and 23
	
	

	5.2.10
	E-UTRAN TDD - UTRAN TDD handover: unknown target cell
	Rel-8
	C05a
	UE supporting E-UTRA FDD and UTRA TDD and Feature Group Indicators 8 and 22
	
	Rel-9 UTRA TDD

	5.2.11
	E-UTRAN FDD - UTRAN FDD handover for 5MHz Bandwidth
	Rel-8
	C54
	UE supporting E-UTRA FDD and only E-UTRA Band 31 and UTRA FDD and Feature Group Indicators 8 and 22
	
	

	5.3.1
	E-UTRAN FDD - HRPD Handover
	Rel-8
	C10a
	UE supporting E-UTRA FDD and cdma2000 HRPD and Feature Group Indicators 12 and 26
	
	

	5.3.2
	E-UTRAN FDD - cdma2000 1xRTT handover
	Rel-8
	C11a
	UE supporting E-UTRA FDD and cdma2000 1xRTT and Feature Group Indicators 11 and 24
	
	

	5.3.3
	E-UTRAN FDD - HRPD handover: unknown target cell
	Rel-8
	C10a
	UE supporting E-UTRA FDD and cdma2000 HRPD and Feature Group Indicators 12 and 26
	
	

	5.3.4
	E-UTRAN FDD - cdma2000 1xRTT handover: unknown target cell
	Rel-8
	C11a
	UE supporting E-UTRA FDD and cdma2000 1xRTT and Feature Group Indicators 11 and 24
	
	

	5.3.5
	E-UTRAN TDD-HRPD Handover
	Rel-9
	C10a
	UE supporting E-UTRA FDD and HRPD and Feature Group Indicators 12 and 26.
	
	

	5.3.6
	E-UTRAN TDD-cdma2000 1X Handover
	Rel-9
	C11a
	UE supporting E-UTRA FDD and cdma2000 1xRTT and Feature Group Indicators 11 and 24.
	
	

	RRC Connection Mobility Control

	6.1.1
	E-UTRAN FDD Intra-frequency RRC Re-establishment
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	6.1.2
	E-UTRAN FDD Inter-frequency RRC Re-establishment
	Rel-8
	C01b
	UE supporting E-UTRA FDD and Feature Group Indicator 25
	
	

	6.1.3
	E-UTRAN TDD Intra-frequency RRC Re-establishment
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	6.1.4
	E-UTRAN TDD Inter-frequency RRC Re-establishment
	Rel-8
	C02b
	UE supporting E-UTRA TDD and Feature Group Indicator 25
	
	

	6.1.5
	E-UTRAN FDD Intra-frequency RRC Re-establishment for 5MHz Bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA Band 31
	
	

	6.2.1
	E-UTRAN FDD - Contention Based Random Access Test
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	6.2.2
	E-UTRAN FDD - Non-Contention Based Random Access Test
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	6.2.3
	E-UTRAN TDD - Contention Based Random Access Test
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	6.2.4
	E-UTRAN TDD - Non-Contention Based Random Access Test
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	6.2.5
	E-UTRAN FDD - Contention Based Random Access Test for 5MHz Bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA Band 31
	
	

	6.2.6
	E-UTRAN FDD - Non-Contention Based Random Access Test for 5MHz Bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA Band 31
	
	

	6.2.7
	E-UTRAN FDD - Non-Contention Based Random Access Test For SCell in sTAG
	Rel‑12
	C61
	UE supporting E-UTRA FDD and Uplink Carrier Aggregation and multiple timing advances
	
	

	6.2.8
	E-UTRAN TDD - Non-Contention Based Random Access Test For SCell in sTAG
	Rel‑12
	C62
	UE supporting E-UTRA TDD and Uplink Carrier Aggregation and multiple timing advances
	
	

	6.3.1
	Redirection from E-UTRAN FDD to UTRAN FDD
	Rel-9
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	

	6.3.2
	Redirection from E-UTRAN TDD to UTRAN FDD
	Rel-9
	C07
	UE supporting E-UTRA TDD and UTRA FDD
	
	

	6.3.3
	Redirection from E-UTRAN FDD to GERAN when System Information is provided
	Rel-9
	C27
	UE supporting E-UTRA FDD and GERAN
	
	

	6.3.4
	Redirection from E-UTRAN TDD to GERAN when System Information is provided
	Rel-9
	C28
	UE supporting E-UTRA TDD and GERAN
	
	

	6.3.5
	E-UTRA TDD RRC connection release redirection to UTRA TDD
	Rel-9
	C26
	UE supporting E-UTRA TDD and UTRA TDD
	
	

	6.3.6
	E-UTRA FDD RRC connection release redirection to UTRA TDD
	Rel-9
	C25
	UE supporting E-UTRA FDD and UTRA TDD
	
	

	6.3.7
	E-UTRA TDD RRC connection release redirection to UTRA TDD without SI provided
	Rel-9
	C26
	UE supporting E-UTRA TDD and UTRA TDD
	
	

	6.3.8
	E-UTRA FDD RRC connection release redirection to UTRA TDD without SI provided
	Rel-9
	C25
	UE supporting E-UTRA FDD and UTRA TDD
	
	

	6.3.9 
	Redirection from E-UTRAN FDD to UTRAN FDD without System Information
	Rel-9
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	

	6.3.10 
	Redirection from E-UTRAN FDD to GERAN when System Information is not provided
	Rel-9
	C27
	UE supporting E-UTRA FDD and GERAN
	
	

	6.3.11 
	Redirection from E-UTRAN TDD to GERAN when System Information is not provided
	Rel-9
	C28
	UE supporting E-UTRA TDD and GERAN
	
	

	6.3.12
	E-UTRAN TDD RRC connection release redirection to UTRAN FDD without SI provided
	Rel-9
	C07
	UE supporting E-UTRA TDD and UTRA FDD
	
	

	Timing and Signalling Characteristics

	7.1.1
	E-UTRAN FDD - UE Transmit Timing Accuracy
	Rel-8
	C01c
	UE supporting E-UTRA FDD and Feature Group Indicator 5
	
	

	7.1.1_1
	E-UTRAN FDD - UE Transmit Timing Accuracy (Non DRx UE)
	Rel-8 only
	C23
	UE supporting E-UTRA FDD but not supporting Feature Group Indicator 5
	
	

	7.1.2
	E-UTRAN TDD - UE Transmit Timing Accuracy
	Rel-8
	C02c
	UE supporting E-UTRA TDD and Feature Group Indicator 5
	
	

	7.1.2_1
	E-UTRAN TDD - UE Transmit Timing Accuracy (Non DRx UE)
	Rel-8 only
	C24
	UE supporting E-UTRA TDD but not supporting Feature Group Indicator 5
	
	

	7.1.3
	E-UTRAN FDD – UE Transmit Timing Accuracy Tests for SCell
	Rel-11
	C57
	UE supporting E-UTRA FDD and Uplink Carrier Aggregation and Feature Group Indicator 5
	
	

	7.1.4
	E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell
	Rel-11
	C58
	UE supporting E-UTRA TDD and Uplink Carrier Aggregation and Feature Group Indicator 5
	
	

	7.1.5
	E-UTRAN FDD - UE Transmit Timing Accuracy Tests for 5MHz Bandwidth
	Rel-8
	C56
	UE supporting E-UTRA FDD and only E-UTRA Band 31 and Feature Group Indicator 5
	
	

	7.1.6
	E-UTRAN FDD - UE Transmit Timing Accuracy Tests for SCell in sTAG
	Rel‑12
	C63
	UE supporting E-UTRA FDD and Uplink Carrier Aggregation and multiple timing advances and Feature Group Indicator 5
	
	

	7.1.7
	E-UTRAN TDD – UE Transmit Timing Accuracy Tests for SCell in sTAG
	Rel‑12
	C64
	UE supporting E-UTRA TDD and Uplink Carrier Aggregation and multiple timing advance and Feature Group Indicator 5s
	
	

	7.2.1
	E-UTRAN FDD - UE Timing Advance Adjustment Accuracy
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	7.2.2
	E-UTRAN TDD - UE Timing Advance Adjustment Accuracy
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	7.2.3
	E-UTRAN FDD - UE Timing Advance Adjustment Accuracy Test for 5MHz Bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA Band 31
	
	

	7.2.4
	E-UTRAN FDD - UE Timing Advance Adjustment Accuracy Test For SCell in sTAG
	Rel-12
	C61
	UE supporting E-UTRA FDD and Uplink Carrier Aggregation and multiple timing advances
	
	

	7.2.5
	E-UTRAN TDD - UE Timing Advance Adjustment Accuracy Test For SCell in sTAG
	Rel‑12
	C62
	UE supporting E-UTRA TDD and Uplink Carrier Aggregation and multiple timing advances
	
	

	7.3.1
	E-UTRAN FDD Radio Link Monitoring Test for Out-of-Sync
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	7.3.2
	E-UTRAN FDD Radio Link Monitoring Test for In-Sync
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	7.3.3
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-Sync
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	7.3.4
	E-UTRAN TDD Radio Link Monitoring Test for In-Sync
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	

	7.3.5
	E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync in DRX
	Rel-8
	C01c
	UE supporting E-UTRA FDD and Feature Group Indicator 5
	
	

	7.3.6
	E-UTRAN FDD Radio Link Monitoring Test for In-sync in DRX
	Rel-8
	C01c
	UE supporting E-UTRA FDD and Feature Group Indicator 5
	
	

	7.3.7
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync in DRX
	Rel-8
	C02c
	UE supporting E-UTRA TDD and Feature Group Indicator 5
	
	

	7.3.8
	E-UTRAN TDD Radio Link Monitoring Test for In-sync in DRX
	Rel-8
	C02c
	UE supporting E-UTRA TDD and Feature Group Indicator 5
	
	

	7.3.9
	E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync under Time Domain Measurement Resource Restriction with Non MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	7.3.10
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync under Time Domain Measurement Resource Restriction with Non MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	7.3.11
	E-UTRAN FDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with Non MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	7.3.12
	E-UTRAN TDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with Non MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	7.3.13
	E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	7.3.14
	E-UTRAN TDD Radio Link Monitoring Test for Out-of-sync under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	7.3.15
	E-UTRAN FDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	7.3.16
	E-UTRAN TDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	7.3.19
	E-UTRAN FDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with CRS assistance information and Non-MBSFN ABS (feICIC)
	Rel-11
	C59
	UE supporting E-UTRA FDD and CRS interference handling
	
	

	7.3.20
	E-UTRAN TDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with CRS assistance information and Non-MBSFN ABS (feICIC)
	Rel-11
	C60
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling
	
	

	7.3.21
	E-UTRAN FDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with CRS assistance information and MBSFN ABS (feICIC)
	Rel-11
	C59
	UE supporting E-UTRA FDD and CRS interference handling
	
	

	7.3.22
	E-UTRAN TDD Radio Link Monitoring Test for In-sync under Time Domain Measurement Resource Restriction with CRS assistance information and MBSFN ABS (feICIC)
	Rel-11
	C60
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling
	
	

	7.3.23
	E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync for 5MHz Bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA Band 31
	
	

	7.3.24
	E-UTRAN FDD Radio Link Monitoring Test for In-sync for 5MHz Bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA Band 31
	
	

	7.3.25
	E-UTRAN FDD Radio Link Monitoring Test for In-sync in DRX for 5MHz Bandwidth
	Rel-8
	C56
	UE supporting E-UTRA FDD and only E-UTRA Band 31 and Feature Group Indicator 5
	
	

	UE Measurements Procedures

	8.1.1
	E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in asynchronous cells
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	

	8.1.2
	E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells
	Rel-8
	C01c
	UE supporting E-UTRA FDD and Feature Group Indicator 5
	
	

	8.1.3
	E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells with DRX
	Rel-8
	C01c
	UE supporting E-UTRA FDD and Feature Group Indicator 5
	
	

	8.1.4
	Void
	
	
	
	
	

	8.1.5
	E-UTRAN FDD - FDD Intra-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Rel-9
	C13
	UE supporting E-UTRA FDD, CSG and intra-frequency SI acquisition for HO
	
	

	8.1.6
	E-UTRAN FDD - FDD Intra-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX
	Rel-9
	C13
	UE supporting E-UTRA FDD, CSG and intra-frequency SI acquisition for HO
	
	

	8.1.7
	E-UTRAN FDD-FDD Intra-Frequency Event-Triggered Reporting under Time Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	8.1.8
	E-UTRAN FDD-FDD Intra-Frequency Event-Triggered Reporting under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Rel-11
	C59
	UE supporting E-UTRA FDD and CRS interference handling
	
	

	8.1.9
	E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells for 5MHz bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA Band 31
	
	

	8.1.10
	E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells with DRX for 5MHz bandwidth
	Rel-8
	C56
	UE supporting E-UTRA FDD and only E-UTRA Band 31 and Feature Group Indicator 5
	
	

	8.2.1
	E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells
	Rel-8
	C02c
	UE supporting E-UTRA TDD and Feature Group Indicator 5
	
	

	8.2.2
	E-UTRAN TDD-TDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells with DRX
	Rel-8
	C02c
	UE supporting E-UTRA TDD and Feature Group Indicator 5
	
	

	8.2.3
	E-UTRAN TDD - TDD Intra-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Rel-9
	C15
	UE supporting E-UTRA TDD, CSG and intra-frequency SI acquisition for HO.
	
	

	8.2.4
	E-UTRAN TDD - TDD Intra-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX
	Rel-9
	C15
	UE supporting E-UTRA TDD, CSG and intra-frequency SI acquisition for HO
	
	

	8.2.5
	E-UTRAN TDD-TDD Intra-Frequency Event-Triggered Reporting under Time Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	8.2.6
	E-UTRAN TDD-TDD Intra-Frequency Event-Triggered Reporting under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Rel-11
	C60
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling
	
	

	8.3.1
	E-UTRAN FDD-FDD inter-frequency event triggered reporting under fading propagation conditions in asynchronous cells
	Rel-8
	C01b
	UE supporting E-UTRA FDD and Feature Group Indicator 25
	It is not necessary for CA UEs to be tested in this test if 8.20.1 case is executed.
	

	8.3.2
	E-UTRAN FDD-FDD inter-frequency event triggered reporting when DRX is used under fading propagation conditions in asynchronous cells
	Rel-8
	C01e
	UE supporting E-UTRA FDD and Feature Group Indicators 5 and 25
	
	

	8.3.3
	E-UTRAN FDD-FDD inter frequency event triggered reporting under AWGN propagation conditions in asynchronous cells with DRX when L3 filtering is used
	Rel-8
	C01e
	UE supporting E-UTRA FDD and Feature Group Indicators 5 and 25
	
	

	8.3.4
	E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Rel-9
	C14
	UE supporting E-UTRA FDD, CSG and inter-frequency SI acquisition for HO
	
	

	8.3.5
	E-UTRAN FDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX
	Rel-9
	C14
	UE supporting E-UTRA FDD, CSG and inter-frequency SI acquisition for HO.
	
	

	8.3.6
	E-UTRAN FDD-FDD Inter-frequency event triggered reporting without measurement gaps under AWGN propagation conditions in asynchronous cells
	Rel-10
	C47
	UE supporting E-UTRA FDD and Feature Group Indicator 25 and Measurement without gaps
	
	

	8.4.1
	E-UTRAN TDD-TDD inter-frequency event triggered reporting under fading propagation conditions in synchronous cells
	Rel-8
	C02b
	UE supporting E-UTRA TDD and Feature Group Indicator 25
	It is not necessary for CA UEs to be tested in this test if 8.20.2 case is executed.
	

	8.4.2
	E-UTRAN TDD-TDD inter-frequency event triggered reporting when DRX is used under fading propagation conditions in synchronous cells
	Rel-8
	C02e
	UE supporting E-UTRA TDD and Feature Group Indicators 5 and 25
	
	

	8.4.3
	E-UTRAN TDD-TDD inter-frequency event triggered reporting under AWGN propagation conditions in synchronous cells with DRX when L3 filtering is used
	Rel-8
	C02e
	UE supporting E-UTRA TDD and Feature Group Indicators 5 and 25
	
	

	8.4.4
	E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Rel-9
	C16
	UE supporting E-UTRA TDD, CSG and inter-frequency SI acquisition for HO.
	
	

	8.4.5
	E-UTRAN TDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps with DRX
	Rel-9
	C16
	UE supporting E-UTRA TDD, CSG and inter-frequency SI acquisition for HO.
	
	

	8.5.1
	E-UTRAN FDD-UTRAN FDD event triggered reporting under fading propagation conditions
	Rel-8
	C04g
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicators 15 and 22
	It is not necessary for CA UEs to be tested in this test if 8.20.3 case is executed.
	

	8.5.2
	E-UTRAN FDD-UTRAN FDD SON ANR cell search reporting under AWGN propagation conditions
	Rel-8
	C04f
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicators 5, 19 and 22
	
	

	8.5.3
	E-UTRAN FDD - UTRAN FDD event triggered reporting when DRX is used under fading propagation conditions
	Rel-8
	C04d
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicators 5, 15 and 22
	
	

	8.5.4
	E-UTRAN FDD - UTRAN FDD enhanced cell identification under AWGN propagation conditions
	Rel-9
	C29
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicator 15
	
	

	8.5.6
	E-UTRAN FDD - UTRAN FDD event triggered reporting without measurement gaps under AWGN propagation conditions
	Rel-10
	C48
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicator 15 and 22 and Measurement without gaps
	
	

	8.5.7
	E-UTRAN FDD - UTRAN FDD event triggered reporting under fading propagation conditions for 5MHz bandwidth
	Rel-8
	C55
	UE supporting E-UTRA FDD and only E-UTRA Band 31 and UTRA FDD and Feature Group Indicators 15 and 22
	
	

	8.6.1
	E-UTRAN TDD-UTRAN FDD event triggered reporting under fading propagation conditions
	Rel-8
	C07b
	UE supporting E-UTRA TDD and UTRA FDD and Feature Group Indicators 15 and 22
	
	

	8.7.1
	E-UTRAN TDD-UTRAN TDD event triggered reporting under fading propagation conditions
	Rel-8
	C05b
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicators 15 and 22
	It is not necessary for CA UEs to be tested in this test if 8.20.4 case is executed.
	

	8.7.2
	E-UTRAN TDD - UTRAN TDD cell search when DRX is used under fading propagation conditions
	Rel-8
	C05d
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicators 5, 15 and 22
	
	Rel-9 UTRA TDD

	8.7.3
	E-UTRAN TDD - UTRAN TDD SON ANR cell search reporting under AWGN propagation conditions
	Rel-8
	C05b
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicator 22
	
	Rel-9 UTRA TDD

	8.7.4
	E-UTRAN TDD - UTRAN TDD enhanced cell identification under AWGN propagation conditions
	Rel-9
	C31
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicator 15
	
	

	8.8.1
	E-UTRAN FDD-GSM event triggered reporting in AWGN
	Rel-8
	C08f
	UE supporting E-UTRA FDD and GSM and Feature Group Indicator s 15 and 23
	
	

	8.8.2
	E-UTRAN FDD - GSM event triggered reporting when DRX is used in AWGN
	Rel-8
	C08d
	UE supporting E-UTRA FDD and GSM and Feature Group Indicators 5, 15 and 23
	
	

	8.9.1
	E-UTRAN FDD-UTRAN TDD event triggered reporting in fading propagation conditions
	Rel-8
	C06b
	UE supporting E-UTRA FDD and UTRA TDD and Feature Group Indicators 15 and 22
	
	Rel-9 UTRA TDD

	8.9.2
	E-UTRAN FDD - UTRAN TDD enhanced cell identification under AWGN propagation conditions
	Rel-9
	C30
	UE supporting E-UTRA FDD and UTRA TDD and Feature Group Indicator 15
	
	

	8.10.1
	E-UTRAN TDD-GSM event triggered reporting in AWGN
	Rel-8
	C09g
	UE supporting E-UTRA TDD and GSM and Feature Group Indicators 15 and 23
	
	

	8.10.2
	E-UTRAN TDD - GSM event triggered reporting when DRX is used in AWGN
	Rel-8
	C09e
	UE supporting E-UTRA TDD and GSM and Feature Group Indicators 5, 15 and 23
	
	

	8.11.1
	Multiple E-UTRAN FDD-FDD Inter-frequency event triggered reporting under fading propagation conditions
	Rel-8
	C01b
	UE supporting E-UTRA FDD and Feature Group Indicator 25
	
	

	8.11.2
	E-UTRAN TDD - E-UTRAN TDD and E-UTRAN TDD Inter-frequency event triggered reporting under fading propagation conditions
	Rel-8
	C02b
	UE supporting E-UTRA TDD and Feature Group Indicator 25
	
	

	8.11.3
	E-UTRAN FDD-FDD Inter-frequency and UTRAN FDD event triggered reporting under fading propagation conditions
	Rel-8
	C04e
	UE supporting E-UTRA FDD and UTRA FDD and Feature Group Indicators 22 and 25
	
	

	8.11.4
	InterRAT E-UTRA TDD to E-UTRA TDD and UTRA TDD cell search
	Rel-8
	C05e
	UE supporting E-UTRA TDD and UTRA TDD and Feature Group Indicators 22 and 25
	
	

	8.11.5
	Combined E-UTRAN FDD - E-UTRA FDD and GSM cell search; E-UTRA cells in fading; GSM cell in static propagation conditions
	Rel-8
	C08b
	UE supporting E-UTRA FDD and GSM and Feature Group Indicator 23 and 25
	
	

	8.11.6
	Combined E-UTRAN TDD - E-UTRA TDD and GSM cell search; E-UTRA cells in fading; GSM cell in static propagation conditions
	Rel-8
	C09a
	UE supporting E-UTRA TDD and GSM and Feature Group Indicator 23 and 25
	
	

	8.12.1
	Void
	
	
	
	
	

	8.13.1
	Void
	
	
	
	
	

	8.14.1
	E-UTRAN TDD-FDD Inter-frequency event triggered reporting under fading propagation conditions in asynchronous cells
	Rel-9
	C22
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicator 25
	
	

	8.14.2
	E-UTRAN TDD-FDD Inter-frequency event triggered reporting when DRX is used under fading propagation conditions in synchronous cells
	Rel-9
	C38
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicators 4 and 25
	
	

	8.14.3
	E-UTRAN TDD - FDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Rel-9
	C39
	UE supporting E-UTRA FDD and E-UTRA TDD, CSG and inter-frequency SI acquisition for HO and Feature Group Indicator 25
	
	

	8.15.1
	E-UTRAN FDD-TDD Inter-frequency event triggered reporting under fading propagation conditions in asynchronous cells
	Rel-9
	C22
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicator 25
	
	

	8.15.2
	E-UTRAN FDD-TDD Inter-frequency event triggered reporting when DRX is used under fading propagation conditions in asynchronous cells
	Rel-9
	C38
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicators 4 and 25
	
	

	8.15.3
	E-UTRAN FDD - TDD Inter-frequency identification of a new CGI of E-UTRA cell using autonomous gaps
	Rel-9
	C39
	UE supporting E-UTRA FDD and E-UTRA TDD, CSG and inter-frequency SI acquisition for HO and Feature Group Indicator 25
	
	

	8.16.1
	E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX
	Rel-10
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.1 or TC 8.16.5 or TC 8.16.9 or TC 8.16.13 shall be executed.
(Note 1)
	

	8.16.2
	E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX
	Rel-10
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.2 or TC 8.16.6 or TC 8.16.10 or TC 8.16.14 or TC 8.16.21 shall be executed.
(Note 1)
	

	8.16.3
	E-UTRAN FDD-FDD Event triggered reporting on deactivated SCell with PCell interruption in non-DRX
	Rel-10
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.3 or TC 8.16.7 or TC 8.16.11 or TC 8.16.15 shall be executed.
(Note 1)
	

	8.16.4
	E-UTRANTDD-TDD Event triggered reporting on deactivated SCell with PCell interruption in non-DRX
	Rel-10
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.4 or TC 8.16.8 or TC 8.16.12 or TC 8.16.16 or TC 8.16.22 shall be executed.
(Note 1)
	

	8.16.5
	E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX for 20 MHz bandwidth
	Rel-10
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.1 or TC 8.16.5 or TC 8.16.9 or TC 8.16.13 shall be executed.
(Note 1)
	

	8.16.6
	E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX for 20 MHz bandwidth
	Rel-10
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.2 or TC 8.16.6 or TC 8.16.10 or TC 8.16.14 or TC 8.16.21 shall be executed.
(Note 1)
	

	8.16.7
	E-UTRA FDD event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 20 MHz bandwidth
	Rel-10
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.3 or TC 8.16.7 or TC 8.16.11 or TC 8.16.15 shall be executed.
(Note 1)
	

	8.16.8
	E-UTRAN TDD Event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 20 MHz bandwidth
	Rel-10
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.4 or TC 8.16.8 or TC 8.16.12 or TC 8.16.16 or TC 8.16.22 shall be executed.
(Note 1)
	

	8.16.9
	E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX for 10MHz+5MHz
	Rel-11
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.1 or TC 8.16.5 or TC 8.16.9 or TC 8.16.13 shall be executed.
(Note 1)
	

	8.16.10
	E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX for 10MHz+5MHz
	Rel-11
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.2 or TC 8.16.6 or TC 8.16.10 or TC 8.16.14 or TC 8.16.21 shall be executed.
(Note 1)
	

	8.16.11
	E-UTRAN FDD event triggered reporting on deactivating SCell with PCell interruption in non-DRX for 10MHz+5MHz
	Rel-11
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.3 or TC 8.16.7 or TC 8.16.11 or TC 8.16.15 shall be executed.
(Note 1)
	

	8.16.12
	E-UTRAN TDD event triggered reporting on deactivating SCell with PCell interruption in non-DRX for 10MHz+5MHz
	Rel-11
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.4 or TC 8.16.8 or TC 8.16.12 or TC 8.16.16 or TC 8.16.22 shall be executed.
(Note 1)
	

	8.16.13
	E-UTRAN FDD event triggered reporting under deactivated SCell in non-DRX for 5 MHz+5MHz
	Rel-10
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.1 or TC 8.16.5 or TC 8.16.9 or TC 8.16.13 shall be executed.
(Note 1)
	

	8.16.14
	E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX for 5 MHz+5MHz
	Rel-10
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.2 or TC 8.16.6 or TC 8.16.10 or TC 8.16.14 or TC 8.16.21 shall be executed.
(Note 1)
	

	8.16.15
	E-UTRA FDD event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 5MHz+5MHz bandwidth
	Rel-10
	C32
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 111
	Either TC 8.16.3 or TC 8.16.7 or TC 8.16.11 or TC 8.16.15 shall be executed.
(Note 1)
	

	8.16.16
	E-UTRA TDD event triggered reporting on deactivated SCell with PCell interruption in non-DRX for 5MHz+5MHz bandwidth
	Rel-10
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.4 or TC 8.16.8 or TC 8.16.12 or TC 8.16.16 or TC 8.16.22 shall be executed.
(Note 1)
	

	8.16.17
	E-UTRAN FDD activation and deactivation of known SCell in non-DRX
	Rel-10
	C32b
	UE supporting E-UTRA FDD and CA and Feature Group Indicator 25
	
	

	8.16.18
	E-UTRAN TDD activation and deactivation of known SCell in non-DRX
	Rel-10
	C33b
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 25
	
	

	8.16.21
	E-UTRAN TDD event triggered reporting under deactivated SCell in non-DRX for 20MHz+10MHz
	Rel-10
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.2 or TC 8.16.6 or TC 8.16.10 or TC 8.16.14 or TC 8.16.21 shall be executed.
(Note 1)
	

	8.16.22
	E-UTRAN TDD event triggered reporting on deactivating SCell with PCell interruption in non-DRX for 20MHz+10MHz
	Rel-10
	C33
	UE supporting E-UTRA TDD and CA and Feature Group Indicator 111
	Either TC 8.16.4 or TC 8.16.8 or TC 8.16.12 or TC 8.16.16 or TC 8.16.22 shall be executed.
(Note 1)
	

	8.18.1
	E-UTRAN TDD-HRPD event triggered reporting under fading propagation conditions
	Rel-9
	C40
	UE supporting E-UTRA TDD and cdma2000 HRPD and Feature Group Indicator 15
	
	

	8.19.1
	E-UTRAN TDD-CDMA2000 1X event triggered reporting under fading propagation conditions
	Rel-9
	C41
	UE supporting E-UTRA TDD and cdma2000 1xRTT and Feature Group Indicator 15
	
	

	8.20.1
	E-UTRAN FDD-FDD Inter-frequency event triggered reporting under fading propagation conditions in asynchronous cells
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	
	

	8.20.2
	E-UTRAN TDD-TDD Inter-frequency event triggered reporting under fading propagation conditions in synchronous cells
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	
	

	8.20.3
	E-UTRAN FDD - UTRAN FDD event triggered reporting under fading propagation conditions
	Rel-10
	C43
	UE supporting E-UTRA FDD, CA and UTRA FDD and Feature Group Indicator 15
	
	

	8.20.4
	E-UTRAN TDD to UTRAN TDD cell search under fading propagation conditions
	Rel-10
	C44
	UE supporting E-UTRA TDD, CA and UTRA TDD and Feature Group Indicator 15
	
	

	Measurement Performance Requirements

	9.1.1.1
	FDD Intra Frequency Absolute RSRP Accuracy
	Rel-8 to Rel-11
	C01f
	UE supporting E-UTRA FDD and Feature Group Indicator 16
	
	

	9.1.1.1_1
	FDD Intra Frequency Absolute RSRP Accuracy (Rel‑12 and forward)
	Rel-12
	C01f
	UE supporting E-UTRA FDD and Feature Group Indicator 16
	
	

	9.1.1.2
	FDD Intra Frequency Relative Accuracy of RSRP
	Rel-8
	C01f
	UE supporting E-UTRA FDD and Feature Group Indicator 16
	
	

	9.1.2.1
	TDD Intra Frequency Absolute RSRP Accuracy
	Rel-8 to Rel-11
	C02f
	UE supporting E-UTRA TDD and Feature Group Indicator 16
	
	

	9.1.2.1_1
	TDD Intra Frequency Absolute RSRP Accuracy (Rel‑12 and forward)
	Rel-12
	C02f
	UE supporting E-UTRA TDD and Feature Group Indicator 16
	
	

	9.1.2.2
	TDD Intra Frequency Relative Accuracy of RSRP
	Rel-8
	C02f
	UE supporting E-UTRA TDD and Feature Group Indicator 16
	
	

	9.1.3.1
	FDD - FDD Inter Frequency Absolute RSRP Accuracy
	Rel-8 to Rel-11
	C01g
	UE supporting E-UTRA FDD and Feature Group Indicators 16 and 25
	
	

	9.1.3.1_1
	FDD - FDD Inter Frequency Absolute RSRP Accuracy (Rel‑12 and forward)
	Rel-12
	C01g
	UE supporting E-UTRA FDD and Feature Group Indicators 16 and 25
	
	

	9.1.3.2
	FDD - FDD Inter Frequency Relative Accuracy of RSRP
	Rel-8
	C01g
	UE supporting E-UTRA FDD and Feature Group Indicators 16 and 25
	
	

	9.1.4.1
	TDD - TDD Inter Frequency Absolute RSRP Accuracy
	Rel-8 to Rel-11
	C02g
	UE supporting E-UTRA TDD and Feature Group Indicators 16 and 25
	
	

	9.1.4.1_1
	TDD - TDD Inter Frequency Absolute RSRP Accuracy (Rel‑12 and forward)
	Rel-12
	C02g
	UE supporting E-UTRA TDD and Feature Group Indicators 16 and 25
	
	

	9.1.4.2
	TDD - TDD Inter Frequency Relative Accuracy of RSRP
	Rel-8
	C02g
	UE supporting E-UTRA TDD and Feature Group Indicators 16 and 25
	
	

	9.1.5.1
	FDD - TDD Inter Frequency Absolute RSRP Accuracy
	Rel-9 to Rel-11
	C42
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicators 16 and 25
	
	

	9.1.5.1_1
	FDD - TDD Inter Frequency Absolute RSRP Accuracy (Rel‑12 and forward)
	Rel-12
	C42
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicators 16 and 25
	
	

	9.1.5.2
	FDD - TDD Inter Frequency Relative Accuracy of RSRP
	Rel-9
	C42
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicators 16 and 25
	
	

	9.1.6.1
	FDD Absolute RSRP Accuracy E-UTRA for Carrier Aggregation
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.1.6.1 or TC 9.1.12.1 or TC 9.1.18.1 or TC 9.1.20.1 shall be executed.
(Note 1)
	

	9.1.6.2
	FDD Relative RSRP Accuracy E-UTRA for Carrier Aggregation
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.1.6.2 or TC 9.1.12.2 or TC 9.1.18.2 or TC 9.1.20.2 shall be executed.
(Note 1)
	

	9.1.7.1
	TDD Absolute RSRP Accuracy E-UTRA for Carrier Aggregation
	Rel-10 and Rel-11 only
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.1.7.1 or TC 9.1.13.1 or TC 9.1.19.1 or TC 9.1.21.1 or TC 9.1.24.1 shall be executed.
(Note 1)
	

	9.1.7.1_1
	TDD Absolute RSRP Accuracy E-UTRA for Carrier Aggregation (Rel‑12 and forward)
	Rel-12
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.1.7.1_1 or TC 9.1.13.1_1 or TC 9.1.19.1_1 or TC 9.1.21.1_1 shall be executed.
(Note 1)
	

	9.1.7.2
	TDD Relative RSRP Accuracy E-UTRA for Carrier Aggregation
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.1.7.2 or TC 9.1.13.2 or TC 9.1.19.2 or TC 9.1.21.2 or TC 9.1.24.2 shall be executed.
(Note 1)
	

	9.1.8.1
	FDD Absolute RSRP Accuracy under Time-Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	9.1.8.2
	FDD Relative RSRP under Time-Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	9.1.9.1
	TDD Absolute RSRP Accuracy under Time-Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	9.1.9.2
	TDD Relative RSRP under Time-Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	9.1.10.1
	FDD Absolute RSRP under Time-Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	9.1.10.2
	FDD Relative RSRP under Time-Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	9.1.11.1
	TDD Absolute RSRP under Time-Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	9.1.11.2
	TDD Relative RSRP under Time-Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	9.1.12.1
	FDD Absolute RSRP Accuracy for E-UTRA Carrier Aggregation for 20 MHz
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.1.6.1 or TC 9.1.12.1 or TC 9.1.18.1 or TC 9.1.20.1 shall be executed.
(Note 1)
	

	9.1.12.2
	FDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 20 MHz
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.1.6.2 or TC 9.1.12.2 or TC 9.1.18.2 or TC 9.1.20.2 shall be executed.
(Note 1)
	

	9.1.13.1
	TDD Absolute RSRP Accuracy for E-UTRA Carrier Aggregation for 20 MHz
	Rel-10 and Rel-11 only
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.1.7.1 or TC 9.1.13.1 or TC 9.1.19.1 or TC 9.1.21.1 or TC 9.1.24.1 shall be executed.
(Note 1)
	

	9.1.13.1_1
	TDD Absolute RSRP Accuracy for E-UTRA Carrier Aggregation for 20 MHz (Rel‑12 and forward)
	Rel-12
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.1.7.1_1 or TC 9.1.13.1_1 or TC 9.1.19.1_1 or TC 9.1.21.1_1 shall be executed.
(Note 1)
	

	9.1.13.2
	TDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 20 MHz
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.1.7.2 or TC 9.1.13.2 or TC 9.1.19.2 or TC 9.1.21.2 or TC 9.1.24.2 shall be executed.
(Note 1)
	

	9.1.14.1
	FDD Intra Frequency Absolute RSRP Accuracy under Time-Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Rel-11
	C59
	UE supporting E-UTRA FDD and CRS interference handling
	
	

	9.1.14.2
	FDD Intra Frequency Relative RSRP Accuracy under Time-Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Rel-11
	C59
	UE supporting E-UTRA FDD and CRS interference handling
	
	

	9.1.15.1
	TDD Intra Frequency Absolute RSRP Accuracy under Time-Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Rel-11
	C60
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling
	
	

	9.1.15.2
	TDD Intra Frequency Relative RSRP Accuracy under Time-Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS
	Rel-11
	C60
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling
	
	

	9.1.16.1
	FDD Intra Frequency Absolute RSRP Accuracy for 5MHz Bandwidth
	Rel-8 to Rel-11
	C50
	UE supporting E-UTRA FDD and E-UTRA Band 31 and Feature Group Indicator 16
	
	

	9.1.16.1_1
	FDD Intra Frequency Absolute RSRP Accuracy for 5MHz Bandwidth (Rel‑12 and forward)
	Rel-12
	C50
	UE supporting E-UTRA FDD and E-UTRA Band 31 and Feature Group Indicator 16
	
	

	9.1.16.2
	FDD Intra Frequency Relative Accuracy of RSRP for 5MHz Bandwidth
	Rel-8
	C50
	UE supporting E-UTRA FDD and E-UTRA Band 31 and Feature Group Indicator 16
	
	

	9.1.17.1
	FDD - FDD Inter Frequency Absolute RSRP Accuracy for 5MHz Bandwidth
	Rel-8 to Rel-11
	C51
	UE supporting E-UTRA FDD and E-UTRA Band 31 and Feature Group Indicators 16 and 25
	
	

	9.1.17.1_1
	FDD - FDD Inter Frequency Absolute RSRP Accuracy for 5MHz Bandwidth (Rel‑12 and forward)
	Rel-12
	C51
	UE supporting E-UTRA FDD and E-UTRA Band 31 and Feature Group Indicators 16 and 25
	
	

	9.1.17.2
	FDD - FDD Inter Frequency Relative Accuracy of RSRP for 5MHz Bandwidth
	Rel-8
	C51
	UE supporting E-UTRA FDD and E-UTRA Band 31 and Feature Group Indicators 16 and 25
	
	

	9.1.18.1
	FDD Absolute RSRP Accuracy for E-UTRA for Carrier Aggregation for 10MHz + 5MHz
	Rel-11
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.1.6.1 or TC 9.1.12.1 or TC 9.1.18.1 or TC 9.1.20.1 shall be executed.
(Note 1)
	

	9.1.18.2
	FDD Relative RSRP Accuracy E-UTRA for Carrier Aggregation for 10MHz + 5MHz
	Rel-11
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.1.6.2 or TC 9.1.12.2 or TC 9.1.18.2 or TC 9.1.20.2 shall be executed.
(Note 1)
	

	9.1.19.1
	TDD Absolute RSRP Accuracy for E-UTRA Carrier Aggregation for 10MHz + 5MHz
	Rel-11 only
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.1.7.1 or TC 9.1.13.1 or TC 9.1.19.1 or TC 9.1.21.1 or TC 9.1.24.1 shall be executed.
(Note 1)
	

	9.1.19.1_1
	TDD Absolute RSRP Accuracy for E-UTRA Carrier Aggregation for 10MHz + 5MHz (Rel‑12 and forward)
	Rel-12
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.1.7.1_1 or TC 9.1.13.1_1 or TC 9.1.19.1_1 or TC 9.1.21.1_1 shall be executed.
(Note 1)
	

	9.1.19.2
	TDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 10MHz + 5MHz
	Rel-11
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.1.7.2 or TC 9.1.13.2 or TC 9.1.19.2 or TC 9.1.21.2 or TC 9.1.24.2 shall be executed.
(Note 1)
	

	9.1.20.1
	FDD Absolute RSRP Accuracy for E-UTRA Carrier Aggregation for 5MHz + 5MHz bandwidth
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.1.6.1 or TC 9.1.12.1 or TC 9.1.18.1 or TC 9.1.20.1 shall be executed.
(Note 1)
	

	9.1.20.2
	FDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 5MHz + 5MHz bandwidth
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.1.6.2 or TC 9.1.12.2 or TC 9.1.18.2 or TC 9.1.20.2 shall be executed.
(Note 1)
	

	9.1.21.1
	TDD Absolute RSRP Accuracy for E-UTRA Carrier Aggregation for 5MHz + 5MHz
	Rel-10 and Rel-11 only
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.1.7.1 or TC 9.1.13.1 or TC 9.1.19.1 or TC 9.1.21.1 or TC 9.1.24.1 shall be executed.
(Note 1)
	

	9.1.21_1
	TDD RSRP Accuracy for E-UTRAN Carrier Aggregation for 5MHz + 5MHz (Rel‑12 and forward)
	Rel-12
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.1.7.1_1 or TC 9.1.13.1_1 or TC 9.1.19.1_1 or TC 9.1.21.1_1 shall be executed.
(Note 1)
	

	9.1.21.2
	TDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 5MHz + 5MHz
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.1.7.2 or TC 9.1.13.2 or TC 9.1.19.2 or TC 9.1.21.2 or TC 9.1.24.2 shall be executed.
(Note 1)
	

	9.1.22.1
	FDD-TDD Absolute RSRP Accuracy E-UTRA for Carrier Aggregation with PCell in FDD
	Rel-12
	Cxy
	UE supporting E-UTRA FDD, EUTRA-TDD and FDD- TDD CA
	
	

	9.1.22.2
	FDD-TDD Relative RSRP Accuracy E-UTRA for Carrier Aggregation with PCell in FDD
	Rel-12
	Cxy
	UE supporting E-UTRA FDD, EUTRA-TDD and FDD- TDD CA
	
	

	9.1.23.1
	FDD-TDD Absolute RSRP Accuracy E-UTRA for Carrier Aggregation with Pcell  in TDD
	Rel-12
	Cxy
	UE supporting E-UTRA FDD, EUTRA-TDD and FDD- TDD CA
	
	

	9.1.23.2
	FDD-TDD Relative RSRP Accuracy E-UTRA for Carrier Aggregation with PCell in TDD
	Rel-12
	Cxy
	UE supporting E-UTRA FDD, EUTRA-TDD and FDD- TDD CA
	
	

	9.1.24.1
	TDD Absolute RSRP Accuracy for E-UTRA Carrier Aggregation for 20MHz + 10MHz
	Rel-10 and Rel-11 only
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.1.7.1 or TC 9.1.13.1 or TC 9.1.19.1 or TC 9.1.21.1 or TC 9.1.24.1 shall be executed.
(Note 1)
	

	9.1.24.1_1
	TDD Absolute RSRP Accuracy for E-UTRA Carrier Aggregation for 20MHz + 10MHz (Rel‑12 and forward)
	Rel-12
	C19
	UE supporting E-UTRA TDD and CA
	
	

	9.1.24.2
	TDD Relative RSRP Accuracy for E-UTRA Carrier Aggregation for 20MHz + 10MHz
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.1.7.2 or TC 9.1.13.2 or TC 9.1.19.2 or TC 9.1.21.2 or TC 9.1.24.2 shall be executed.
(Note 1)
	

	9.2.1.1
	FDD Intra Frequency Absolute RSRQ Accuracy
	Rel-8
	C01f
	UE supporting E-UTRA FDD and Feature Group Indicator 16
	
	

	9.2.2.1
	TDD Intra Frequency Absolute RSRQ Accuracy
	Rel-8
	C02f
	UE supporting E-UTRA TDD and Feature Group Indicator 16
	
	

	9.2.3.1
	FDD - FDD Inter Frequency Absolute RSRQ Accuracy
	Rel-8
	C01g
	UE supporting E-UTRA FDD and Feature Group Indicators 16 and 25
	
	

	9.2.3.2
	FDD - FDD Inter Frequency Relative Accuracy of RSRQ
	Rel-8
	C01g
	UE supporting E-UTRA FDD and Feature Group Indicators 16 and 25
	
	

	9.2.4.1
	TDD - TDD Inter Frequency Absolute RSRQ Accuracy
	Rel-8
	C02g
	UE supporting E-UTRA TDD and Feature Group Indicators 16 and 25
	
	

	9.2.4.2
	TDD -TDD Inter Frequency Relative Accuracy of RSRQ
	Rel-8
	C02g
	UE supporting E-UTRA TDD and Feature Group Indicators 16 and 25
	
	

	9.2.4A.1
	FDD - TDD Inter Frequency Absolute RSRQ Accuracy
	Rel-9
	C42
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicators 16 and 25
	
	

	9.2.4A.2
	FDD - TDD Inter Frequency Relative Accuracy of RSRQ
	Rel-9
	C42
	UE supporting E-UTRA FDD and E-UTRA TDD and Feature Group Indicators 16 and 25
	
	

	9.2.5.1
	FDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.2.5.1 or TC 9.2.11.1 or TC 9.2.21.1 or TC 9.2.23.1 shall be executed.
(Note 1)
	

	9.2.5.2
	FDD Relative RSRQ Accuracy E-UTRA for Carrier Aggregation
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.2.5.2 or TC 9.2.11.2 or TC 9.2.21.2 or TC 9.2.23.2 shall be executed.
(Note 1)
	

	9.2.6.1
	TDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.2.6.1 or TC 9.2.12.1 or TC 9.2.22.1 or TC 9.2.24.1 or TC 9.2.27.1 shall be executed.
(Note 1)
	

	9.2.6.2
	TDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.2.6.2 or TC 9.2.12.2 or TC 9.2.22.2 or TC 9.2.24.2 or TC 9.2.27.2 shall be executed.
(Note 1)
	

	9.2.7.1
	FDD RSRQ under Time Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	9.2.8.1
	TDD RSRQ under Time Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	9.2.9.1
	FDD Absolute RSRQ under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C45
	UE supporting E-UTRA FDD and Feature Group Indicator 115
	
	

	9.2.10.1
	TDD Absolute RSRQ under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
	Rel-10
	C46
	UE supporting E-UTRA TDD and Feature Group Indicator 115
	
	

	9.2.11.1
	FDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 20MHz
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.2.5.1 or TC 9.2.11.1 or TC 9.2.21.1 or TC 9.2.23.1 shall be executed.
(Note 1)
	

	9.2.11.2
	FDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation for 20MHz
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.2.5.2 or TC 9.2.11.2 or TC 9.2.21.2 or TC 9.2.23.2 shall be executed.
(Note 1)
	

	9.2.12.1
	TDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 20MHz
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.2.6.1 or TC 9.2.12.1 or TC 9.2.22.1 or TC 9.2.24.1 or TC 9.2.27.1 shall be executed.
(Note 1)
	

	9.2.12.2
	TDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation for 20MHz
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.2.6.2 or TC 9.2.12.2 or TC 9.2.22.2 or TC 9.2.24.2 or TC 9.2.27.2 shall be executed.
(Note 1)
	

	9.2.13.1
	FDD RSRQ Accuracy under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Rel-11
	C59
	UE supporting E-UTRA FDD and CRS interference handling
	
	

	9.2.14.1
	TDD RSRQ Accuracy under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)
	Rel-11
	C60
	UE supporting E-UTRA TDD and CRS interference handling and ss-CCH interference handling
	
	

	9.2.17.1
	FDD Intra Frequency Absolute RSRQ Accuracy for 5MHz Bandwidth
	Rel-8
	C50
	UE supporting E-UTRA FDD and E-UTRA Band 31 and Feature Group Indicator 16
	
	

	9.2.18.1
	FDD - FDD Inter Frequency Absolute RSRQ Accuracy for 5MHz Bandwidth
	Rel-8
	C51
	UE supporting E-UTRA FDD and E-UTRA Band 31 and Feature Group Indicators 16 and 25
	
	

	9.2.18.2
	FDD - FDD Inter Frequency Relative Accuracy of RSRQ for 5MHz Bandwidth
	Rel-8
	C51
	UE supporting E-UTRA FDD and E-UTRA Band 31 and Feature Group Indicators 16 and 25
	
	

	9.2.19.1
	FDD-FDD Inter Frequency absolute WB-RSRQ
	Rel-11
	C01h
	UE supporting E-UTRA FDD and WB-RSRQ measurement and Feature Group Indicators 16 and 25
	
	

	9.2.20.1
	TDD-TDD Inter Frequency absolute WB-RSRQ
	Rel-11
	C02h
	UE supporting E-UTRA TDD and WB-RSRQ measurement and Feature Group Indicators 16 and 25
	
	

	9.2.21.1
	FDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 10MHz+5MHz
	Rel-11
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.2.5.1 or TC 9.2.11.1 or TC 9.2.21.1 or TC 9.2.23.1 shall be executed.
(Note 1)
	

	9.2.21.2
	FDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation for 10MHz+5MHz
	Rel-11
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.2.5.2 or TC 9.2.11.2 or TC 9.2.21.2 or TC 9.2.23.2 shall be executed.
(Note 1)
	

	9.2.22.1
	TDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 10MHz+5MHz
	Rel-11
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.2.6.1 or TC 9.2.12.1 or TC 9.2.22.1 or TC 9.2.24.1 or TC 9.2.27.1 shall be executed.
(Note 1)
	

	9.2.22.2
	TDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 10MHz+5MHz
	Rel-11
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.2.6.2 or TC 9.2.12.2 or TC 9.2.22.2 or TC 9.2.24.2 or TC 9.2.27.2 shall be executed.
(Note 1)
	

	9.2.23.1
	FDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 5MHz+5MHz
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.2.5.1 or TC 9.2.11.1 or TC 9.2.21.1 or TC 9.2.23.1 shall be executed.
(Note 1)
	

	9.2.23.2
	FDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation for 5MHz+5MHz
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	Either TC 9.2.5.2 or TC 9.2.11.2 or TC 9.2.21.2 or TC 9.2.23.2 shall be executed.
(Note 1)
	

	9.2.24.1
	TDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 5MHz+5MHz
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.2.6.1 or TC 9.2.12.1 or TC 9.2.22.1 or TC 9.2.24.1 or TC 9.2.27.1 shall be executed.
(Note 1)
	

	9.2.24.2
	TDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation for 5MHz+5MHz
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.2.6.2 or TC 9.2.12.2 or TC 9.2.22.2 or TC 9.2.24.2 or TC 9.2.27.2 shall be executed.
(Note 1)
	

	9.2.27.1
	TDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 20MHz+10MHz
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.2.6.1 or TC 9.2.12.1 or TC 9.2.22.1 or TC 9.2.24.1 or TC 9.2.27.1 shall be executed.
(Note 1)
	

	9.2.27.2
	TDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation for 20MHz+10MHz
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 9.2.6.2 or TC 9.2.12.2 or TC 9.2.22.2 or TC 9.2.24.2 or TC 9.2.27.2 shall be executed.
(Note 1)
	

	9.3.1
	E-UTRAN FDD - UTRA FDD CPICH RSCP absolute accuracy
	Rel-9
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	

	9.3.2
	E-UTRAN TDD - UTRA FDD CPICH RSCP absolute accuracy
	Rel-9
	C07
	UE supporting E-UTRA TDD and UTRA FDD
	
	

	9.3.3
	E-UTRAN FDD - UTRA FDD CPICH RSCP absolute accuracy for 5MHz bandwidth
	Rel-8
	C52
	UE supporting E-UTRA FDD and E-UTRA Band 31 and UTRA FDD
	
	

	9.4.1
	E-UTRAN FDD - UTRA FDD CPICH Ec/No absolute accuracy
	Rel-9
	C04
	UE supporting E-UTRA FDD and UTRA FDD
	
	

	9.4.2
	E-UTRAN TDD - UTRA FDD CPICH Ec/No absolute accuracy
	Rel-9
	C07
	UE supporting E-UTRA TDD and UTRA FDD
	
	

	9.4.3
	E-UTRAN FDD - UTRA FDD CPICH Ec/No absolute accuracy for 5MHz bandwidth
	Rel-8
	C52
	UE supporting E-UTRA FDD and E-UTRA Band 31 and UTRA FDD
	
	

	9.6.1
	GSM RSSI accuracy for E-UTRAN FDD
	Rel-9
	C08g
	UE supporting E-UTRA FDD and GSM and Feature Group Indicator 16 and 23
	
	

	9.6.2
	GSM RSSI accuracy for E-UTRAN TDD
	Rel-9
	C09h
	UE supporting E-UTRA TDD and GSM and Feature Group Indicator 16 and 23
	
	

	9.9.1.1
	FDD Intra Frequency Serving Cell Absolute RSRP Accuracy
	Rel-10 and Rel-11 only
	C01f
	UE supporting E-UTRA FDD and Feature Group Indicator 16
	
	

	9.9.1.1_1
	FDD Intra Frequency Serving Cell Absolute RSRP Accuracy (Rel‑12 and forward)
	Rel-12
	C01f
	UE supporting E-UTRA FDD and Feature Group Indicator 16
	
	

	9.9.1.2
	FDD Intra Frequency Serving Cell Absolute RSRQ Accuracy
	Rel-10
	C01f
	UE supporting E-UTRA FDD and Feature Group Indicator 16
	
	

	9.9.2.1
	TDD Intra Frequency Serving Cell Absolute RSRP Accuracy
	Rel-10 and Rel-11 only
	C02f
	UE supporting E-UTRA TDD and Feature Group Indicator 16
	
	

	9.9.2.1_1
	TDD Intra Frequency Serving Cell Absolute RSRP Accuracy (Rel‑12 and forward)
	Rel-12
	C02f
	UE supporting E-UTRA TDD and Feature Group Indicator 16
	
	

	9.9.2.2
	TDD Intra Frequency Serving Cell Absolute RSRQ Accuracy
	Rel-10
	C02f
	UE supporting E-UTRA TDD and Feature Group Indicator 16
	
	


Table 4.2-1a: Applicability of RRM conformance test cases Conditions

	C01
IF A.4.1-1/1 THEN R ELSE N/A

	C01a
IF (A.4.1-1/1 AND A.4.4-1/13 AND A.4.4-1/25) THEN R ELSE N/A

	C01b
IF (A.4.1-1/1 AND A.4.4-1/25) THEN R ELSE N/A

	C01c
IF (A.4.1-1/1 AND A.4.4-1/5) THEN R ELSE N/A

	C01d
IF (A.4.1-1/1 AND A.4.4-1/5 AND A.4.4-1/13 AND A.4.4-1/25) THEN R ELSE N/A

	C01e
IF (A.4.1-1/1 AND A.4.4-1/5 AND A.4.4-1/25) THEN R ELSE N/A

	C01f
IF (A.4.1-1/1 AND A.4.4-1/16) THEN R ELSE N/A

	C01g
IF (A.4.1-1/1 AND A.4.4-1/16 AND A.4.4-1/25) THEN R ELSE N/A

	C01h
IF (A.4.1-1/1 AND A.4.4-1/16 AND A.4.4-1/25 AND A.4.5-1/7) THEN R ELSE N/A

	C02
IF A.4.1-1/2 THEN R ELSE N/A

	C02a
IF (A.4.1-1/2 AND A.4.4-1/13 AND A.4.4-1/25) THEN R ELSE N/A

	C02b
IF (A.4.1-1/2 AND A.4.4-1/25) THEN R ELSE N/A

	C02c
IF (A.4.1-1/2 AND A.4.4-1/5) THEN R ELSE N/A

	C02d
IF (A.4.1-1/2 AND A.4.4-1/5 AND A.4.4-1/13 AND A.4.4-1/25) THEN R ELSE N/A

	C02e
IF (A.4.1-1/2 AND A.4.4-1/5 AND A.4.4-1/25) THEN R ELSE N/A

	C02f
IF (A.4.1-1/2 AND A.4.4-1/16) THEN R ELSE N/A

	C02g
IF (A.4.1-1/2 AND A.4.4-1/16 AND A.4.4-1/25) THEN R ELSE N/A

	C02h
IF (A.4.1-1/2 AND A.4.4-1/16 AND A.4.4-1/25 AND A.4.5-1/7) THEN R ELSE N/A

	C03
IF (A.4.1-1/1 AND A.4.1-1/2) THEN R ELSE N/A

	C04
IF (A.4.1-1/1 AND A.4.1-1/3) THEN R ELSE N/A

	C04a
IF (A.4.1-1/1 AND A.4.1-1/3 AND A.4.4-1/8 AND A.4.4-1/22) THEN R ELSE N/A

	C04b
IF (A.4.1-1/1 AND A.4.1-1/3 AND A.4.4-1/22) THEN R ELSE N/A

	C04c
Void

	C04d
IF (A.4.1-1/1 AND A.4.1-1/3 AND A.4.4-1/5 AND A.4.4-1/15 AND A.4.4-1/22) THEN R ELSE N/A

	C04e
IF (A.4.1-1/1 AND A.4.1-1/3 AND A.4.4-1/22 AND A.4.4-1/25) THEN R ELSE N/A

	C04f
IF (A.4.1-1/1 AND A.4.1-1/3 AND A.4.4-1/5 AND A.4.4-1/19 AND A.4.4-1/22) THEN R ELSE N/A

	C04g
IF (A.4.1-1/1 AND A.4.1-1/3 AND A.4.4-1/15 AND A.4.4-1/22) THEN R ELSE N/A

	C05
IF (A.4.1-1/2 AND A.4.1-1/4) THEN R ELSE N/A

	C05a
IF (A.4.1-1/2 AND A.4.1-1/4 AND A.4.4-1/8 AND A.4.4-1/22) THEN R ELSE N/A

	C05b
IF (A.4.1-1/2 AND A.4.1-1/4 AND A.4.4-1/15 AND A.4.4-1/25) THEN R ELSE N/A

	C05c
Void

	C05d
IF (A.4.1-1/2 AND A.4.1-1/4 AND A.4.4-1/5 AND A.4.4-1/15 AND A.4.4-1/25) THEN R ELSE N/A

	C05e
IF (A.4.1-1/2 AND A.4.1-1/4 AND A.4.4-1/22 AND A.4.4-1/25) THEN R ELSE N/A

	C06
IF (A.4.1-1/1 AND A.4.1-1/4) THEN R ELSE N/A 

	C06a
IF (A.4.1-1/1 AND A.4.1-1/4 AND A.4.4-1/8 AND A.4.4-1/22) THEN R ELSE N/A 

	C06b
IF (A.4.1-1/1 AND A.4.1-1/4 AND A.4.4-1/15 AND A.4.4-1/22) THEN R ELSE N/A 

	C07
IF (A.4.1-1/2 AND A.4.1-1/3) THEN R ELSE N/A

	C07a
IF (A.4.1-1/2 AND A.4.1-1/3 AND A.4.4-1/8 AND A.4.4-1/22) THEN R ELSE N/A

	C07b
IF (A.4.1-1/2 AND A.4.1-1/3 AND A.4.4-1/15 AND A.4.4-1/22) THEN R ELSE N/A

	C07c
Void

	C08
IF (A.4.1-1/1 AND A.4.1-1/5) THEN R ELSE N/A

	C08a
IF (A.4.1-1/1 AND A.4.1-1/5 AND A.4.4-1/9 AND A.4.4-1/23) THEN R ELSE N/A

	C08b
IF (A.4.1-1/1 AND A.4.1-1/5 AND A.4.4-1/23 AND A.4.4-1/25) THEN R ELSE N/A

	C08c
IF (A.4.1-1/1 AND A.4.1-1/5 AND A.4.4-1/22) THEN R ELSE N/A 

	C08d
IF (A.4.1-1/1 AND A.4.1-1/5 AND A.4.4-1/5 AND A.4.4-1/15 AND A.4.4-1/23) THEN R ELSE N/A

	C08e
IF (A.4.1-1/1 AND A.4.1-1/5 AND A.4.4-1/9 AND A.4.4-1/15 AND A.4.4-1/23) THEN R ELSE N/A

	C08f
IF (A.4.1-1/1 AND A.4.1-1/5 AND A.4.4-1/15 AND A.4.4-1/23) THEN R ELSE N/A

	C08g
IF (A.4.1-1/1 AND A.4.1-1/5 AND A.4.4-1/16 AND A.4.4-1/23) THEN R ELSE N/A

	C09
IF (A.4.1-1/2 AND A.4.1-1/5) THEN R ELSE N/A

	C09a
IF (A.4.1-1/2 AND A.4.1-1/5 AND A.4.4-1/23 AND A.4.4-1/25) THEN R ELSE N/A

	C09b
IF (A.4.1-1/2 AND A.4.1-1/5 AND A.4.4-1/9 AND A.4.4-1/23) THEN R ELSE N/A

	C09c
IF (A.4.1-1/2 AND A.4.1-1/5 AND A.4.4-1/22) THEN R ELSE N/A 

	C09d
Void

	C09e
IF (A.4.1-1/2 AND A.4.1-1/5 AND A.4.4-1/5 AND A.4.4-1/15 AND A.4.4-1/23) THEN R ELSE N/A

	C09f
IF (A.4.1-1/2 AND A.4.1-1/5 AND A.4.4-1/9 AND A.4.4-1/15 AND A.4.4-1/23) THEN R ELSE N/A

	C09g
IF (A.4.1-1/2 AND A.4.1-1/5 AND A.4.4-1/15 AND A.4.4-1/23) THEN R ELSE N/A

	C09h
IF (A.4.1-1/2 AND A.4.1-1/5 AND A.4.4-1/16 AND A.4.4-1/23) THEN R ELSE N/A

	C10
IF (A.4.1-1/1 AND A.4.1-1/6) THEN R ELSE N/A

	C10a
IF (A.4.1-1/1 AND A.4.1-1/6 AND A.4.4-1/12 AND A.4.4-1/26) THEN R ELSE N/A

	C11
IF (A.4.1-1/1 AND A.4.1-1/7) THEN R ELSE N/A

	C11a
IF (A.4.1-1/1 AND A.4.1-1/7 AND A.4.4-1/11 AND A.4.4-1/24) THEN R ELSE N/A

	C12
Void

	C13
IF (A.4.1-1/1 AND A.4.5-1/1 AND A.4.5-1/2) THEN R ELSE N/A

	C14
IF (A.4.1-1/1 AND A.4.5-1/1 AND A.4.5-1/3) THEN R ELSE N/A

	C15
IF (A.4.1-1/2 AND A.4.5-1/1 AND A.4.5-1/2) THEN R ELSE N/A

	C16
IF (A.4.1-1/2 AND A.4.5-1/1 AND A.4.5-1/3) THEN R ELSE N/A

	C17
Void

	C18
IF (A.4.1-1/1 AND A.4.2-1/2) THEN R ELSE N/A

	C19
IF (A.4.1-1/2 AND A.4.2-1/2) THEN R ELSE N/A

	C20
Void

	C21
IF (A.4.1-1/1 AND A.4.1-1/2 AND A.4.4-1/5 AND A.4.4-1/25 AND A.4.4-1/30) THEN R ELSE N/A

	C22
IF (A.4.1-1/1 AND A.4.1-1/2 AND A.4.4-1/25) THEN R ELSE N/A

	C23
IF (A.4.1-1/1 AND NOT A.4.4-1/5) THEN R ELSE N/A

	C24
IF (A.4.1-1/2 AND NOT A.4.4-1/5) THEN R ELSE N/A

	C25
IF (A.4.1-1/1 AND A.4.1-1/4) THEN R ELSE N/A

	C26
IF (A.4.1-1/2 AND A.4.1-1/4) THEN R ELSE N/A

	C27
IF (A.4.1-1/1 AND A.4.1-1/5) THEN R ELSE N/A

	C28
IF (A.4.1-1/2 AND A.4.1-1/5) THEN R ELSE N/A

	C29
IF (A.4.1-1/1 AND A.4.1-1/3 AND A.4.4-1/15) THEN R ELSE N/A

	C30
IF (A.4.1-1/1 AND A.4.1-1/4 AND A.4.4-1/15) THEN R ELSE N/A

	C31
IF (A.4.1-1/2 AND A.4.1-1/4 AND A.4.4-1/15) THEN R ELSE N/A

	C32
IF (A.4.1-1/1 AND A.4.2-1/2 AND A.4.4-3/111) THEN R ELSE N/A

	C32a
Void

	C32b
IF (A.4.1-1/1 AND A.4.2-1/2 AND A.4.4-3/25) THEN R ELSE N/A

	C33
IF (A.4.1-1/2 AND A.4.2-1/2 AND A.4.4-3/111) THEN R ELSE N/A

	C33a
Void

	C33b
IF (A.4.1-1/2 AND A.4.2-1/2 AND A.4.4-3/25) THEN R ELSE N/A

	C34
IF (A.4.1-1/2 AND A.4.1-1/6) THEN R ELSE N/A

	C35
IF (A.4.1-1/2 AND A.4.1-1/7) THEN R ELSE N/A

	C36
IF (A.4.1-1/2 AND A.4.1-1/6 AND A.4.4-1/12 AND A.4.4-1/26) THEN R ELSE N/A

	C37
IF (A.4.1-1/2 AND A.4.1-1/7 AND A.4.4-1/11 AND A.4.4-1/24) THEN R ELSE N/A

	C38
IF (A.4.1-1/1 AND A.4.1-1/2 AND A.4.4-1/4 AND A.4.4-1/25) THEN R ELSE N/A

	C39
IF (A.4.1-1/1 AND A.4.1-1/2 AND A.4.5-1/1 AND A.4.5-1/3 AND A.4.4-1/25) THEN R ELSE N/A

	C40
IF (A.4.1-1/2 AND A.4.1-1/6 AND A.4.4-1/15) THEN R ELSE N/A

	C41
IF (A.4.1-1/2 AND A.4.1-1/7 AND A.4.4-1/15) THEN R ELSE N/A

	C42
IF (A.4.1-1/1 AND A.4.1-1/2 AND A.4.4-1/16 AND A.4.4-1/25) THEN R ELSE N/A

	C43
IF (A.4.1-1/1 AND A.4.1-1/3 AND A.4.2-1/2 AND A.4.4-1/15) THEN R ELSE N/A

	C44
IF (A.4.1-1/2 AND A.4.1-1/4 AND A.4.2-1/2 AND A.4.4-1/15) THEN R ELSE N/A

	C45
IF (A.4.1-1/1 AND A.4.4-3/115) THEN R ELSE N/A

	C46
IF (A.4.1-1/2 AND A.4.4-3/115) THEN R ELSE N/A

	C47
IF (A.4.1-1/1 AND A.4.4-1/25 AND NOT A.4.5-1/4) THEN R ELSE N/A

	C48
IF (A.4.1-1/1 AND A.4.1-1/3 AND A.4.4-1/15 AND A.4.4-1/22 AND NOT A.4.5-1/5) THEN R ELSE N/A

	C49
IF (A.4.1-1/1 AND A.4.5-1/6) THEN R ELSE N/A

	C50
IF (A.4.1-1/1 AND A.4.3-3/31 AND A.4.4-1/16) THEN R ELSE N/A

	C51
IF (A.4.1-1/1 AND A.4.3-3/31 AND A.4.4-1/16 AND A.4.4-1/25) THEN R ELSE N/A

	C52
IF (A.4.1-1/1 AND A.4.3-3/31 AND A.4.1-1/3) THEN R ELSE N/A

	C53
IF (A.4.1-1/1 AND A.4.5-1/6 AND A.4.1-1/3) THEN R ELSE N/A

	C54
IF (A.4.1-1/1 AND A.4.5-1/6 AND A.4.1-1/3 AND A.4.4-1/8 AND A.4.4-1/22) THEN R ELSE N/A

	C55
IF (A.4.1-1/1 AND A.4.5-1/6 AND A.4.1-1/3 AND A.4.4-1/15 AND A.4.4-1/22) THEN R ELSE N/A

	C56
IF (A.4.1-1/1 AND A.4.5-1/6 AND A.4.4-1/5) THEN R ELSE N/A

	C57
IF (A.4.1-1/1 AND ((A.4.6.1-1/1 OR A.4.6.1-1/2) AND (A.4.6.1-2/1 OR A.4.6.1-2/2)) AND A.4.4-1/5) THEN R ELSE N/A

	C58
IF (A.4.1-1/2 AND ((A.4.6.1-1/1 OR A.4.6.1-1/2) AND (A.4.6.1-2/1 OR A.4.6.1-2/2)) AND A.4.4-1/5) THEN R ELSE N/A

	C59
IF (A.4.1-1/1 AND A.4.5-2/1) THEN R ELSE N/A

	C60
IF (A.4.1-1/2 AND A.4.5-2/1 AND A.4.5-2/2) THEN R ELSE N/A

	C61
IF (A.4.1-1/1 AND (((A.4.6.1-1/1 AND A.4.6.1-2/1) OR (A.4.6.1-1/2 AND A.4.6.1-2/2)) OR (A.4.6.2-1/1 AND A.4.6.2-2/1) OR (A.4.6.3-1/1 AND A.4.6.3-2/1)) AND A.4.5-2/3) THEN R ELSE N/A

	C62
IF (A.4.1-1/2 AND (((A.4.6.1-1/1 AND A.4.6.1-2/1) OR (A.4.6.1-1/2 AND A.4.6.1-2/2)) OR (A.4.6.2-1/1 AND A.4.6.2-2/1) OR (A.4.6.3-1/1 AND A.4.6.3-2/1)) AND A.4.5-2/3) THEN R ELSE N/A

	C63
IF (A.4.1-1/1 AND (((A.4.6.1-1/1 AND A.4.6.1-2/1) OR (A.4.6.1-1/2 AND A.4.6.1-2/2)) OR (A.4.6.2-1/1 AND A.4.6.2-2/1) OR (A.4.6.3-1/1 AND A.4.6.3-2/1)) AND A.4.5-2/3 AND A.4.4-1/5) THEN R ELSE N/A

	C64
IF (A.4.1-1/2 AND (((A.4.6.1-1/1 AND A.4.6.1-2/1) OR (A.4.6.1-1/2 AND A.4.6.1-2/2)) OR (A.4.6.2-1/1 AND A.4.6.2-2/1) OR (A.4.6.3-1/1 AND A.4.6.3-2/1)) AND A.4.5-2/3 AND A.4.4-1/5) THEN R ELSE N/A

	Cxy
IF (A.4.1-1/1 AND A.4.1-1/2 AND A.4.2-1/x)


Table 4.2-1b: Number of TC Executions - Notes

	Note 1:
The Carrier Aggregation TCs verify the same core requirement(s) however with different channel bandwidth configurations, this according to the guidance in TS 36.521-3, Annex C.3.3 [2].


Annex A (normative):
ICS proforma for E-UTRA User Equipment
Notwithstanding the provisions of the copyright related to the text of the present document, The Organizational Partners of 3GPP grant that users of the present document may freely reproduce the ICS proforma in this annex so that it can be used for its intended purposes and may further publish the completed ICS.
A.1
Guidance for completing the ICS proforma

A.1.1
Purposes and structure

The purpose of this ICS proforma is to provide a mechanism whereby a supplier of an implementation of the requirements defined in relevant specifications may provide information about the implementation in a standardised manner.

The ICS proforma is subdivided into clauses for the following categories of information:

-
instructions for completing the ICS proforma;

-
identification of the implementation;

-
identification of the protocol;

-
ICS proforma tables (for example: UE implementation types, Teleservices, etc).

A.1.2
Abbreviations and conventions

The ICS proforma contained in this annex is comprised of information in tabular form in accordance with the guidelines presented in ISO/IEC 9646‑7 [4].

Item column

The item column contains a number which identifies the item in the table.

Item description column

The item description column describes in free text each respective item (e.g. parameters, timers, etc.). It implicitly means "is <item description> supported by the implementation?".

Reference column

The reference column gives reference to the relevant 3GPP core specifications.

Release column

The release column indicates the earliest release from which the capability or option is relevant.

Comments column

This column is left blank for particular use by the reader of the present document.

References to items

For each possible item answer (answer in the support column) within the ICS proforma there exists a unique reference, used, for example, in the conditional expressions. It is defined as the table identifier, followed by a solidus character "/", followed by the item number in the table. If there is more than one support column in a table, the columns shall be discriminated by letters (a, b, etc.), respectively.

EXAMPLE 1:
A.4.1-1/2 is the reference to the answer of item 2 in table A.4.1-1.

A.1.3
Instructions for completing the ICS proforma

The supplier of the implementation may complete the ICS proforma in each of the spaces provided. More detailed instructions are given at the beginning of the different clauses of the ICS proforma.

A.2
Identification of the User Equipment

Identification of the User Equipment should be filled in so as to provide as much detail as possible regarding version numbers and configuration options.

The product supplier information and client information should both be filled in if they are different.

A person who can answer queries regarding information supplied in the ICS should be named as the contact person.

A.2.1
Date of the statement

A.2.2
User Equipment Under Test (UEUT) identification

UEUT name:

Hardware configuration:

Software configuration:

A.2.3
Product supplier

Name:

Address:

Telephone number:

Facsimile number:

E-mail address:

Additional information:

A.2.4
Client

Name:

Address:

Telephone number:

Facsimile number:

E-mail address:

Additional information:

A.2.5
ICS contact person

Name:

Telephone number:

Facsimile number:

E-mail address:

Additional information:

A.3
Identification of the protocol

This ICS proforma applies to the 3GPP standards listed in the normative references clause of the present document.

A.4
ICS proforma tables

A.4.1
UE Implementation Types

Table A.4.1-1: UE Radio Technologies

	Item
	UE Radio Technologies
	Ref.
	Release
	Comments

	1
	E-UTRA FDD
	36.101
	Rel-8
	

	2
	E-UTRA TDD
	36.101
	Rel-8
	

	3
	UTRA FDD
	25.101
	Rel-8
	

	4
	UTRA TDD
	25.102
	Rel-8
	

	5
	GSM
	45.005
	Rel-8
	

	6
	cdma2000 HRPD
	C.S0024-A
	Rel-8
	

	7
	cdma2000 1xRTT
	C.S0002-A
	Rel-8
	


A.4.2
UE Service Capabilities

Table A.4.2-1: UE Radio Technologies

	Item
	UE Radio Technologies
	Ref.
	Release
	Comments

	1
	LTE MBMS
	36.101
	Rel-9
	

	2
	LTE CA
	36.101
	Rel-10
	

	3
	UL-MIMO
	36.306 subclause 4.3.4.6
	Rel-10
	

	4
	eDL-MIMO
	36.306 subclause 4.3.4.7
	Rel-10
	

	5
	Enhanced Dual Layer TDD
	36.306 subclause 4.3.4.5
	Rel-9
	

	6
	EPDCCH
	36.306 subclause 4.3.4.18
	Rel-11
	

	x
	FDD – TDD CA
	36.306 subclause 4.3.4.28
	Rel-12
	


A.4.3
Baseline Implementation Capabilities

Table A.4.3-1: Supported protocols

	Item
	Supported protocols
	Ref.
	Release
	Comments

	1
	EPS Mobility Management 
	24.301, 5
	Rel-8
	

	2
	EPS Session Management 
	24.301, 6
	Rel-8
	

	3
	GPRS Mobility Management
	23.060
	R99
	

	4
	Radio Resource Control
	36.331
	Rel-8
	

	5
	Packet Data Convergence Protocol
	36.323
	Rel-8
	

	6
	Radio Link Control
	36.322
	Rel-8
	

	7
	Medium Access Control
	36.321
	Rel-8
	

	8
	Physical Layer
	36.201, 36.302
	Rel-8
	


Table A.4.3-2: Special Conformance Testing Functions

	Item
	Special Conformance Testing Functions
	Ref.
	Release
	Comments

	1
	UE test loop
	36.509
	Rel-8
	

	2
	Max UE test loop UL RLC SDU size 65535 bits
	36.509
	Rel-8
	


Table A.4.3-3: RF Baseline Implementation Capabilities

	Item
	RF Baseline Implementation Capabilities
	Ref.
	Release
	Comments

	1
	Frequency band: 1920-1980, 2110-2170 MHz
	36.101, 5.5
	Rel-8
	FDD Band 1 

	2
	Frequency band: 1850-1910, 1930-1990 MHz
	36.101, 5.5
	Rel-8
	FDD Band 2

	3
	Frequency band: 1710-1785, 1805-1880 MHz
	36.101, 5.5
	Rel-8
	FDD Band 3

	4
	Frequency band: 1710-1755, 2110-2155 MHz
	36.101, 5.5
	Rel-8
	FDD Band 4

	5
	Frequency band: 824-849, 869-894 MHz
	36.101, 5.5
	Rel-8
	FDD Band 5

	6
	Frequency band: 830-840, 875-885 MHz
	36.101, 5.5
	Rel-8
	FDD Band 6

	7
	Frequency band: 2500-2570, 2620-2690 MHz
	36.101, 5.5
	Rel-8
	FDD Band 7

	8
	Frequency band: 880-915, 925-960 MHz
	36.101, 5.5
	Rel-8
	FDD Band 8

	9
	Frequency band: 1749.9-1784.9, 1844.9-1879.9 MHz
	36.101, 5.5
	Rel-8
	FDD Band 9

	10
	Frequency band: 1710-1770, 2110-2170 MHz
	36.101, 5.5
	Rel-8
	FDD Band 10

	11
	Frequency band: 1427.9-1447.9, 1475.9-1495.9 MHz
	36.101, 5.5
	Rel-8
	FDD Band 11

	12
	Frequency band: 699-716, 729-746 MHz
	36.101, 5.5
	Rel-8
	FDD Band 12

	13
	Frequency band: 777-787, 746-756 MHz
	36.101, 5.5
	Rel-8
	FDD Band 13

	14
	Frequency band: 788-798, 758-768 MHz
	36.101, 5.5
	Rel-8
	FDD Band 14

	15
	Reserved
	36.101, 5.5
	Rel-8
	FDD Band 15

	16
	Reserved
	36.101, 5.5
	Rel-8
	FDD Band 16

	17
	Frequency band: 704-716, 734-746 MHz
	36.101, 5.5
	Rel-8
	FDD Band 17

	18
	Frequency band: 815-830, 860-875 MHz
	36.101, 5.5
	Rel-9
	FDD Band 18

	19
	Frequency band: 830-845, 875-890 MHz
	36.101, 5.5
	Rel-9
	FDD Band 19

	20
	Frequency band: 832-862, 791-821MHz
	36.101, 5.5
	Rel-9
	FDD Band 20

	21
	Frequency band: 1447.9-1462.9, 1495.9-1510.9 MHz
	36.101, 5.5
	Rel-9
	FDD Band 21

	22
	Frequency band: 3410-3490, 3510-3590 MHz
	36.101, 5.5
	Rel-10
	FDD Band 22

	23
	Frequency band: 2000-2020, 2180-2200 MHz
	36.101, 5.5
	Rel-10
	FDD Band 23

	24
	Frequency band: 1626.5-1660.5, 1525-1559 MHz
	36.101, 5.5
	Rel-10
	FDD Band 24

	25
	Frequency band: 1850-1915, 1930-1995 MHz
	36.101, 5.5
	Rel-10
	FDD Band 25

	26
	Frequency band: 814-849, 859-894 MHz
	36.101, 5.5
	Rel-11
	FDD Band 26

	27
	Frequency band: 807-824, 852-869 MHz
	36.101, 5.5
	Rel-11
	FDD Band 27

	28
	Frequency band: 703-748, 758-803 MHz
	36.101, 5.5
	Rel-11
	FDD Band 28

	29
	Frequency band: N/A, 717-728 MHz
	36.101, 5. 5
	Rel‑11
	FDD Band 29

	30
	Frequency band: 2305-2315, 2350-2360 MHz
	36.101, 5.5
	Rel-12
	FDD Band 30

	31
	Frequency band: 452.5-457.5, 462.5-467.5 MHz
	36.101, 5.5
	Rel-12
	FDD Band 31

	...
	
	
	
	

	33
	Frequency band: 1900-1920, 1900-1920 MHz
	36.101, 5.5
	Rel-8
	TDD Band 33

	34
	Frequency band: 2010-2025, 2010-2025 MHz
	36.101, 5.5
	Rel-8
	TDD Band 34

	35
	Frequency band: 1850-1910, 1850-1910 MHz
	36.101, 5.5
	Rel-8
	TDD Band 35

	36
	Frequency band: 1930-1990, 1930-1990 MHz
	36.101, 5.5
	Rel-8
	TDD Band 36

	37
	Frequency band: 1910-1930, 1910-1930 MHz
	36.101, 5.5
	Rel-8
	TDD Band 37

	38
	Frequency band: 2570-2620, 2570-2620 MHz
	36.101, 5.5
	Rel-8
	TDD Band 38

	39
	Frequency band: 1880-1920, 1880-1920 MHz
	36.101, 5.5
	Rel-8
	TDD Band 39

	40
	Frequency band: 2300-2400, 2300-2400 MHz
	36.101, 5.5
	Rel-8
	TDD Band 40

	41
	Frequency band: 2496-2690, 2496-2690 MHz 
	36.101, 5.5
	Rel-10
	TDD Band 41

	42
	Frequency band: 3400-3600, 3400-3600 MHz
	36.101, 5.5
	Rel-10
	TDD Band 42

	43
	Frequency band: 3600-3800, 3600-3800 MHz
	36.101, 5.5
	Rel-10
	TDD Band 43

	44
	Frequency band: 703-803, 703-803 MHz
	36.101, 5.5
	Rel-11
	TDD Band 44

	Note:
The values indicated in column "Release" are to be understood as the specifications release version in which a band was introduced and not as a mandate that a UE conforming to particular release shall support a particular band. For further guidance to release independent bands see TS 36.307 [16]


Table A.4.3-3a: RF Additional Baseline Implementation Capabilities

	Item
	RF Additional Baseline Implementation Capabilities
	Ref.
	Comments

	1
	Support of 1.4 MHz channel bandwidth
	36.101, 5.6.1
	Operating bands supporting 1.4 MHz Bandwidth:

2, 3, 4, 5, 8, 12, 23, 25, 26, 27, 31, 35, 36

	2
	Support of 3 MHz channel bandwidth
	36.101, 5.6.1
	Operating bands supporting 3 MHz Bandwidth:

2, 3, 4, 5, 8, 12, 23, 25, 26, 27, 28, 31, 35, 36, 44

	3
	Support of 5 MHz channel bandwidth
	36.101, 5.6.1
	All operating bands support 5 MHz Bandwidth

	4
	Support of 10 MHz channel bandwidth
	36.101, 5.6.1
	All operating bands support 10 MHz Bandwidth except band 31

	5
	Support of 15 MHz channel bandwidth
	36.101, 5.6.1
	Operating bands supporting 15 MHz Bandwidth:

1, 2, 3, 4, 7, 9, 10, 18, 19, 20, 21, 22, 23, 25, 26, 28, 33, 34, 35, 36, 37, 38, 39, 40, 41, 42, 43, 44

	6
	Support of 20 MHz channel bandwidth
	36.101, 5.6.1
	Operating bands supporting 20MHz Bandwidth:

1, 2, 3, 4, 7, 9, 10, 20, 22, 23, 25, 28, 33, 35, 36, 37, 38, 39, 40, 41, 42, 43, 44


Table A.4.3-3b: Additional UE Power Class implementation Capabilities

	Item
	RF baseline UE Baseline implementation capability
	Ref.
	Comments

	1
	UE Power Class 1
	36.101, 6.2.2
	Applicable to Band 14

	2
	UE Power Class 3
	36.101, 6.2.2
	All applicable E-UTRA bands


Table A.4.3-4: UE Category
	Item
	UE Category
	Ref.
	Release
	Comments

	1
	Category 1
	36.306, 4.1
	Rel-8
	

	2
	Category 2
	36.306, 4.1
	Rel-8
	

	3
	Category 3
	36.306, 4.1
	Rel-8
	

	4
	Category 4
	36.306, 4.1
	Rel-8
	

	5
	Category 5
	36.306, 4.1
	Rel-8
	Support for 64QAM in UL

	6
	Category 6
	36.306, 4.1
	Rel-10
	

	7
	Category 7
	36.306, 4.1
	Rel-10
	

	8
	Category 8
	36.306, 4.1
	Rel-10
	Support for 64QAM in UL

	9
	Category 9
	36.306, 4.1
	Rel-11
	

	10
	Category 10
	36.306, 4.1
	Rel-11
	


Table A.4.3-5: Void
Table A.4.3-6: Void
Table A.4.3-7: Additional capabilities

	Item
	Additional capabilities
	Ref.
	Release
	Comments

	1
	Enhanced performance requirements type A for LTE
	36.101, Clause 8
	Rel-11
	Support for Enhanced performance requirements type A


Table A.4.3-8: Void

