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	Reason for change:
	The procedure currently defined for UE’s in Idle state triggers a MT procedure to establish the resources for non offloaded PDN. The way this procedure is used, there might be already MO trigger in UE to establish resources for offloaded PDN due to condition for offload from WLAN being satisfied. Hence this may result in one MT and one MO procedures running in parallel. 
The equivalent procedures in 36.508 for offload to EUTRA avoids such parallel procedures. The MT procedure to establish resources for non offloaded PDN [to bring UE in connected state] can be avoided and only MO procedure for establishing resources for offloaded PDN should be sufficient.


	
	

	Summary of change:
	The MT procedure for establishing resources for non offloaded PDP context is removed. For UE in idle mode RRC connection and service request procedures based on MO procedure is added.
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	Test  implementation will be difficult and redundent
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	Other comments:
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C.6.2
Offload from WLAN to UTRAN

The procedure specified in this clause is referred to the UTRA cell where the UE has been offloaded from the WLAN AP.

C.6.2.1
Test Procedure

Expected sequence

	Step
	Direction
	Message
	Comments

	
	UE
	SS
	
	

	
	
	Steps 1 to 9 are executed if the UE is in RRC Idle state in UTRA cell.
	

	1-6
	-
	The generic test procedure in TS 34.108 sub table 7.2.4.2.3 steps 2-5, 8-9 are executed. 
	

	7
	
	ACTIVATE PDP CONTEXT REQUEST(for offloaded PDN)
	SM

	8
	
	RADIO BEARER SETUP
	RRC RAB SETUP

	9
	
	RADIO BEARER SETUP COMPLETE
	RRC

	10
	
	ACTIVATE PDP CONTEXT ACCEPT
	SM

	11
	
	Network initiated IPsec tunnel disconnection procedures defined by the IKEv2 protocol in IETF RFC 5996 [yy] is executed on WLAN AP
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