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Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)
	Release RAT

	6
	IDLE MODE
	
	
	
	
	

	<< ROWS SKIPPED >>

	12
	PACKET SWITCHED MOBILITY MANAGEMENT
	
	
	
	
	

	<< ROWS SKIPPED >>

	12.4.1.1a
	Routing area updating / accepted
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.4.1.1b
	Routing area updating / accepted / Signalling connection re-establishment
	R99
	C12
	UE supporting PS domain services 
	1 Execution: PS
	

	12.4.1.1c
	Void
	
	
	
	
	

	12.4.1.1dm
	Routing Area Updating/Accepted/Handling of MBMS context status information / MBMS Multicast Service
	Rel-6
	C542
	UEs supporting PS domain services and MBMS multicast services.
	1 Execution: PS
	

	12.4.1.1d
	Routing area updating / accepted / SMS via GPRS supported
	Rel-11
	C879
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A) and SMS-only service
	
	

	12.4.1.1e
	Routing area updating / accepted / low priority override
	Rel-11
	C878
	UEs supporting PS domain services and LAP and LAP override
	
	

	12.4.1.1f
	Routing area updating / accepted / PSM
	Rel-12
	C922
	UE supporting PS domain services and Power Saving Mode
	1 Execution: PS
	

	12.4.1.2
	Routing area updating / rejected / IMSI invalid / illegal ME
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.4.1.3
	Routing area updating / rejected / UE identity cannot be derived by the network
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.4.1.4a
	Routing area updating / rejected / location area not allowed
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.4.1.4b
	Routing area updating / rejected / No Suitable Cells In Location Area
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.4.1.4c
	Routing area updating / rejected / PS services not allowed in this PLMN
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.4.1.4d
	Routing area updating / rejected / Roaming not allowed in this location area
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.4.1.4e
	Routing area updating / rejected / Not authorized for this CSG
	Rel-8
	C653
	UE supporting PS domain services and CSG.
	1 Execution: PS
	

	12.4.1.4f
	Routing area updating / rejected / Congestion
	Rel-10
	C12
	UE supporting PS domain services.
	1 Execution: PS
	Rel-8 UTRA FDD

	
	
	
	
	
	
	Rel-9 UTRA TDD

	12.4.1.5
	Routing area updating / abnormal cases / attempt counter check / miscellaneous reject causes
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.4.1.6
	Routing area updating / abnormal cases / change of cell into new routing area
	R99
	C12
	UE supporting PS domain services.
	
	

	12.4.1.7
	Void
	
	
	
	
	

	12.4.1.8
	Routing area updating / abnormal cases / P-TMSI reallocation procedure collision
	R99
	C12
	UE supporting PS domain services.
	
	

	12.4.1.9 
	Routing area updating / EAB active
	Rel-11
	C905
	Support EAB configuration and PS domain services
	
	

	12.4.2.1
	Combined routing area updating / combined RA/LA accepted
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	1 Execution: CS+PS
	

	12.4.2.2
	Combined routing area updating / UE in CS operation at change of RA
	R99
	C88d
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A) and CS call establishment.
	1 Execution: CS+PS
	

	12.4.2.3
	Combined routing area updating / RA only accepted
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	
	

	12.4.2.3a
	Void
	
	
	
	
	

	12.4.2.3b
	Combined routing area updating / SMS only
	Rel-11
	C879
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A) and SMS-only service
	
	

	12.4.2.3c
	Combined routing area updating / congestion / GPRS services only 
	Rel-11
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A)
	
	

	12.4.2.4
	Combined routing area updating / rejected / PLMN not allowed
	R99
	C78
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A) and PS attach attempted automatically by outstanding request.
	1 Execution: CS+PS
	

	12.4.2.5a
	Combined routing area updating / rejected / roaming not allowed in this location area
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	1 Execution: CS+PS
	

	12.4.2.5b
	Combined routing area updating / rejected / No Suitable Cells In Location Area
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	
	

	12.4.2.5c
	Combined routing area updating / rejected / Location area not allowed
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	
	

	12.4.2.5d
	Combined routing area updating / rejected / PS services not allowed in this PLMN
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	
	

	12.4.2.5e
	Combined routing area updating request rejected / Not authorized for this CSG
	Rel-8
	C652
	UE supporting PS domain services, CS domain services (UE supports UE operation mode A) and CSG.
	1 Execution: CS+PS
	

	12.4.2.6
	Combined routing area updating / abnormal cases / access barred due to access class control
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	1 Execution: CS+PS
	

	12.4.2.7
	Combined routing area updating / abnormal cases / attempt counter check / procedure timeout
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	
	

	12.4.2.8
	Combined routing area updating / abnormal cases / change of cell into new routing area
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	
	

	12.4.2.9
	Void
	
	
	
	
	

	12.4.2.10
	Combined routing area updating / abnormal cases / PS detach procedure collision
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	
	

	12.4.2.11
	Combined routing area updating / abnormal cases / access barred due to domain specific access restriction for CS domain
	Rel-5
	C413
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A) and DSAC

Note:

For Rel-5 UEs DSAC support is optional.

For Rel-6 or later UEs DSAC support is mandatory.
	1 Execution: CS+PS
	

	12.4.2.12
	Combined routing area updating / abnormal cases / access barred due to domain specific access restriction for PS domain
	Rel-5
	C413
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A) and DSAC

Note:

For Rel-5 UEs DSAC support is optional.

For Rel-6 or later UEs DSAC support is mandatory.
	1 Execution: CS+PS
	

	12.4.3.1
	Periodic routing area updating / accepted
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	12.4.3.2
	Periodic routing area updating / accepted / T3312 default value
	R99
	 C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	
	

	12.4.3.2a
	Periodic routing area updating / accepted / per-device timer
	Rel-10
	C876
	UEs supporting PS domain services and LAP and T3312 Extended IE
	
	Rel-8 UTRA FDD

	
	
	
	
	
	
	Rel-9 UTRA TDD

	12.4.3.2b
	Periodic routing area updating / accepted / PSM / T3312 Extended Value
	Rel-12
	C922
	UE supporting PS domain services and Power Saving Mode
	1 Execution: PS
	

	12.4.3.3
	Periodic routing area updating / no cell available / network mode I
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	
	

	12.4.3.4
	Periodic routing area updating / no cell available
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS
	

	<< ROWS SKIPPED >>
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