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	Reason for change:
	In 36.508 MAC-MainConfig-RBC is not specifed with UL CA configuration. According to 6.3.2 of 36.331, MAC-MainConfig field in Radio resource control information elements specified as extended PHR as below, and the condition is missing for UL CA. 
extendedPHR

Indicates if power headroom shall be reported using the Extended Power Headroom Report MAC control element defined in TS 36.321 [6] (value setup). 
E-UTRAN always configures the value setup if more than one and up to eight Serving Cell(s) with uplink is configured…


	
	

	Summary of change:
	The condition for extended PHR is specified with UL CA in Table 5.2A.4.1.1-2 and Table 7.5.1.1-1
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	Test may not perfrom correctly.
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	Other comments:
	R1: Release in the cover page is corrected to Rel12.

R2: Add UL CA condition in Table 7.5.1.1-1.
This is an update of R5-160481 and the outcome of 2 revision.


5.2A
Generic RF procedures
<< Unchanged sections omitted >>
5.2 A.41.
Specific message contents

All specific message contents shall be referred to clause 4.5.2A.4, with exceptions as below.

5.2A.4.1.1
Exceptions for all CA tests

RRCConnectionReconfiguration

Table 5.2A.4.1.1-1: RRCConnectionReconfiguration
	Derivation Path: Clause 4.6.1 Table 4.6.1-8, condition SCell_AddMod


MAC configurations

Table 5.2A.4.1.1-2: MAC-MainConfig-RBC

	Derivation Path: Clause 4.8.2.1.5 Table 5.5.1.1-1, condition Scell_AddMod

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  mac-MainConfig-v1020SEQUENCE {
	
	
	SCell_AddMod

	    sCellDeactivationTimer-r10
	Not present
	
	

	    extendedBSR-Sizes-r10
	Not Present
	
	

	    extendedPHR-r10
	Not Present
	
	

	
	Setup
	
	UL CA

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	SCell_AddMod
	Addition or modification of Scell

	UL CA
	This condition is used for UL CA.


<< Unchanged sections omitted >>
7.5
Reference radio bearer configurations

7.5.1
SRB and DRB parameters

7.5.1.1
MAC configurations
As defined in clause 4.8.2.1.5 with the following exceptions:
Table 7.5.1.1-1: MAC-MainConfig-RBC

	Derivation Path: Clause 4.8.2.1.5 Table 4.8.2.1.5-1

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  mac-MainConfig-v1020SEQUENCE {
	
	
	SCell_AddMod

	    sCellDeactivationTimer-r10
	Not present
	
	

	    extendedBSR-Sizes-r10
	Not Present
	
	

	    extendedPHR-r10
	Not Present
	
	

	
	Setup
	
	UL CA

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	SCell_AddMod
	Addition or modification of Scell

	UL CA
	This condition is used for UL CA.


<< End of changes >>
