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{Start of changes}
6.2.4A.1_1
Additional Maximum Power Reduction (A-MPR) for CA (intra-band contiguous DL CA and UL CA) for UL 64QAM
Editor's notes:


- Minimum requirement for CA_NS_08 for this test case is undefined in TS 36.101.

6.2.4A.1_1.1
Test purpose

Same test purpose as in clause 6.2.4A.1.1.

6.2.4A.1_1.2
Test applicability

The requirements of this test apply in test case 6.6.2.2A.1 Additional Spectrum Emission Mask for CA (intra-band contiguous DL CA and UL CA) for network signalled value CA_NS_04 to all types of E-UTRA UE from release 13 and forward that support intra-band contiguous DL CA, UL CA and UL 64QAM.

The requirements of this test apply in test case 6.6.3.3A.1 Additional spurious emissions for CA (intra-band contiguous DL CA and UL CA) for network signalled values CA_NS_01, CA_NS_02 and CA_NS_03, CA_NS_05, CA_NS_06, CA_NS_07, CA_NS_08 to all types of E-UTRA UE from release 13 and forward that support intra-band contiguous DL CA, UL CA and UL 64QAM.

NOTE:
As a result TC 6.2.4A.1_1 has not been included in the test case applicability table 4.1-1, TS 36.521-2. This does not preclude the test from being used for R&D or other purposes if deemed useful.

{Unchanged sections omitted}
6.6.2.2A.1_1
Additional Spectrum Emission Mask for CA (intra-band contiguous DL CA and UL CA) for UL 64QAM


6.6.2.2A.1_1.1
Test purpose

Same test purpose as in clause 6.6.2.2A.1.1.

6.6.2.2A.1_1.2
Test applicability

This test case applies to all types of E-UTRA UE from release 13 and forward that support intra-band contiguous DL CA, UL CA and UL 64QAM.

6.6.2.2A.1_1.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 6.6.2.2.A.1.3.
{Unchanged sections omitted}
6.6.3.3A.1_1
Additional spurious emissions for CA (intra-band contiguous DL CA and UL CA) for UL 64QAM
Editor's note:

- The minimum conformance requirements for CA_39C are still FFS in core spec, so that the test requirements for CA_39C are still FFS.

6.6.3.3A.1_1.1
Test purpose

Same test purpose as in clause 6.6.3.3A.1.1
6.6.3.3A.1_1.2
Test applicability

This test case applies to all types of E-UTRA UE from release 13 and forward that support intra-band contiguous DL CA, UL CA and UL 64QAM.

6.6.3.3A.1_1.3
Minimum conformance requirements 

Same minimum conformance requirements as in clause 6.6.3.3.3A.1.3
{End of changes}
