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[bookmark: _Toc446340155]<Unchanged sections skipped>
4.3	Reference test conditions
This clause contains the reference test conditions, which apply to all test cases unless otherwise specified.
[bookmark: _Toc446340156]4.3.1	Test frequencies
The test frequencies are based on the E-UTRA frequency bands defined in the core specifications.
The raster spacing is 100 KHz.
E-UTRA/FDD is designed to operate in paired bands of 3GPP TS 36.101 [27]. The reference test frequencies for the RF and Signalling test environment for each of the operating bands are defined in sub clause 4.3.1.1.
E-UTRA/TDD is designed to operate in unpaired bands of 3GPP TS 36.101 [27]. The reference test frequencies for the RF and Signalling test environment for each of the operating bands are defined in sub clause 4.3.1.2.
For non-CA Signalling testing, E-UTRA frequency to be tested is mid range and E-UTRA channel bandwidth to be tested is 5MHz for all operating bands for all test cases as the default configuration unless specific channel bandwidth is specified for the operating band below:
For Band 11, 13, 18 and 20, channel bandwidth to be tested is 10 MHz as the default configuration.
For Band 38, 39, 40,  41 and 42, channel bandwidth to be tested is 20 MHz as the default configuration.
For CA Signalling testing with two component carriers, E-UTRA frequencies to be tested are according to sub clause 6.2.3.2 and the E-UTRA channel bandwidth combination is according to Table 4.3.1-1.
Table 4.3.1-1: Default E-UTRA channel bandwidth combinations for CA Signalling testing with two component carriers
	CA configuration
(Band(s),BW Class,BW Combination Set)
	CA Channel Bandwidth combination
carrier 1 + carrier 2
[MHz + MHz]
	Comment

	Intra-band contiguous and Bandwidth Class C
	20+20
	This channel bandwidth combination is used for all Intra-band contiguous CA configurations using Bandwidth Class C unless specific channel bandwidth combination is specified for a CA configuration or CA Bandwidth Combination Set by specific entries in this table below.

	Intra-band contiguous and Bandwidth Class B
	5+5
	This channel bandwidth combination is used for all Intra-band contiguous CA configurations using Bandwidth Class B unless specific channel bandwidth combination is specified for a CA configuration or CA Bandwidth Combination Set by specific entries in this table below.

	Inter-band CA and CA Bandwidth Class Combination A-A
	10 + 10
	This channel bandwidth combination is used for all Inter-band  CA configurations using Bandwidth Class Combination A-A unless specific channel bandwidth combination is specified for a CA configuration or CA Bandwidth Combination Set by specific entries in this table below.

	CA_1A-19A
	15 + 10
	This channel bandwidth combination is used for Inter-band  CA configuration CA_1A-19A.

	CA_1A-21A
	15 + 15
	This channel bandwidth combination is used for Inter-band  CA configuration CA_1A-21A.

	CA_1A-41A
	10 + 20
	This channel bandwidth combination is used for Inter-band CA configuration CA_1A-41A.

	CA_1A-42A
	15 + 20
	This channel bandwidth combination is used for Inter-band CA configuration CA_1A-42A.

	CA_3A-19A
	20 + 10
	This channel bandwidth combination is used for Inter-band CA configuration CA_3A-19A.

	CA_3A-41A
	20 + 20
	This channel bandwidth combination is used for Inter-band CA configuration CA_3A-41A.

	CA_3A-42A
	20 + 20
	This channel bandwidth combination is used for Inter-band CA configuration CA_3A-42A.

	CA_19A-21A
	10 + 15
	This channel bandwidth combination is used for Inter-band CA configuration CA_19A-21A.

	CA_19A-42A
	10 + 20
	This channel bandwidth combination is used for Inter-band CA configuration CA_19A-42A.

	CA_26A-41A
	10 + 20
	This channel bandwidth combination is used for Inter-band CA configuration CA_26A-41A.

	CA_39A-41A
	20+20
	This channel bandwidth combination is used for Inter-band CA configuration CA_39A-41A.

	CA_41A-42A
	20 + 20
	This channel bandwidth combination is used for Inter-band CA configuration CA_41A-42A.

	CA_39C
	20 + 10 
	This channel bandwidth combination is used for Intra-band contiguous CA configuration CA_39C.
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