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Change 1 
	Function name
	group XCAP_ASP_Definitions

	Reason for change
	Currently the definitions of XCAP_REQ and XCAP_RESP ASP types are tagged with “with { encode "XCAPCodec" }”. These ASPs are for querying the XCAP server emulation in the SS, and do not carry any user data , so there are no special codec requirements for the SS. The encoding rule “XCAPCodec” is not mentioned anywhere in 34.229-3.

	Summary of change
	Remove the tag “with { encode "XCAPCodec" }” from the group XCAP_ASP_Definitions

	TTCN module
	XCAP_ASP_TypeDefs.ttcn

	MCC160 Comment
	


Before change

 module XCAP_ASP_TypeDefs {

  group XCAP_ASP_Definitions {

  type record XCAP_REQ {                /* ASP type for sending a request to the external XCAP server according to RFC 4825 [26] */

    charstring method,                  /* GET, PUT, DELETE or RESET */

    charstring xcapExpression,          /* XCAP expression sent by the UE in its http request line */

    charstring contentType optional,    /* media type as contained in the HTTP content type header */

    charstring xmlBody optional         /* XML fragment sent by the UE in its http body or simservs document initialised by the test cases */

  };

  type record XCAP_RSP {                /* ASP type for sending the response to the XCAP_REQ from the XCAP server to TTCN */

    charstring errorInfo optional,      /* string indicating a system error */

    charstring contentType optional,    /* media type as contained in the HTTP content type header */

    charstring xmlBody optional         /* Result returned by the XCAP server */

  };

  } with { encode "XCAPCodec" }
After change

module XCAP_ASP_TypeDefs {

  group XCAP_ASP_Definitions {

  type record XCAP_REQ {                /* ASP type for sending a request to the external XCAP server according to RFC 4825 [26] */

    charstring method,                  /* GET, PUT, DELETE or RESET */

    charstring xcapExpression,          /* XCAP expression sent by the UE in its http request line */

    charstring contentType optional,    /* media type as contained in the HTTP content type header */

    charstring xmlBody optional         /* XML fragment sent by the UE in its http body or simservs document initialised by the test cases */

  };

  type record XCAP_RSP {                /* ASP type for sending the response to the XCAP_REQ from the XCAP server to TTCN */

    charstring errorInfo optional,      /* string indicating a system error */

    charstring contentType optional,    /* media type as contained in the HTTP content type header */

    charstring xmlBody optional         /* Result returned by the XCAP server */

  };

  } //REMOVED with { encode "XCAPCodec" }
