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	Reason for change:
	According to the Spec 34.123-2, the ‘applicability of test condition’  for test case 6.2.1.8a.1 , 6.2.1.8a.2 and 6.2.1.8a.3 is C641 which states that :

IF (((A.15/2 OR A.15/18 OR A.15/19) AND ([52] A.1/18 OR [52] A.1/55)) OR ((A.15/3 OR A.15/15 OR A.15/16 OR A.15/22 OR A.15/24 OR A.15/25 OR A.15/26) AND ([52] A.1/1 OR [52] A.1/2 OR [52] A.1/4))) AND NOT [52] A.2/49 THEN R ELSE N/A .

But in current TTCN, Round brackets in the logical condition for C641 are missing.

	
	

	Summary of change:
	Added round brackets in the logical condition C641.



	
	

	Consequences if not approved:
	Incorrect applicability may be applied whne running test cases.

	
	

	Clauses affected:
	6.2.1.8a.1 , 6.2.1.8a.2 and 6.2.1.8a.3
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	Other comments:
	


1.1 Change 1
	Object name 
	IRU.mp:C641 Test Case Selection Expression Definition 

	Reason for change
	In spec 34.123-2 , for C641,

IF (((A.15/2 OR A.15/18 OR A.15/19) AND ([52] A.1/18 OR [52] A.1/55)) OR ((A.15/3 OR A.15/15 OR A.15/16 OR A.15/22 OR A.15/24 OR A.15/25 OR A.15/26) AND ([52] A.1/1 OR [52] A.1/2 OR [52] A.1/4))) AND NOT [52] A.2/49 THEN R ELSE N/A is mentioned.
Round brackets in the logical condition for C641 are missing.


	Summary of change
	Added round brackets in the logical condition C641.
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