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Change 1 
	Function name
	fl_TC_9_1_3_2_Body

	Reason for change
	During steps 10Aa1-19b1,NAS security parameters are needed for RRC security procedure. Security parameters after authentication at step 3 and 4 needs to be updated. Only local variable v_SecurityParams was updated, but not global variable. These security parameters needs to be set also for global variable.

	Summary of change
	At the Step 9 set the security parameters to the global variable.

	TTCN module
	LTE\9_1\NAS_SecurityMode.ttcn

	MCC160 Comment
	


Before change

  function fl_TC_9_1_3_2_Body () runs on EUTRA_PTC

  {
….

….

    //@siclog "Step 8" siclog@

    SRB.receive(car_SRB1_NasPdu_IND(eutra_CellA,

                                    cr_NAS_Indication(tsc_SHT_NoSecurityProtection,

                                                      cr_IDENTITY_RESPONSE(f_Imsi2MobileIdentity(px_IMSI_Def)))));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 8");

    //+   The SS transmits a SECURITY MODE COMMAND message to activate NAS

    //+   security. It is integrity protected and includes request to include

    //+   IMEISV <-- SECURITY MODE COMMAND

    //+   The UE transmits a SECURITY MODE COMPLETE message and establishes the

    //+   initial security configuration. --> SECURITY MODE COMPLETE

    //@siclog "Step 9 - 10" siclog@

    v_NasCountUL := fl_EUTRA_NAS_ActivateSecurity_IMEISV(eutra_CellA, v_SecurityParams);

    //@siclog "Steps 10Aa1-19b1 siclog@"

    // Steps 9a1-16c1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.

    f_EUTRA_InitialRegistration_Step9_18b1 (eutra_CellA, v_NasInd, v_NasCountUL); // @sic R5-160739 sic@

  } // function fl_TC_9_1_3_2_Body
After change

  function fl_TC_9_1_3_2_Body () runs on EUTRA_PTC

  {
….

….

    //@siclog "Step 8" siclog@

    SRB.receive(car_SRB1_NasPdu_IND(eutra_CellA,

                                    cr_NAS_Indication(tsc_SHT_NoSecurityProtection,

                                                      cr_IDENTITY_RESPONSE(f_Imsi2MobileIdentity(px_IMSI_Def)))));

    f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 8");

    //+   The SS transmits a SECURITY MODE COMMAND message to activate NAS

    //+   security. It is integrity protected and includes request to include

    //+   IMEISV <-- SECURITY MODE COMMAND

    //+   The UE transmits a SECURITY MODE COMPLETE message and establishes the

    //+   initial security configuration. --> SECURITY MODE COMPLETE

    //@siclog "Step 9 - 10" siclog@

    v_NasCountUL := fl_EUTRA_NAS_ActivateSecurity_IMEISV(eutra_CellA, v_SecurityParams);

    f_EUTRA_Security_Set(v_SecurityParams); 

    //@siclog "Steps 10Aa1-19b1 siclog@"

    // Steps 9a1-16c1 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.

    f_EUTRA_InitialRegistration_Step9_18b1 (eutra_CellA, v_NasInd, v_NasCountUL); // @sic R5-160739 sic@

  } // function fl_TC_9_1_3_2_Body
