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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2015-03_D16wk10’.
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3. Correction to RRC_Others module
Change 1 – Correction to function ‘f_TC_8_5_4_1_EUTRA’ 
       (given as example)
	Function name
	f_TC_8_5_4_1_EUTRA ()

	Reason for change
	In many use cases of f_EUTRA_RRC_ActivateSecurity there is a preceding function call to f_EUTRA_Authentication_InitAS, This function is alread called inside f_EUTRA_RRC_ActivateSecurity. This is redundant and confusing.

	Summary of change
	In the applicable use cases of f_EUTRA_RRC_ActivateSecurity the preceding function call to  f_EUTRA_Authentication_InitAS was removed.

	TTCN module
	LTE\8_5\RRC_Others.ttcn

	MCC160 Comment
	


Before change

...
     function f_TC_8_5_4_1_EUTRA() runs on EUTRA_PTC

  {

…

    //@siclog "Step 11 - 12" siclog@

    if (tsc_EUTRA_Registration_MultiplePDN) {   /* @sic R5-144797, R5s150338 sic@  @sic R5-156138 sic@ */

      v_DrbForInternet := f_EUTRA_EpsBearerAssociatedDRB(tsc_EpsDefaultBearerId2ndPDN);

      f_IP_Handling_Start(IP, PDN_Internet, cs_DrbInfo_EUTRA(eutra_Cell1, v_DrbForInternet));

      v_DrbConfigList[1] := cs_OneDRB_ConfigAM(v_DrbForInternet);

    }

     //AS security activation

    v_AuthParams := f_EUTRA_Authentication_InitAS ( v_AuthParams, v_NasCountUL );
    v_AuthParams := f_EUTRA_RRC_ActivateSecurity ( eutra_Cell1, v_AuthParams, v_NasCountUL, v_DrbConfigList );

    f_EUTRA_Security_Set ( v_AuthParams );

    //@siclog "Step 13" siclog@

…

  } 

...

After change

...

     function f_TC_8_5_4_1_EUTRA() runs on EUTRA_PTC

  {

…

    //@siclog "Step 11 - 12" siclog@

    if (tsc_EUTRA_Registration_MultiplePDN) {   /* @sic R5-144797, R5s150338 sic@  @sic R5-156138 sic@ */

      v_DrbForInternet := f_EUTRA_EpsBearerAssociatedDRB(tsc_EpsDefaultBearerId2ndPDN);

      f_IP_Handling_Start(IP, PDN_Internet, cs_DrbInfo_EUTRA(eutra_Cell1, v_DrbForInternet));

      v_DrbConfigList[1] := cs_OneDRB_ConfigAM(v_DrbForInternet);

    }

     //AS security activation

    v_AuthParams := f_EUTRA_RRC_ActivateSecurity ( eutra_Cell1, v_AuthParams, v_NasCountUL, v_DrbConfigList );

    f_EUTRA_Security_Set ( v_AuthParams );

    //@siclog "Step 13" siclog@

…

  } 

... 
More changes: Similar correction to generic modules + other TCs

The issue is also found in the following TTCN modules and functions inside:

Common\EUTRA\EUTRA_CommonProcedures

 f_EUTRA_ActivateAdditionalPDNOnDef

 f_EUTRA_508_EstablishIMSEmergencyCall_Steps5_8

Common\EUTRA\EUTRA_NASSteps

 f_EUTRA_Activate_SRB2_DRB_SendRrcMsg

Common\EUTRA_L2\EUTRA_PdcpScurityProcedure

 f_EUTRA_PdcpScurityProcedure_Integrity (2x)

LTE\10\ESM_Testcases

 fl_TC_10_2_1_Body

 fl_TC_10_4_1_Body (6x)

 fl_TC_10_5_1_Body

 fl_TC_10_5_3_Body (2x)

 fl_TC_10_6_1_Body

 fl_TC_10_7_1_Body

 fl_TC_10_7_2_Body

 fl_TC_10_7_3_Body

 fl_TC_10_7_4_Body

 fl_TC_10_7_5_Body

LTE\11\IMS_EmergencyCall

 fl_TC_11_2_1_Body

LTE\8_1\RRC_ConnEst.ttcn

 fl_EUTRA_ActivateAdditionalPDN_Steps_2a2_to_6

 f_TC_8_1_2_7_EUTRA

LTE\8_2\RRC_ConnReconfig

 fl_EUTRA_GenericRbEst_Steps_1_to_7

LTE\8_5\RRC_Others

 f_TC_8_5_4_1_EUTRA

(see change 1 above)
LTE\8_5\RRC_RadioLinkFailure

 f_TC_8_5_1_6_EUTRA (2x)

LTE\9_1\NAS_Authentication

 fl_TC_9_1_2_5_Body

 fl_TC_9_1_2_7_Body

LTE\9_2\NAS_Attach_EOnly

 fl_TC_9_2_1_1_1a_and9_2_1_1_1b_Body

 fl_TC_9_2_1_1_19_Body

 fl_TC_9_2_1_2_2_Body

 fl_TC_9_2_1_2_4_Body

LTE_A_R10_R11\10\ESM_A_Testcases

 fl_TC_10_5_1a_Body

 fl_TC_10_5_1b_Body

 fl_TC_10_5_4_Body

 fl_TC_10_8_8_Body

LTE_A_R10_R11\17\MBMS_MCCH_TestCases

 fl_ReactivateEPS_BearerContext

LTE_A_R10_R11\9_2\NAS_TrackingArea_EOnly_A 

 fl_TC_9_2_3_1_8a_Body

LTE_IRAT\13\MultiLayer_Procedures_EC2K

 f_TC_13_1_18_EUTRA

