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[Start of change]
21.3.1a
Cell reselection to intra-frequency cell to continue SC-PTM service reception / Single Frequency operation (inter-band neighbouring cell)
21.3.1a.1
Test Purpose (TP)

(1)
with { UE in E-UTRAN RRC IDLE state with ongoing SC-PTM reception on a cell broadcasting SIB15 indicating the MBMS SAI and SIB20 indicating SCPTMConfiguration associated with the ongoing SC-PTM service for the frequency of the cell}

ensure that {

  when { an intra-frequency neighbour cell providing the SC-PTM service and an inter-band neighbour cell not providing the SC-PTM service becomes better than the serving cell }

then { UE performs cell reselection to the intra-frequency cell even if the inter-band cell is better and continues SC-PTM reception }
            }
21.3.1a.2
Conformance requirements

Same as test case 21.3.1.
21.3.1a.3
 Test description
21.3.1a.3.1
Pre-test conditions
Same as test case 21.3.1 with the following differences:

-
Cells configuration: Cell 10 replaces Cell 3.
21.3.1a.3.2
Test procedure sequence
Same as test case 21.3.1 with the following differences:

-
Cells configuration: Cell 10 replaces Cell 3

21.3.1a.3.3
Specific message contents
Same as test case 21.3.1.

[End of change]
