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< Unchanged parts are omitted >
[bookmark: _Toc439765548]3.1	Definitions
For the purposes of the present document, the terms and definitions given in [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in [1].
BL/CE:  A Bandwidth-reduced Low-complexity or Coverage Enhanced (BL/CE) UE is capable of coverage enhancement mode A support and intends to access a cell in in a coverage enhancement mode or is configured in a coverage enhancement mode.
< Unchanged parts are omitted >
5.3.3.1.13	Format 6-1B
DCI format 6-1B is used for the scheduling of one PDSCH codeword in one cell.
The following information is transmitted by means of the DCI format 6-1B:
- Flag for format 6-0B/format 6-1B differentiation – 1 bit, where value 0 indicates format 6-0B and value 1 indicates format 6-1B
Format 6-1B is used for random access procedure initiated by a PDCCH order only if format 6-1B CRC is scrambled with C-RNTI and all the remaining fields are set as follows:

- Reservedource block assignment bits – +21 bits, where all bits shall be set to 1
- Preamble Index – 6 bits
- PRACH Mask Index – 4 bits [5]
- Starting CE level – 2 bits provide the PRACH starting CE level as defined in [5]
- All the remaining bits in format 6-1B for compact scheduling assignment of one PDSCH codeword are set to zero
Otherwise, 
- Modulation and coding scheme – 4 bits as defined in section 7.1.7 of [3]

- Resource block assignment – +1 bits for PDSCH as defined in [3]:

-  MSB bits provide the narrowband index as defined in section 6.2.7 of [2] 
- 1 bit provides the resource allocation within the indicated narrowband, where value 0 indicates RBs with PRB index {0, 1, 2, 3} and value 1 indicates that all 6 PRBs are used.
- Modulation and coding scheme – 4 bits as defined in section 7.1.7 of [3]
- Repetition number – 3 bits as defined in section 7.1.11 of [3]
- HARQ process number – 1 bit 
- New data indicator – 1 bit
- HARQ-ACK resource offset – 2 bits as defined in section 10.1 of [3]
- DCI subframe repetition number –2 bits as defined in section 9.1.5 of [3] 
When the format 6-1B CRC is scrambled with a RA-RNTI then the following fields among the fields above are reserved:
- HARQ process number
- New data indicator
- HARQ-ACK resource offset
< Unchanged parts are omitted >
5.3.3.1.14	Format 6-2
DCI format 6-2 is used for for paging and direct indication.
< Unchanged parts are omitted >
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