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Introduction

Total Number of CRs agreed for this WI: 28. TSs being affected:

· 36.508 - 
  2 CR(s)

· 36.509 - 
  1 CR(s)

· 36.521-1 - 
14 CR(s)

· 36.521-2 - 
  2 CR(s)

· 36.521-3 - 
  0 CR(s)

· 36.523-1 - 
  9 CR(s)

· 36.523-2 - 
  0 CR(s)

· 36.523-3 - 
  0 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-165932
	36.508
	0747
	1
	F
	Rel-13
	13.0.1
	Correction of default messages for testing of CAT-M1 UE and UE in enhanced coverage
	LTE_MTCe2_L1-UEConTest

	R5-166261
	36.508
	0748
	1
	F
	Rel-13
	13.0.1
	Introduction of test environment for testing of CAT-M1 UE and UE in enhanced coverage
	LTE_MTCe2_L1-UEConTest

	R5-165933
	36.509
	0162
	1
	B
	Rel-13
	13.0.0
	Introduction of minimum loopback buffer size for Cat M1
	LTE_MTCe2_L1-UEConTest

	R5-166080
	36.521-1
	2850
	1
	F
	Rel-13
	13.2.0
	New test case: 7.9EA Spurious emissions UE category M1
	LTE_MTCe2_L1-UEConTest

	R5-166165
	36.521-1
	2855
	1
	F
	Rel-13
	13.2.0
	Update to eMTC RF test case 6.3.5EA.1 for category M1
	LTE_MTCe2_L1-UEConTest

	R5-165415
	36.521-1
	2856
	-
	F
	Rel-13
	13.2.0
	Update to eMTC RF test case 6.3.5EA.2 for category M1
	LTE_MTCe2_L1-UEConTest

	R5-165496
	36.521-1
	2885
	-
	F
	Rel-13
	13.2.0
	Update to Annex C for CAT M1 testing
	LTE_MTCe2_L1-UEConTest

	R5-166313
	36.521-1
	2891
	2
	F
	Rel-13
	13.2.0
	Introduction of new test case In-band blocking for UE category M1
	LTE_MTCe2_L1-UEConTest

	R5-166314
	36.521-1
	2892
	2
	F
	Rel-13
	13.2.0
	Introduction of new test case Out-of-band blocking for UE category M1
	LTE_MTCe2_L1-UEConTest

	R5-166315
	36.521-1
	2893
	2
	F
	Rel-13
	13.2.0
	Introduction of new test case Narrow band blocking for UE category M1
	LTE_MTCe2_L1-UEConTest

	R5-166148
	36.521-1
	2898
	1
	F
	Rel-13
	13.2.0
	Introduction to new test case 6.2.5EA Configured transmitted power for UE category M1
	LTE_MTCe2_L1-UEConTest

	R5-166171
	36.521-1
	2899
	2
	F
	Rel-13
	13.2.0
	Introduction to new test case 6.3.2EA Minimum Output Power for UE category M1
	LTE_MTCe2_L1-UEConTest

	R5-166166
	36.521-1
	2900
	1
	F
	Rel-13
	13.2.0
	Introduction to new test case 6.3.3EA UE Transmit OFF power for UE category M1
	LTE_MTCe2_L1-UEConTest

	R5-166084
	36.521-1
	2913
	1
	F
	Rel-13
	13.2.0
	Update of TC6.3.5EA.3 Aggregate power control tolerance for UE category M1
	LTE_MTCe2_L1-UEConTest

	R5-166085
	36.521-1
	2914
	1
	F
	Rel-13
	13.2.0
	Update of TC7.4EA Maximum input level for UE category M1
	LTE_MTCe2_L1-UEConTest

	R5-166086
	36.521-1
	2915
	1
	F
	Rel-13
	13.2.0
	Update of TC7.5EA Adjacent Channel Selectivity (ACS) for UE category M1
	LTE_MTCe2_L1-UEConTest

	R5-166087
	36.521-1
	2972
	1
	F
	Rel-13
	13.2.0
	Adding narrowband and narrowband index definitions to 36.521-1
	LTE_MTCe2_L1-UEConTest

	R5-165090
	36.521-2
	0430
	-
	F
	Rel-13
	13.2.0
	Applicability of new RF and RRM test cases for CAT-M1 UE and UE in enhanced coverage
	LTE_MTCe2_L1-UEConTest

	R5-166088
	36.521-2
	0447
	1
	F
	Rel-13
	13.2.0
	Update of Feature Group Indicators for eMTC
	LTE_MTCe2_L1-UEConTest

	R5-166262
	36.523-1
	3523
	1
	F
	Rel-13
	13.1.0
	Addition of New Test Case – 7.1.3.5a Correct HARQ process handling / CCCH/ Enhanced Coverage 
	LTE_MTCe2_L1-UEConTest

	R5-166264
	36.523-1
	3634
	-
	F
	Rel-13
	13.1.0
	Introduction of new eMTC Signalling test case 8.1.1.1a
	LTE_MTCe2_L1-UEConTest

	R5-166265
	36.523-1
	3545
	1
	F
	Rel-13
	13.1.0
	Addition of New eMTC Test Case – 7.1.2.3a Correct selection of RACH parameters/ Preamble selected by MAC itself/ Contention based random access procedure/ Enhanced coverage
	LTE_MTCe2_L1-UEConTest

	R5-166266
	36.523-1
	3593
	1
	F
	Rel-13
	13.1.0
	Addition of new eMTC idle test case for Cell selection / Qrxlevmin / Enhanced coverage
	LTE_MTCe2_L1-UEConTest

	R5-166267
	36.523-1
	3595
	1
	F
	Rel-13
	13.1.0
	Addition of new eMTC idle test case for Cell reselection using Treselection / Enhanced coverage
	LTE_MTCe2_L1-UEConTest

	R5-166268
	36.523-1
	3594
	1
	F
	Rel-13
	13.1.0
	Addition of new eMTC idle test case for Cell selection / Qqualmin / Enhanced coverage
	LTE_MTCe2_L1-UEConTest

	R5-166269
	36.523-1
	3607
	1
	F
	Rel-13
	13.1.0
	Update of MAC legacy UE Cat o test cases to expand applicability to UE Cat M1 
	LTE_MTCe2_L1-UEConTest

	R5-166270
	36.523-1
	3612
	1
	F
	Rel-13
	13.1.0
	New eMTC test case: 7.1.7.1.13 DL-SCH transport block size selection / DCI format 6-1A
	LTE_MTCe2_L1-UEConTest

	R5-166271
	36.523-1
	3613
	1
	F
	Rel-13
	13.1.0
	New eMTC test case: 7.1.7.2.2 UL-SCH transport block size selection / DCI format 6-0A
	LTE_MTCe2_L1-UEConTest
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