Page 1



3GPP TSG-RAN WG5 Testing
R5s160616
01 Jan – 31 Dec 2016
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	34.229-3
	CR
	0431
	rev
	-
	Current version:
	12.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to Recv-Info header checking in MO INVITE

	
	

	Source to WG:
	Rohde & Schwarz, Intel

	Source to TSG:
	R5

	
	

	Work item code:
	TEI10_Test
	
	Date:
	2016-07-01

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-12

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	According to RFC 6086, a UA can indicate zero, one, or multiple info packages in the Recv-Info header field upon dialog creation. However, for call scenarios exercising CS to PS SRVCC in alerting phase, f_IMS_InviteRequest_MessageHeaderRX mandates the UE to indicate exactly one info package, namely g.3gpp.state-and-event. A UE indicating additional info packages will fail.

	
	

	Summary of change:
	f_IMS_InviteRequest_MessageHeaderRX is updated to accept more than one value in Recv-Info Header when pc_IMS_CS_PS_SRVCCAlert is true.

	
	

	Consequences if not approved:
	Conformant UEs may fail related test cases

	
	

	Clauses affected:
	All SRVCC test cases

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	x
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	

	
	


Change 1 
	Function name
	f_IMS_InviteRequest_MessageHeaderRX

	Reason for change
	According to RFC 6086, a UA can indicate zero, one, or multiple info packages in the Recv-Info header field upon dialog creation. However, for call scenarios exercising CS to PS SRVCC in alerting phase, f_IMS_InviteRequest_MessageHeaderRX mandates the UE to indicate exactly one info package, namely g.3gpp.state-and-event. A UE indicating additional info packages will fail.

	Summary of change
	f_IMS_InviteRequest_MessageHeaderRX is updated to accept more than one value in Recv-Info Header when pc_IMS_CS_PS_SRVCCAlert is true.

	TTCN module
	\Common\IMS\IMS_Procedures_CallControl.ttcn

	MCC160 Comment
	


Before change
  function f_IMS_InviteRequest_MessageHeaderRX(template (present) MessageHeader p_MessageHeader := cr_MessageHeader_Dummy,

                                               template (present) SipUrl p_ExpectedCalleeUri,

                                               OptionTag_List p_AdditionalOptionTagsForSupported := tsc_OptionTagList_Empty,

                                               INVITE_A_2_1_Context_Type p_Context := A_2_1_A4,

                                               boolean p_A3 := pc_MultimediaTelephonyService,    /* @sic R5s130510 additional change 1: tsc_IMS_MTSI replaced by pc_MultimediaTelephonyService sic@ */

                                               boolean p_A8 := false,

                                               boolean p_A9 := pc_IMS_SessionIdSupported,

                                               boolean p_A11 := false)

    runs on IMS_PTC return template (present) MessageHeader

  { …
    if (pc_IMS_CS_PS_SRVCCAlert) { // @sic R5-145746 sic@

      v_AcceptBodyList[lengthof(v_AcceptBodyList)] := cr_AcceptBody("application/vnd.3gpp.state-and-event-info+xml"); // add another element in the array

      v_MessageHeader_Invite.recvInfo        := cr_RecvInfo ({cr_InfoPackage_Type(tsc_IMS_InfoPackageType_3gpp)});  // @sic R5-145746, R5s150704 sic@

    }

    …
  }     

After change
  function f_IMS_InviteRequest_MessageHeaderRX(template (present) MessageHeader p_MessageHeader := cr_MessageHeader_Dummy,

                                               template (present) SipUrl p_ExpectedCalleeUri,

                                               OptionTag_List p_AdditionalOptionTagsForSupported := tsc_OptionTagList_Empty,

                                               INVITE_A_2_1_Context_Type p_Context := A_2_1_A4,

                                               boolean p_A3 := pc_MultimediaTelephonyService,    /* @sic R5s130510 additional change 1: tsc_IMS_MTSI replaced by pc_MultimediaTelephonyService sic@ */

                                               boolean p_A8 := false,

                                               boolean p_A9 := pc_IMS_SessionIdSupported,

                                               boolean p_A11 := false)

    runs on IMS_PTC return template (present) MessageHeader

  { …
    if (pc_IMS_CS_PS_SRVCCAlert) { // @sic R5-145746 sic@

      v_AcceptBodyList[lengthof(v_AcceptBodyList)] := cr_AcceptBody("application/vnd.3gpp.state-and-event-info+xml"); // add another element in the array

      v_MessageHeader_Invite.recvInfo        := cr_RecvInfo ({cr_InfoPackage_Type(tsc_IMS_InfoPackageType_3gpp), *});  // @sic R5-145746, R5s150704 sic@

    }

    …
  }

