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1. Overview

This document lists TTCN changes needed to correct issues in the ATS ‘iwd-TTCN3-B2015-03_D16wk10’.
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3. Correction to TC 6.1.1.9
Change 1 – Addition of delay timer in ‘fl_EUTRA_preamble_TC_6_1_1_9’
	Function name
	fl_EUTRA_Preamble_TC_6_1_1_9 ()

	Reason for change
	When submitting R5s160069, it was forgotten to add a delay timer of 30 sec. to ensure that configuring the UE for Manual PLMN Selection is finished before entering the next step.

	Summary of change
	A delay of 30 sec. is introduced to ensure that the configuration of the UE for Manual PLMN Selection is finished before performing registration on PLMN4.

	TTCN module
	LTE\6_1\Idle_PLMNSelection.ttcn

	MCC160 Comment
	


Before change

...

  //--- modified premable for EUTRA Idle Mode TC 6.1.1.9---------------------------------------------------
  /*
   * @desc      to be used in the test case preamble
   *            N.B. The power level used in this function is tsc_ServingCellRS_EPRE, if you need this cell to be
   *            set to a different level for your test, please adjust the level after this function.
   * @param     p_CellId
   * @param     p_State
   * @param     p_ForcedAttach (optional)
   * @param     p_NoOfEmergencyNumbers (default := 0) Only set this if the list of local emergency numbers should be included in Attach Accept (only for Emergency Call Tests)
   * @param     p_NtwkFeatSupport   (default value: f_GetNetworkFeatureSupport())
   * @param     p_PDN_TypeToBeUsed  (default value: pdnTypeAsSupportedByUE) @sic R5-106611 R5-120234 sic@
   * @param     p_ReleaseConnection (default value: rrcConnectionRelease)
   * @status    APPROVED (IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_R10_R11, LTE_IRAT, POS)
   */
  function fl_EUTRA_Preamble_TC_6_1_1_9(EUTRA_CellId_Type p_CellId,
                            IDLEUPDATED_STATE_Type p_State,
                            EUTRA_ATTACH_Type p_ForcedAttach := NORMAL,
                            integer p_NoOfEmergencyNumbers := 0,   // @sic R5-115673 sic@
                            template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := f_GetNetworkFeatureSupport(), // @sic R5-130620, R5-155988 sic@
                            PDN_TypeToBeUsed_Type p_PDN_TypeToBeUsed := pdnTypeAsSupportedByUE,
                            RRCConnectionReleaseRequired_Type p_ReleaseConnection := rrcConnectionRelease) runs on EUTRA_PTC // @sic R5-155534 sic@
  { /* @sic R5s130347: local GuardTimer sic@ */
    timer t_GuardTimer := tsc_GuardTimePreamble;
    t_GuardTimer.start;
    // First switch cell back on
    f_EUTRA_SetCellPower(p_CellId, tsc_ServingCellRS_EPRE);
    // Switch on UE
    f_EUTRA_SwitchOnUEandStartIP(p_CellId); // @sic R5s120065 sic@
    // Set UE in manual mode by selecting a PLMN Id

    f_UT_ManualPLMN_Select (UT,

                            f_Asn2Nas_PlmnId (f_EUTRA_CellInfo_GetGutiPLMN (p_CellId)),
                            -,
                            CNF_REQUIRED);
    // Now continue with the procedure
    f_EUTRA_IdleUpdated(p_CellId, PREAMBLE, p_State, p_ForcedAttach, p_NoOfEmergencyNumbers, p_NtwkFeatSupport, p_PDN_TypeToBeUsed, p_ReleaseConnection);
    t_GuardTimer.stop;
  }

...
After change

...

  //--- modified premable for EUTRA Idle Mode TC 6.1.1.9---------------------------------------------------
  /*
   * @desc      to be used in the test case preamble
   *            N.B. The power level used in this function is tsc_ServingCellRS_EPRE, if you need this cell to be
   *            set to a different level for your test, please adjust the level after this function.
   * @param     p_CellId
   * @param     p_State
   * @param     p_ForcedAttach (optional)
   * @param     p_NoOfEmergencyNumbers (default := 0) Only set this if the list of local emergency numbers should be included in Attach Accept (only for Emergency Call Tests)
   * @param     p_NtwkFeatSupport   (default value: f_GetNetworkFeatureSupport())
   * @param     p_PDN_TypeToBeUsed  (default value: pdnTypeAsSupportedByUE) @sic R5-106611 R5-120234 sic@
   * @param     p_ReleaseConnection (default value: rrcConnectionRelease)
   * @status    APPROVED (IMS_IRAT, LTE, LTE_A_IRAT, LTE_A_R10_R11, LTE_IRAT, POS)
   */
  function fl_EUTRA_Preamble_TC_6_1_1_9(EUTRA_CellId_Type p_CellId,
                            IDLEUPDATED_STATE_Type p_State,
                            EUTRA_ATTACH_Type p_ForcedAttach := NORMAL,
                            integer p_NoOfEmergencyNumbers := 0,   // @sic R5-115673 sic@
                            template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := f_GetNetworkFeatureSupport(), // @sic R5-130620, R5-155988 sic@
                            PDN_TypeToBeUsed_Type p_PDN_TypeToBeUsed := pdnTypeAsSupportedByUE,
                            RRCConnectionReleaseRequired_Type p_ReleaseConnection := rrcConnectionRelease) runs on EUTRA_PTC // @sic R5-155534 sic@
  { /* @sic R5s130347: local GuardTimer sic@ */
    timer t_GuardTimer := tsc_GuardTimePreamble;
    t_GuardTimer.start;
    // First switch cell back on
    f_EUTRA_SetCellPower(p_CellId, tsc_ServingCellRS_EPRE);
    // Switch on UE
    f_EUTRA_SwitchOnUEandStartIP(p_CellId); // @sic R5s120065 sic@
    // Set UE in manual mode by selecting a PLMN Id

    f_UT_ManualPLMN_Select (UT,

                            f_Asn2Nas_PlmnId (f_EUTRA_CellInfo_GetGutiPLMN (p_CellId)),
                            -,
                            CNF_REQUIRED);
    t_Delay(30.0); // Wait timer of 30 sec. to ensure UE finished configuration for Manual PLMN selection mode
    // Now continue with the procedure
    f_EUTRA_IdleUpdated(p_CellId, PREAMBLE, p_State, p_ForcedAttach, p_NoOfEmergencyNumbers, p_NtwkFeatSupport, p_PDN_TypeToBeUsed, p_ReleaseConnection);
    t_GuardTimer.stop;
  }
...
