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	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.133
	3684
	 
	Rel-13
	B
	LAA channel occupancy test
	R4-165117
	Ericsson
	LTE_LAA-Perf

	36.133
	3685
	 
	Rel-14
	A
	LAA channel occupancy test
	R4-165118
	Ericsson
	LTE_LAA-Perf

	36.133
	3688
	 
	Rel-13
	B
	LAA Average RSSI accuracy test
	R4-165121
	Ericsson
	LTE_LAA-Perf

	36.133
	3689
	 
	Rel-14
	A
	LAA Average RSSI accuracy test
	R4-165122
	Ericsson
	LTE_LAA-Perf

	36.101
	3719
	 
	Rel-14
	A
	Introduce aperiodic CSI test for LAA
	R4-165557
	Ericsson, Huawei, HiSilicon
	LTE_LAA-Perf

	36.101
	3721
	 
	Rel-14
	A
	Introduce signal model for LAA demodulation
	R4-165559
	Ericsson
	LTE_LAA-Perf

	36.101
	3723
	 
	Rel-14
	A
	Introduce PDCCH test for LAA demodulation
	R4-165561
	Ericsson, Huawei, HiSilicon
	LTE_LAA-Perf

	36.133
	3770
	 
	Rel-13
	B
	LAA SCell activation and deactivation for known SCells without DRX
	R4-165729
	CATT, CATR
	LTE_LAA-Perf

	36.133
	3771
	 
	Rel-14
	A
	LAA SCell activation and deactivation for known SCells without DRX
	R4-165730
	CATT, CATR
	LTE_LAA-Perf

	36.133
	3841
	 
	Rel-13
	B
	Intra-frequency event triggered reporting under fading propagation conditions in synchronous cells in non-DRX based on CRS under Operation with Frame Structure 3
	R4-165975
	Huawei, HiSilicon
	LTE_LAA-Perf

	36.133
	3842
	 
	Rel-14
	A
	Intra-frequency event triggered reporting under fading propagation conditions in synchronous cells in non-DRX based on CRS under Operation with Frame Structure 3
	R4-165976
	Huawei, HiSilicon
	LTE_LAA-Perf

	36.133
	3843
	 
	Rel-13
	B
	Intra-frequency event triggered reporting under fading propagation conditions in synchronous cells in DRX based on CRS under Operation with Frame Structure 3
	R4-165977
	Huawei, HiSilicon
	LTE_LAA-Perf

	36.133
	3844
	 
	Rel-14
	A
	Intra-frequency event triggered reporting under fading propagation conditions in synchronous cells in DRX based on CRS under Operation with Frame Structure 3
	R4-165978
	Huawei, HiSilicon
	LTE_LAA-Perf

	36.133
	3932
	 
	Rel-13
	B
	Inter-frequency event triggered reporting
	R4-166409
	Nokia
	LTE_LAA-Perf

	36.133
	3934
	 
	Rel-14
	A
	Inter-frequency event triggered reporting
	R4-166411
	Nokia
	LTE_LAA-Perf

	36.101
	3722
	1
	Rel-13
	B
	Introduce PDCCH test for LAA demodulation
	R4-166781
	Ericsson, Huawei, HiSilicon
	LTE_LAA-Perf

	36.101
	3718
	1
	Rel-13
	B
	Introduce aperiodic CSI test for LAA
	R4-166782
	Ericsson, Huawei, HiSilicon
	LTE_LAA-Perf

	36.133
	3935
	1
	Rel-14
	A
	Intra-frequency absolute and relative CSI-RSRP accuracies for SCell with FS3
	R4-166790
	Nokia, Anritsu
	LTE_LAA-Perf

	36.133
	3933
	1
	Rel-13
	B
	Intra-frequency absolute and relative CSI-RSRP accuracies for SCell with FS3
	R4-166838
	Nokia, Anritsu
	LTE_LAA-Perf

	36.141
	892
	1
	Rel-13
	F
	LAA BS unwanted emission mask requirements in 36.141
	R4-166853
	Ericsson, Nokia
	LTE_LAA-Perf

	36.101
	3720
	2
	Rel-13
	B
	Introduce signal model for LAA demodulation
	R4-167159
	Ericsson
	LTE_LAA-Perf

	36.141
	906
	 
	Rel-14
	A
	LAA BS unwanted emission mask requirements in 36.141
	R4-167195
	Ericsson, Nokia
	LTE_LAA-Perf
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