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RAN4 CRs to closed Rel-13 WIs: LTE_LAA-Core (Agenda Item 14.4.6)
	spec
	CR
	Rev
	Cat
	Rel
	Title
	WG TD#
	Source to WG
	Work Item

	36.133
	3699
	 
	Rel-14
	A
	Applicability of intra-frequency maximum measurement time requirements
	R4-165295
	Ericsson
	LTE_LAA-Core

	36.133
	3703
	 
	Rel-14
	A
	Known cell requirements
	R4-165299
	Ericsson
	LTE_LAA-Core

	36.101
	3698
	 
	Rel-14
	A
	Guard band requirements for Band 46 MSD
	R4-165469
	Qualcomm Incorporated
	LTE_LAA-Core

	36.101
	3699
	 
	Rel-14
	F
	Guard band requirements for Band 46 MSD
	R4-165470
	Qualcomm Incorporated
	LTE_LAA-Core

	36.101
	3753
	 
	Rel-13
	F
	Corrections on TS36.101 for LAA
	R4-165947
	Samsung
	LTE_LAA-Core

	36.101
	3754
	 
	Rel-14
	A
	Corrections on TS36.101 for LAA
	R4-165948
	Samsung
	LTE_LAA-Core

	36.133
	3837
	 
	Rel-13
	B
	Difinition and abbreviation of frame structure 3
	R4-165971
	Huawei, HiSilicon
	LTE_LAA-Core

	36.133
	3838
	 
	Rel-14
	A
	Difinition and abbreviation of frame structure 3
	R4-165972
	Huawei, HiSilicon,Nokia
	LTE_LAA-Core

	36.133
	3839
	 
	Rel-13
	F
	Editorial correction on LAA measurement requirements
	R4-165973
	Huawei, HiSilicon
	LTE_LAA-Core

	36.133
	3840
	 
	Rel-14
	A
	Editorial correction on LAA measurement requirements
	R4-165974
	Huawei, HiSilicon
	LTE_LAA-Core

	36.133
	3846
	 
	Rel-14
	A
	CR on inter-frequency infinite measurement in LAA R14
	R4-165980
	Huawei, HiSilicon
	LTE_LAA-Core

	36.133
	3848
	 
	Rel-14
	A
	Correction on discovery signal conditions in LAA R14
	R4-165982
	Huawei, HiSilicon
	LTE_LAA-Core

	36.101
	3761
	 
	Rel-14
	D
	CR to add an informative column to UL Inter-band CA MSD tables
	R4-166119
	Huawei, Hisilicon
	LTE_LAA-Core

	36.141
	895
	 
	Rel-14
	A
	Correction on LBT test procedure
	R4-166284
	Huawei, Ericsson, Nokia
	LTE_LAA-Core

	36.133
	3845
	1
	Rel-13
	F
	CR on inter-frequency infinite measurement in LAA R13
	R4-166813
	Huawei, HiSilicon
	LTE_LAA-Core

	36.133
	3698
	1
	Rel-13
	F
	Applicability of intra-frequency maximum measurement time requirements
	R4-166833
	Ericsson
	LTE_LAA-Core

	36.104
	836
	1
	Rel-13
	F
	LAA BS unwanted emission mask requirements in 36.104
	R4-166852
	Ericsson, Nokia
	LTE_LAA-Core

	36.101
	3760
	1
	Rel-14
	B
	CR on UE RX requirements due to introduction of 10MHz CBW
	R4-166976
	Huawei, Hisilicon
	LTE_LAA-Core

	36.101
	3697
	1
	Rel-13
	F
	Guard band requirements for Band 46 MSD
	R4-166982
	Qualcomm Incorporated
	LTE_LAA-Core

	36.141
	894
	2
	Rel-13
	F
	Correction on LBT test procedure
	R4-167143
	Huawei, Ericsson, Nokia
	LTE_LAA-Core

	36.133
	3702
	2
	Rel-13
	F
	Known cell requirements
	R4-167154
	Ericsson
	LTE_LAA-Core

	36.133
	3847
	2
	Rel-13
	F
	Correction on discovery signal conditions in LAA R13
	R4-167160
	Huawei, HiSilicon
	LTE_LAA-Core

	36.104
	857
	 
	Rel-14
	A
	LAA BS unwanted emission mask requirements in 36.104
	R4-167194
	Ericsson, Nokia
	LTE_LAA-Core
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